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	Definitions for feature

	Broadcast reception
It is optional for UE to support broadcast reception as specified in TS 38.331 [9]. A UE that supports the feature shall also support: 
-	4 broadcast MRBs as the minimum number;
-	PDCP 12 bits SN;
-	ROHC with profiles 0x0000, 0x0001 and 0x0002;
-	8 ROHC context sessions per broadcast MRB;
-	RLC UM with 6 bits SN;
-	RLC UM with 12 bits SN;
-	DRX with long DRX cycle.



End of change





Annex

According to the following agreements made in 8 RAN2#118-e, a draft subsection of RAN2 determined UE capabilities in TR 38.822 is included.
ROHC with profiles 0x0000, 0x0001, 0x0002 is mandatory for UEs supporting MBS broadcast. Delete the editor’s note in 38.331 CR for FFS. 
The minimum number of MRBs is set to 4 for MBS broadcast UEs as the mandatory capability without signaling.
Introduce the UE capability for MBS broadcast reception as an optional feature without capability signalling and add to chapter 5 in 38.306 (can be revisited if needed based on P4). 
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Table 5.2.x-1: Layer-2 and Layer-3 feature list for NR_MBS-Core
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	Components
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	Field name in TS 38.331 [2]
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	Need of FDD/TDD differentiation
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