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[bookmark: _Toc535235050]START OF CHANGES
[bookmark: _Toc100877306][bookmark: _Toc12750878][bookmark: _Toc5705145]4.2.20	QoE measurement parameters
	Definitions for parameters
	Per
	M
	FDD-TDD DIFF
	FR1-FR2 DIFF

	qoe-Streaming-MeasReport-r17
Indicates whether the UE supports NR QoE Measurement Collection for streaming services, see TS 26.247 [29].
	UE
	No
	No
	No

	qoe-MTSI-MeasReport-r17
Indicates whether the UE supports NR QoE Measurement Collection for MTSI services, see TS 26.114 [30].
	UE
	No
	No
	No

	qoe-VR-MeasReport-r17
Indicates whether the UE supports NR QoE Measurement Collection for VR services, see TS 26.118 [31].
	UE
	No
	No
	No

	ran-VisibleQoE-Streaming-MeasReport-r17
Indicates whether the UE supports RAN visible QoE Measurement Collection for streaming services. A UE supporting this feature shall also support qoe-Streaming-MeasReport-r17.
	UE
	No
	No
	No

	ran-VisibleQoE-VR-MeasReport-r17
Indicates whether the UE supports RAN visible QoE Measurement Collection for VR services. A UE supporting this feature shall also support qoe-VR-MeasReport-r17.
	UE
	No
	No
	No

	ul-MeasurementReportAppLayer-Seg-r17
Indicates whether the UE supports RRC segmentation of the MeasurementReportAppLayer message in UL, as specified in TS 38.331 [9].
	UE
	No
	No
	No


NEXT CHANGES
[bookmark: _Toc12750914][bookmark: _Toc29382279][bookmark: _Toc37093396][bookmark: _Toc37238672][bookmark: _Toc37238786][bookmark: _Toc46488711][bookmark: _Toc52574135][bookmark: _Toc52574221][bookmark: _Toc100877322]6	Conditionally mandatory features without UE radio access capability parameters
	Features
	Condition

	Acquisition of SI messages with explicit SI window positions
	It is mandatory to support acquisition of SI messages with explicit SI window positions for UEs which support the SIB types in schedulingInfoList2 as specified in TS 38.331 [9].

	AS layer memory size for QoE paused measurement reports
	It is mandatory to support the minimum AS layer memory size of 64KB for QoE paused measurement reports for UEs which support qoe-Streaming-MeasReport-r17, qoe-MTSI-MeasReport-r-17 or qoe-VR-MeasReport-r17.

	Downlink SDAP header
	Either NAS reflective QoS or as-ReflectiveQoS is supported.

	IMS emergency call
	It is mandatory to support IMS emergency call over PLMN for UEs which are IMS voice capable in NR.

It is mandatory to support IMS emergency call over SNPN for UEs that are SNPN capable and IMS voice capable over SNPNs.

	Logged MDT measurement suspension due to IDC interference
	It is mandatory to support Logged MDT measurement suspension due to IDC interference for UEs which are supporting logged measurements in RRC_IDLE and RRC_INACTIVE upon request from the network and in-device coexistence indication as specified in TS 38.331 [9].

	MAC subheaders with one-octet eLCID field
	It is mandatory to support MAC subheaders with one-octet eLCID field for UEs/IAB-MTs supporting MAC CEs using extended LCID values as specified in TS 38.321 [8].

	Skipping UL configured grant if no data to transmit.
	Either configuredUL-GrantType1 or configuredUL-GrantType2 is supported.



END OF CHANGES


	

Annex A: R2 feature list for this CR
[bookmark: OLE_LINK3]4.2.x	NR_QoE-Core
Table 4.2.X-1: Layer-2 and Layer-3 feature list for NR_QoE-Core
	[bookmark: OLE_LINK20]Features
	Index
	Feature group
	Components
	Prerequisite feature groups
	Field name in TS 38.331
	Parent IE in TS 38.331 [2]
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Note
	Mandatory/Optional

	X. NR_QoE-Core
	X-1
	[bookmark: OLE_LINK4]NR QoE measurement collection
	Indicates whether the UE supports NR QoE Measurement Collection for streaming services.
	
	qoe-Streaming-MeasReport-r17
	qoe-Parameters-r17
	No
	No
	
	Optional with capability signalling

	
	X-2
	NR QoE measurement collection
	Indicates whether the UE supports NR QoE Measurement Collection for MTSI services.
	
	qoe-MTSI- MeasReport-r17
	qoe-Parameters-r17
	No
	No
	
	Optional with capability signalling

	
	X-3
	NR QoE measurement collection
	Indicates whether the UE supports NR QoE Measurement Collection for VR services.
	
	qoe-VR- MeasReport-r17
	qoe-Parameters-r17
	No
	No
	
	Optional with capability signalling

	
	X-4
	RAN visible QoE measurement collection
	Indicates whether the UE supports RAN visible QoE Measurement Collection for streaming services.
	X-1
	ran-VisibleQoE-Streaming-MeasReport-r17
	[bookmark: OLE_LINK13]qoe-Parameters-r17
	No
	No
	
	Optional with capability signalling

	
	X-5
	RAN visible QoE measurement collection
	Indicates whether the UE supports RAN visible QoE Measurement Collection for VR services.
	X-3
	ran-VisibleQoE-VR-MeasReport-r17
	qoe-Parameters-r17
	No
	No
	
	[bookmark: OLE_LINK17]Optional with capability signalling


	
	X-6
	UL RRC segmentation
	Indicates whether the UE supports RRC segmentation of the MeasurementReportAppLayer message in UL.
	
	ul-MeasurementReportAppLayer-Seg-r17
	qoe-Parameters-r17
	No
	No
	
	Optional with capability signalling



