3GPP TSG-RAN WG2 Meeting #118electronic






R2-2206624
Online, May 9th – May 20th, 2022
Title:
MBS SPS configuration on SCell
Response to:
-
Release:
Release 17
Work Item:
NR_MBS
Source:
RAN2
To:
RAN1
Contact person:
Shukun Wang


wangshukun@oppo.com

Send any reply LS to:
3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org
Attachments:
N/A
1
Overall description

RAN1 agreed that the group common PDCCH/PDSCH with CRC scrambled with G-RNTI on SCell is supported [R1-2202928], i.e. FG 33-2h. So, the multicast data reception via dynamic scheduling can be configured on one SCell or PCell.

However, it is not clear for MBS SPS configuration and whether MBS SPS can be configured on one SCell. In MAC spec, it highlights that the MBS SPS can only be configured on PCell, no SCell case.
RAN2 agreed that MBS SPS can be configured on one SCell. RAN2 would like to confirm the following question with RAN1.

Q1: Whether MBS SPS can be configured on one SCell and whether a new FG for it needs to be defined? 
2
Actions

To RAN1:

RAN2 respectfully asks RAN1 to take the RAN2 agreement into account and reply the above RAN2 question.
3
Dates of next RAN2 meetings
TSG-RAN2 Meeting #119-e 
Aug. 15 – Aug. 26, 2022

TSG-RAN2 Meeting #119bis-e 
Oct. 10 – Oct. 14, 2022


2/2


