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	Reason for change:
	Upon receiving reference time information in DL information transfer, the UE action is to deliver the time to the upper layer, i.e., one shot but the need code is Need R

	
	

	Summary of change:
	Change the need code from Need R to Need N in DLInformationTransfer.
	
Impact Analysis
Impacted 5G architecture options: NR SA, (NG)EN-DC, NE-DC, NR-DC 

Impacted functionality:
Reference time delivery transmitted in DLInformationTransfer.
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2.	 If the UE is implemented according to the CR and the network is not, there is no inter-operability issue. The stored reference time has been delivered to upper layer, and even if stored at the UE, there is no use. 
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The DLInformationTransfer message is used for the downlink transfer of NAS dedicated information and timing information for the 5G internal system clock.
Signalling radio bearer: SRB2 or SRB1 (only if SRB2 not established yet. If SRB2 is suspended, the network does not send this message until SRB2 is resumed.)
RLC-SAP: AM
Logical channel: DCCH
Direction: Network to UE
DLInformationTransfer message
-- ASN1START
-- TAG-DLINFORMATIONTRANSFER-START

DLInformationTransfer ::=           SEQUENCE {
    rrc-TransactionIdentifier           RRC-TransactionIdentifier,
    criticalExtensions                  CHOICE {
        dlInformationTransfer           DLInformationTransfer-IEs,
        criticalExtensionsFuture            SEQUENCE {}
    }
}

DLInformationTransfer-IEs ::=       SEQUENCE {
    dedicatedNAS-Message                DedicatedNAS-Message                OPTIONAL,   -- Need N
    lateNonCriticalExtension            OCTET STRING                        OPTIONAL,
    nonCriticalExtension                DLInformationTransfer-v1610-IEs     OPTIONAL
}

DLInformationTransfer-v1610-IEs ::= SEQUENCE {
    referenceTimeInfo-r16               ReferenceTimeInfo-r16               OPTIONAL,   -- Need NR
    nonCriticalExtension                SEQUENCE {}                         OPTIONAL
}

-- TAG-DLINFORMATIONTRANSFER-STOP
-- ASN1STOP
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