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	Reason for change:
	Scenario: RRC initiate resumption procedure in RRC_INACTIVE. While the resumption is ongoing, T380 expires. 
Case 1: resumption is initiated for SDT
· Normative text is added in specification to prohibit initiating the second resumption procedure while the first one is ongoing.

Case 2: resumption is not initiated for SDT
· No text (neither normative text nor NOTE) is added in specification to prohibit initiating the second resumption procedure while the first one is ongoing
· RAN2#113bis Agreement: The UE should not start the 2nd RRC resumption procedure when there is a RRC resumption procedure ongoing (no spec change required)

In our understanding, in both the cases, second resumption procedure should not be initiated while the first one is ongoing. The specification should be consistent in handling both the cases. Specifying normative text in one case and not in another is misleading. Its gives an impression that only in case 1, second resumption is prohibited while the first one is ongoing.

	
	

	Summary of change:
	Clarified in 5.3.13.8 that RRC resumption procedure is not initiated if T319 is running.
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Connection resume for RNA update
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1. If the network is implemented according to the CR and the UE is not, there are no interoperability issues.
1. If the UE is implemented according to the CR and the network is not, there are no interoperability issues.
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<Start of Change>
[bookmark: _Toc90650711]5.3.13.8	RNA update
In RRC_INACTIVE state, the UE shall:
1>	if T380 expires; or
1>	if RNA Update is triggered at reception of SIB1, as specified in 5.2.2.4.2:
2> if T319a and T319 is not running:
3>	initiate RRC connection resume procedure in 5.3.13.2 with resumeCause set to rna-Update;
1>	if barring is alleviated for Access Category '8' or Access Category '2', as specified in 5.3.14.4:
2>	if upper layers do not request RRC the resumption of an RRC connection, and
2>	if the variable pendingRNA-Update is set to true:
3>	initiate RRC connection resume procedure in 5.3.13.2 with resumeCause value set to rna-Update.
If the UE in RRC_INACTIVE state fails to find a suitable cell and camps on the acceptable cell to obtain limited service as defined in TS 38.304 [20], the UE shall:
1>	perform the actions upon going to RRC_IDLE as specified in 5.3.11 with release cause 'other'.
NOTE:	It is left to UE implementation how to behave when T380 expires while the UE is camped neither on a suitable nor on an acceptable cell.

<End of Change>

