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	Reason for change:
	Each BWP has its own list of PPWs (BWP-DownlinkDedicated àdl-PPW-PreConfigToAddModList-r17)
Issue 1: The scenario is as follows:
1. UE’s active DL BWP is DL BWP X for serving cell A.
2. UE receives activation command (PPW Activation/Deactivation Command MAC CE) activating PPW with PPW ID ‘N’ for serving cell A
3. UE activates PPW with PPWID ‘N’ for DL BWP X of serving cell A
4. UE receives BWP switching command to switch active DL BWP to BWP Y for serving cell A
5. UE’s active BWP is switched to DL BWP Y for serving cell A

There are two possible UE behavior w.r.t. PPW on new activated DL BWP for serving cell A:
· Option 1: if PPWs are configured for DL BWP Y, UE implicitly activates PPW with PPW ID ‘N’
· Option 2: if PPWs are configured for DL BWP Y, UE assumes that none are activated. UE waits for new activation command.

It’s not clear whether UE applies option 1 or option 2.
UE behavior w.r.t. PPW on deactivated BWP X for serving cell A is also not clear from spec.
Simple approach would be to clarify that 'When a BWP is activated, all the PPWs configured on the BWP are considered deactivated.'
Issue 2: The scenario is as follows:
· UE’s active DL BWP is BWP X for serving cell A
· UE receives activation command (PPW Activation/Deactivation Command MAC CE) activating PPW with PPW ID ‘N’ for serving cell A
· UE activates PPW with PPWID ‘N’ for BWP X of serving cell A
· UE receives RRCReconfiguration message with updated dl-PPW-PreConfigToAddModList-r17 for BWP X

There are two possible UE behavior w.r.t. PPW for serving cell A:
· Option 1: UE activates PPW with PPWID ‘N’ in the updated list
· Option 2: UE assumes that PPW is not activated. UE waits for new activation command
Simple approach would be to clarify that 'Upon reconfiguration of PPW(s) of the active BWP, all the PPWs on the BWP are considered deactivated.'

	
	

	Summary of change:
	Clarified that when a BWP is activated, all the PPWs configured on the BWP are considered deactivated; Upon reconfiguration of PPW(s) of the active BWP, all the PPWs on the BWP are considered deactivated.

Impacted functionality:
DL-PRS processing window activation

Inter-operability:
1. If the network is implemented according to the CR and the UE is not, there are no interoperability issues.
1. If the UE is implemented according to the CR and the network is not, there are no interoperability issues.

	
	

	Consequences if not approved:
	Activation of DL-PRS processing window activation upon BWP switching and reconfiguration is unclear.

	
	

	Clauses affected:
	5.18.2.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	

	
	

	This CR's revision history:
	




<Start of Change 1>
[bookmark: _Toc109217603]5.18.21	PPW Activation/Deactivation Command
If the UE is configured with pre-configured PPW, the network may send DL MAC CE for PPW Activation/Deactivation Command to the UE as in clause 6.1.3.42. For the activated PPW, the UE shall follow the specified UE behaviour in clause 5.24.
Upon activation of DL BWP, the PPW(s) configured for that BWP are considered deactivated. Upon reconfiguration of PPW(s) of the active DL BWP, all the PPW(s) for that BWP are considered deactivated.
Upon the reception of the MAC CE for PPW Activation/Deactivation Command, the MAC entity shall:
1>	if the DL MAC CE for PPW Activation/Deactivation Command indicates the deactivation of a pre-configured PPW:
2>	deactivate the PPW.
1>	else if the DL MAC CE for PPW Activation/Deactivation Command indicates the activation of a pre-configured PPW:
2>	activate the PPW according to the procedure specified in clause 5.24.

[bookmark: _Toc37296220][bookmark: _Toc46490347][bookmark: _Toc52752042][bookmark: _Toc52796504][bookmark: _Toc109217578]<End of Change 1>

