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	Reason for change:
	In the RAN2#113-e meeting, the following agreement regarding RA report for 2-step RA was made, 
· The reporting granularity of whether the DL beam quality, associated to the used 2 step RA resource, is above or below the msgA-RSRP-ThresholdSSB is per-RA-attempt.
However, the current stage-2 spec only specifies that RA report indicates whether the selected SSB is above or below the rsrp-ThresholdSSB threshold per RACH attempt. As a result, RA report with DL beam quality for 2-step RA is not supported.

	
	

	Summary of change:
	Clarify that RA report indicates whether the selected SSB is above or below the configured RSRP threshold for SSB selection per RACH attempt.
 
Impact analysis
Impacted 5G architecture options: 
Standalone and Non-Standalone

Impacted functionality: 
RA report

Inter-operability: 
1. [bookmark: _GoBack]If the UE is implemented according to this CR but the network is not, RA report for the 2-step RA is not comprehended on the network side.
2. If the network is implemented according to this CR but the UE is not, there is no inter-operability issue foreseen.

	
	

	Consequences if not approved:
	RA report with DL beam quality for 2-step RA is not supported.
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START OF THE CHANGE
[bookmark: _Toc109153944]15.5.3	Support for RACH Optimization
RACH optimization is supported by UE reported information made available at the NG RAN node and by PRACH parameters exchange between NG RAN nodes.
The contents of the RACH information report comprise of the following:
-	Contention detection indication per RACH attempt;
-	Indexes of the SSBs and number of RACH preambles sent on each tried SSB listed in chronological order of attempts;
-	Indication whether the selected SSB is above or below the configured RSRP rsrp-ThresholdSSB threshold for SSB selection per RACH attempt.
END OF THE CHANGE
