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	Reason for change:


	In the current spec, when calculate the short MAC-I, the first Cell Identity included in the PLMN-IdentityInfoList would be taken as one of input. However, for the NPN-only Cell, the first Cell Identity may be invalid, which may lead to the RRCResume/Reestablish procedure fail.

	
	

	Summary of change:
	For the NPN-only cell, set the targetCellIdentity to the Cell Identity of the first NPN identity in the NPN-IdentityInfoList broadcasted in SIB1 of the target cell i.e. the cell the UE is trying to resume/Re-establish

Impact analysis
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 NR-DC, NR-CA

Impacted functionality:
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If the UE implemented this CR, but the network doesn’t, the RRCResume/Reestablish procedure may fail for the NPN-only cell.
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[bookmark: _Toc60777581][bookmark: _Toc100930547][bookmark: _Toc60777596][bookmark: _Toc100930563]7.4	UE variables
/*************************************************Omit the Unchanged Part****************************************************************/
–	VarResumeMAC-Input
The UE variable VarResumeMAC-Input specifies the input used to generate the resumeMAC-I during RRC Connection Resume procedure.
VarResumeMAC-Input variable
-- ASN1START
-- TAG-VARRESUMEMAC-INPUT-START

VarResumeMAC-Input  ::=     SEQUENCE {
    sourcePhysCellId                        PhysCellId,
    targetCellIdentity                      CellIdentity,
    source-c-RNTI                           RNTI-Value
}

-- TAG-VARRESUMEMAC-INPUT-STOP
-- ASN1STOP

	VarResumeMAC-Input field descriptions

	targetCellIdentity
An input variable used to calculate the resumeMAC-I. For the non-NPN-only cell, sSet to the cellIdentity of the first PLMN-Identity included in the PLMN-IdentityInfoList broadcasted in SIB1 of the target cell i.e. the cell the UE is trying to resume. For the NPN-only cell, set to the cellIdentity of the first NPN identity in the NPN-IdentityInfoList broadcasted in SIB1 of the target cell i.e. the cell the UE is trying to resume. 

	source-c-RNTI
Set to C-RNTI that the UE had in the PCell it was connected to prior to suspension of the RRC connection.

	sourcePhysCellId
[bookmark: _GoBack]Set to the physical cell identity of the PCell the UE was connected to prior to suspension of the RRC connection.



/*************************************************Omit the Unchanged Part****************************************************************/
[bookmark: _Toc60777598][bookmark: _Toc100930565]–	VarShortMAC-Input
The UE variable VarShortMAC-Input specifies the input used to generate the shortMAC-I during RRC Connection Reestablishment procedure.
VarShortMAC-Input variable
-- ASN1START
-- TAG-VARSHORTMAC-INPUT-START

VarShortMAC-Input   ::=                 SEQUENCE {
    sourcePhysCellId                        PhysCellId,
    targetCellIdentity                      CellIdentity,
    source-c-RNTI                           RNTI-Value
}

-- TAG-VARSHORTMAC-INPUT-STOP
-- ASN1STOP

	VarShortMAC-Input field descriptions

	targetCellIdentity
An input variable used to calculate the shortMAC-I. For the non-NPN-only cell, sSet to the cellIdentity of the first PLMN-Identity in the PLMN-IdentityInfoList broadcasted in SIB1 of the target cell i.e. the cell the UE is trying to reestablish the connection. For the NPN-only cell, set to the cellIdentity of the first NPN identity  in the NPN-IdentityInfoList broadcasted in SIB1 of the target cell i.e. the cell the UE is trying to reestablish the connection

	source-c-RNTI
Set to C-RNTI that the UE had in the PCell it was connected to prior to the reestablishment.

	sourcePhysCellId
Set to the physical cell identity of the PCell the UE was connected to prior to the reestablishment.
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