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	Reason for change:
	At DRB release, data stored in LTE PDCP and LTE RLC are not delivered to upper layer but just discarded.


	
	

	Summary of change:
	At DRB release, the UE performs RLC re-establishment and release first, and then performs PDCP re-establishment and release.

Impact analysis
Impacted functionality:
DRB release

Inter-operability:
Only UE internal behavior is changed, and no inter-operability issue is foreseen.
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The UE shall:
1>	for each drb-Identity value included in the drb-ToReleaseList or drb-ToReleaseListSCG that is part of the current UE configuration (DRB or RLC bearer release); or
1>	for each drb-identity value that is to be released as the result of full configuration option according to 5.3.5.8:
2>	re-establish the RLC entity as specified in 36.322 for this DRB;
2>	release the RLC entity or entities;
2>	re-establish the E-UTRA PDCP entity as specified in 36.323 for this DRB;
2>	if release of this DRB is result of full configuration option according to 5.3.5.8:
3>	release the E-UTRA or NR PDCP entity;
2>	else if this DRB is configured with pdcp-config:
3>	release the E-UTRA PDCP entity;
2>	else (release the RLC bearer configuration of MCG or of SCG):
3>	re-establish the RLC entity as specified in 36.322 for this DRB;
2>	release the RLC entity or entities;
2>	release the DTCH logical channel;
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