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	Reason for change:
	As per 5.2.8 of present spec, if the UE supports voice services and the current cell does not support IMS emergency calls as indicated by the field ims-EmergencySupport in SIB1, UE shall perform cell selection/reselection to an acceptable cell which supports emergency call in any supported RAT. 

Further, while camped on Any Cell state, cell reselection procedure can happen to a different cell or RAT if the reselection criteria is satisfied. However, when the target cell does not support IMS emergency calls, then the procedure would fail and UE may camp back on the previous cell from which cell reselection was triggered. After reverting back to the previous cell, when the reselection criteria is evaluated, reselection may again be triggered to the target cell. This will result in an undesired pingpong for cell reselection, and should be prevented.
 

	
	

	Summary of change:
	Clarified UE behavior in 5.2.8 that if the cell is identified to not support IMS emergency calls when camped on Any Cell state, the UE shall deprioritize the pertinent frequency to be the lowest priority frequency.

Impacted functionality:
Cell selection and reselection in Any Cell state
Inter-operability:
1. If the network is implemented according to the CR and the UE is not, there are no interoperability issues.
1. If the UE is implemented according to the CR and the network is not, there are no interoperability issues.


	
	

	Consequences if not approved:
	UE may not be able to stay camped to a cell which supports IMS emergency calls due to unnecessary reselection to a cell where IMS emergency calls support is not available as it satisfies reselection criteria
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This state is only applicable for RRC_IDLE state. In this state, the UE shall perform the following tasks:
-	monitor Short Messages transmitted with P-RNTI over DCI as specified in clause 6.5 in TS 38.331 [3];
-	monitor relevant System Information as specified in TS 38.331 [3];
-	perform necessary measurements for the cell reselection evaluation procedure;
-	execute the cell reselection evaluation process on the following occasions/triggers:
1)	UE internal triggers, so as to meet performance as specified in TS 38.133 [8];
2)	When information on the BCCH used for the cell reselection evaluation procedure has been modified.
-	regularly attempt to find a suitable cell trying all frequencies of all RATs that are supported by the UE. If a suitable cell is found, UE shall move to camped normally state.
-	if the UE supports voice services and the current cell does not support IMS emergency calls as indicated by the field ims-EmergencySupport in SIB1 as specified in TS 38.331 [3], the UE shall perform cell selection/reselection to an acceptable cell that supports emergency calls in any supported RAT regardless of priorities provided in system information from current cell, if no suitable cell is found. The UE shall deprioritize the frequency pertaining to the current cell as the lowest priority frequency.
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