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1. Introduction
In Rel-17, conditional reconfiguration with supporting SCG deactivation was not introduced. In this paper, we’d like to discuss how to treat it in Rel-18.
2. Discussion
In Rel-17, SCG deactivation mechanism was introduced to achieve the power saving with a reduction of the signalling overhead and the interrupting time. However, it was agreed that SCG deactivation cannot use with CPC in Rel-17 [1].
	· 1: RAN2 will not optimize using CPC with deactivated SCG in Rel-17. UEs are not required to support the joint configuration in Rel-17 (i.e. UE behaviour is not specified). FFS how to capture this in specifications.


This agreement was made based on the email discussion [2], and in this discussion, some companies suggested the co-existence of CPC and SCG deactivation could be considered in the future release.
In addition, in the current WID, it is described in the objective part that [3]
	2. To specify mechanism and procedures of NR-DC with selective activation of the cell groups (at least for SCG) via L3 enhancements:

· To allow subsequent cell group change after changing CG without reconfiguration and re-initiation of CPC/CPA [RAN2, RAN3, RAN4]

Note 4: A harmonized RRC modelling approach for objectives 1 and 2 could be considered to minimize the workload in RAN2.


The selective activation will be considered for a reduction of the signalling overhead and the interrupting time for SCG change, and this feature is assumed to be done by enhancements of the conditional reconfiguration feature.

Therefore, RAN2 should consider the co-existence of SCG deactivation and conditional reconfiguration to achieve the efficient mobility with supporting power saving in Rel-18.
Proposal 1 RAN2 considers the co-existence of SCG deactivation and conditional reconfiguration in Rel-18.
3. Conclusion

In this contribution, we made the following proposal:
Proposal 2 RAN2 considers the co-existence of SCG deactivation and conditional reconfiguration in Rel-18.
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