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[bookmark: _Toc52796433][bookmark: _Toc52751971][bookmark: _Toc37296150][bookmark: _Toc29239796][bookmark: _Toc46490276][bookmark: _Toc67931492]==================================CHANGE BEGINS===================================
[bookmark: _Toc27765468][bookmark: _Toc37681250][bookmark: _Toc46486827][bookmark: _Toc52547172][bookmark: _Toc52547702][bookmark: _Toc52548232][bookmark: _Toc52548762][bookmark: _Toc100880524]7.2	Mapping of posSibType to assistance data element
The supported posSibType's are specified in Table 7.2-1. The GNSS Common and Generic Assistance Data IEs are defined in clause 6.5.2.2. The OTDOA Assistance Data IEs and NR DL-TDOA/DL-AoD Assistance Data IEs are defined in clause 7.4.2. The Barometric Assistance Data IEs are defined in clause 6.5.5.8. The TBS (based on MBS signals) Assistance Data IEs are defined in clause 6.5.4.8.
Table 7.2-1: Mapping of posSibType to assistanceDataElement
	
	posSibType
	assistanceDataElement

	GNSS Common Assistance Data (clause 6.5.2.2)
	posSibType1-1
	GNSS-ReferenceTime

	
	posSibType1-2
	GNSS-ReferenceLocation

	
	posSibType1-3
	GNSS-IonosphericModel

	
	posSibType1-4
	GNSS-EarthOrientationParameters

	
	posSibType1-5
	GNSS-RTK-ReferenceStationInfo

	
	posSibType1-6
	GNSS-RTK-CommonObservationInfo

	
	posSibType1-7
	GNSS-RTK-AuxiliaryStationData

	
	posSibType1-8
	GNSS-SSR-CorrectionPoints

	GNSS Generic Assistance Data (clause 6.5.2.2)
	posSibType2-1
	GNSS-TimeModelList

	
	posSibType2-2
	GNSS-DifferentialCorrections

	
	[bookmark: _Hlk505571245]posSibType2-3
	GNSS-NavigationModel

	
	posSibType2-4
	GNSS-RealTimeIntegrity

	
	posSibType2-5
	GNSS-DataBitAssistance

	
	posSibType2-6
	GNSS-AcquisitionAssistance

	
	posSibType2-7
	GNSS-Almanac

	
	posSibType2-8
	GNSS-UTC-Model

	
	posSibType2-9
	GNSS-AuxiliaryInformation

	
	posSibType2-10
	BDS-DifferentialCorrections

	
	posSibType2-11
	BDS-GridModelParameter

	
	posSibType2-12
	GNSS-RTK-Observations

	
	posSibType2-13
	GLO-RTK-BiasInformation

	
	posSibType2-14
	GNSS-RTK-MAC-CorrectionDifferences

	
	posSibType2-15
	GNSS-RTK-Residuals

	
	posSibType2-16
	GNSS-RTK-FKP-Gradients

	
	posSibType2-17
	GNSS-SSR-OrbitCorrections

	
	posSibType2-18
	GNSS-SSR-ClockCorrections

	
	posSibType2-19
	GNSS-SSR-CodeBias

	
	posSibType2-20
	GNSS-SSR-URA

	
	posSibType2-21
	GNSS-SSR-PhaseBias

	
	posSibType2-22
	GNSS-SSR-STEC-Correction

	
	posSibType2-23
	GNSS-SSR-GriddedCorrection

	
	posSibType2-24
	NavIC-DifferentialCorrections

	
	posSibType2-25
	NavIC-GridModelParameter

	OTDOA Assistance Data (clause 7.4.2)
	posSibType3-1
	OTDOA-UE-Assisted

	Barometric Assistance Data
(clause 6.5.5.8)
	posSibType4-1
	Sensor-AssistanceDataList

	TBS Assistance Data
(clause 6.5.4.8)
	posSibType5-1
	TBS-AssistanceDataList

	NR DL-TDOA/DL-AoD Assistance Data (clauses 6.4.3, 7.4.2)
	posSibType6-1
	NR-DL-PRS-AssistanceData

	
	posSibType6-2
	NR-UEB-TRP-LocationData

	
	posSibType6-3
	NR-UEB-TRP-RTD-Info



For the optional fields defined in posSIBs, the UE should consider the need code to be "Need OR" if it is originally specified as "Need ON" within its corresponding assistanceDataElement.
==================================END OF CHANGES==================================
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