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1. Introduction
In the previous RAN2 meeting, we have agreed that SR shall be triggered when pre-configured Positioning MG activation/deactivation request MAC CE is triggered but there is no PUSCH. This paper discusses the issues related to the cancellation of the SR and propose a text proposal for resolving the issue.
2. Discussion
The overall procedure for triggering of the MAC CE, SR and RACH is as follows:
· Step1, MAC CE is triggered when RRC sends indication to MAC to activate or deactivate a certain pre-configured MG
· Step2, When the MAC CE is triggered but not transmitted, and there is no PUSCH resource for the MAC CE, the UE triggers SR for the MAC CE. The SR is considered to be pending until it is cancelled
· Step3, When SR is triggered while there is no corresponding PUCCH occasion, the UE triggers RACH.
In the following, we discuss how to cancel the triggered MAC CE, SR and RACH respectively. 
2.1	Cancellation of the posMG activation/deactivation request
First, from the perspective of RRC layer, when a MAC CE for MG activation has been sent while the MG has not been activated, it is possible that the RRC layer receives RRC reconfiguration for a certain measurement gap that can already satisfy the requirement for positioning measurement. In this case, the RRC layer should send an indication to the lower layer that the triggered MG activation request is not needed anymore. Subsequently, the MAC layer should cancel the triggered MAC CE when such indication is received from RRC layer. 
Then, the same issue also applies for the MAC layer: Note that MG activation/deactivation can be requested by either UE or LMF, it is possible that when the MAC CE for MG activation/deactivation request is triggered in the MAC layer, the MG has already been activated/deactivated, e.g., by request from LMF with NRPPa message NRPPa MEASUREMENT ACTIVATION. 


Finally, from the perspective of the MAC layer, it is also possible that when RRC layer triggers a MG deactivation request, there is already a triggered MG activation request in the MAC layer. In this case, since the MAC layer has not transmitted the activation request yet, it should not send the two MAC CEs of ativation and deactivation request. 
Proposed 1: MAC layer should cancel the triggered MG activation/deactivation request MAC CE under the following cases. Adopt the text proposal in Section 5.2 and 5.3
· When MAC layer receives an indication from the RRC layer to cancel the triggered MG activation request when there is another MG configured that can satisfy the current requirement for positioning measurement in the RRC layer
· When MAC layer has a triggered but not transmitted PosMG activation request for a certain preconfigured MG and this MG has already been activated; or a triggered but not transmitted posMG deactivation request and this MG has already been deactivated. 
· When MAC layer has a triggered but not transmitted posMG activation request for a certain pre-configured MG while a deactivation request is received from RRC for this MG.
2.2	Cancellation of the SR triggered for posMG activation/ deactivation request MAC CE
First of all, when the MAC CE that triggered SR has been cancelled, we think there is no need to transmit the SR anymore, since the cancelled MAC CE is the very reason why the SR needs to be transmitted.
Then, if the MAC CE is already transmitted, there is also no need to send the SR anymore
Proposed 2: SR triggered for posMG activation/deactivation request is cancelled when the Positioning Measurement Gap activation/deactivation MAC CE is cancelled. Adopt the text proposal in Section 5.1
2.3	Cancellation of the RACH triggered by SR for posMG activation/ deactivation request MAC CE
For the cancellation of RACH triggered by SR, as in legacy, the RACH may be terminated by the UE with the same condition for the cancellation of SR. Hence, we think the cancellation of the RACH triggered by SR can follow the same condition as that for the cancellation of SR: when the MAC CE is cancelled, the RACH that is triggered by the SR can be terminated.
Based on the discussion above, we propose the following:
Proposed 3: RACH triggered for SR for posMG activation/deactivation request can be terminated when the Positioning Measurement Gap Activation/Deactivation MAC CE is cancelled. Adopt the text proposal in Section 5.1.
3. Summary
Based on the discussion above, it is proposed that:
Proposed 1: MAC layer should cancel the triggered MG activation/deactivation request MAC CE under the following cases. Adopt the text proposal in Section 5.2 and 5.3
· When MAC layer receives an indication from the RRC layer to cancel the triggered MG activation request when there is another MG configured that can satisfy the current requirement for positioning measurement in the RRC layer
· When MAC layer has a triggered but not transmitted PosMG activation request for a certain preconfigured MG and this MG has already been activated; or a triggered but not transmitted posMG deactivation request and this MG has already been deactivated. 
· When MAC layer has a triggered but not transmitted posMG activation request for a certain pre-configured MG while a deactivation request is received from RRC for this MG.
[bookmark: _GoBack]Proposed 2: SR triggered for posMG activation/deactivation request is cancelled when the Positioning Measurement Gap activation/deactivation MAC CE is cancelled. Adopt the text proposal in Section 5.1
Proposed 3: RACH triggered for SR for posMG activation/deactivation request can be terminated when the Positioning Measurement Gap Activation/Deactivation MAC CE is cancelled. Adopt the text proposal in Section 5.1
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5. Text proposal
5.1 TP for scheduling request
===============================BEGIN OF TP=======================================
[bookmark: _Toc37296203][bookmark: _Toc46490329][bookmark: _Toc52752024][bookmark: _Toc52796486][bookmark: _Toc109217555]5.4.4	Scheduling Request
The Scheduling Request (SR) is used for requesting UL-SCH resources for new transmission.
The MAC entity may be configured with zero, one, or more SR configurations. An SR configuration consists of a set of PUCCH resources for SR across different BWPs and cells. For a logical channel or for SCell beam failure recovery (see clause 5.17) and for consistent LBT failure recovery (see clause 5.21), at most one PUCCH resource for SR is configured per BWP. For a logical channel serving a radio bearer configured with SDT, PUCCH resource for SR is not configured for SDT. For beam failure recovery of BFD-RS set(s) of Serving Cell, up to two PUCCH resources for SR is configured per BWP.
Each SR configuration corresponds to one or more logical channels and/or to SCell beam failure recovery and/or to consistent LBT failure recovery and/or to beam failure recovery of BFD-RS set(s). Each logical channel, SCell beam failure recovery, beam failure recovery of BFD-RS set and consistent LBT failure recovery, may be mapped to zero or one SR configuration, which is configured by RRC. The SR configuration of the logical channel that triggered a BSR (clause 5.4.5) or the SCell beam failure recovery or the beam failure recovery of BFD-RS set or the consistent LBT failure recovery (clause 5.21) (if such a configuration exists) is considered as corresponding SR configuration for the triggered SR. Any SR configuration may be used for an SR triggered by Pre-emptive BSR (clause 5.4.7).
RRC configures the following parameters for the scheduling request procedure:
-	sr-ProhibitTimer (per SR configuration);
-	sr-TransMax (per SR configuration).
The following UE variables are used for the scheduling request procedure:
-	SR_COUNTER (per SR configuration).
If an SR is triggered and there are no other SRs pending corresponding to the same SR configuration, the MAC entity shall set the SR_COUNTER of the corresponding SR configuration to 0.
When an SR is triggered, it shall be considered as pending until it is cancelled.
All pending SR(s) for BSR triggered according to the BSR procedure (clause 5.4.5) prior to the MAC PDU assembly shall be cancelled and each respective sr-ProhibitTimer shall be stopped when the MAC PDU is transmitted and this PDU includes a Long or Short BSR MAC CE which contains buffer status up to (and including) the last event that triggered a BSR (see clause 5.4.5) prior to the MAC PDU assembly. All pending SR(s) for BSR triggered according to the BSR procedure (clause 5.4.5) shall be cancelled and each respective sr-ProhibitTimer shall be stopped when the UL grant(s) can accommodate all pending data available for transmission.
The MAC entity shall for each pending SR not triggered according to the BSR procedure (clause 5.4.5) for a Serving Cell:
1>	if this SR was triggered by Pre-emptive BSR procedure (see clause 5.4.7) prior to the MAC PDU assembly and a MAC PDU containing the relevant Pre-emptive BSR MAC CE is transmitted; or
1>	if this SR was triggered by beam failure recovery (see clause 5.17) of an SCell and a MAC PDU is transmitted and this PDU includes a MAC CE for BFR which contains beam failure recovery information for this SCell; or
1>	if this SR was triggered by beam failure recovery (see clause 5.17) for a BFD-RS set of a Serving Cell and a MAC PDU is transmitted and this PDU includes an Enhanced BFR MAC CE or a Truncated Enhanced BFR MAC CE which contains beam failure recovery information for this BFD-RS set of the Serving Cell; or
1>	if this SR was triggered by beam failure recovery (see clause 5.17) of an SCell and this SCell is deactivated (see clause 5.9); or
1>	if this SR was triggered by beam failure recovery (see clause 5.17) for a BFD-RS set of an SCell and this SCell is deactivated (see clause 5.9); or
1>	if the SR is triggered by positioning measurement gap activation/deactivation request (see clause 5.25) and the Positioning Measurement Gap Activation/Deactivation Request MAC CE that triggers the SR has already been cancelled; or
1>	if this SR was triggered by consistent LBT failure recovery (see clause 5.21) of an SCell and a MAC PDU is transmitted and the MAC PDU includes an LBT failure MAC CE that indicates consistent LBT failure for this SCell; or
1>	if this SR was triggered by consistent LBT failure recovery (see clause 5.21) of an SCell and all the triggered consistent LBT failure(s) for this SCell are cancelled:
2>	cancel the pending SR and stop the corresponding sr-ProhibitTimer, if running.
Only PUCCH resources on a BWP which is active at the time of SR transmission occasion are considered valid.
As long as at least one SR is pending, the MAC entity shall for each pending SR:
1>	if the MAC entity has no valid PUCCH resource configured for the pending SR:
2>	initiate a Random Access procedure (see clause 5.1) on the SpCell and cancel the pending SR.
1>	else, for the SR configuration corresponding to the pending SR:
2>	when the MAC entity has an SR transmission occasion on the valid PUCCH resource for SR configured; and
2>	if sr-ProhibitTimer is not running at the time of the SR transmission occasion; and
2>	if the PUCCH resource for the SR transmission occasion does not overlap with a measurement gap:
3>	if the PUCCH resource for the SR transmission occasion overlaps with neither a UL-SCH resource whose simultaneous transmission with the SR is not allowed by configuration of simultaneousPUCCH-PUSCH or simultaneousPUCCH-PUSCH-SecondaryPUCCHgroup nor an SL-SCH resource; or
3>	if the MAC entity is able to perform this SR transmission simultaneously with the transmission of the SL-SCH resource; or
3>	if the MAC entity is configured with lch-basedPrioritization, and the PUCCH resource for the SR transmission occasion does not overlap with the PUSCH duration of an uplink grant received in a Random Access Response or with the PUSCH duration of an uplink grant addressed to Temporary C-RNTI or with the PUSCH duration of a MSGA payload, and the PUCCH resource for the SR transmission occasion for the pending SR triggered as specified in clause 5.4.5 overlaps with any other UL-SCH resource(s), and the physical layer can signal the SR on one valid PUCCH resource for SR, and the priority of the logical channel that triggered SR is higher than the priority of the uplink grant(s) for any UL-SCH resource(s) where the uplink grant was not already de-prioritized and its simultaneous transmission with the SR is not allowed by configuration of simultaneousPUCCH-PUSCH or simultaneousPUCCH-PUSCH-SecondaryPUCCHgroup, and the priority of the uplink grant is determined as specified in clause 5.4.1; or
3>	if both sl-PrioritizationThres and ul-PrioritizationThres are configured and the PUCCH resource for the SR transmission occasion for the pending SR triggered as specified in clause 5.22.1.5 overlaps with any UL-SCH resource(s) carrying a MAC PDU, and the value of the priority of the triggered SR determined as specified in clause 5.22.1.5 is lower than sl-PrioritizationThres and the value of the highest priority of the logical channel(s) in the MAC PDU is higher than or equal to ul-PrioritizationThres and any MAC CE prioritized as described in clause 5.4.3.1.3 is not included in the MAC PDU and the MAC PDU is not prioritized by upper layer according to TS 23.287 [19]; or
3>	if an SL-SCH resource overlaps with the PUCCH resource for the SR transmission occasion for the pending SR triggered as specified in clause 5.4.5, and the MAC entity is not able to perform this SR transmission simultaneously with the transmission of the SL-SCH resource, and either transmission on the SL-SCH resource is not prioritized as described in clause 5.22.1.3.1a or the priority value of the logical channel that triggered SR is lower than ul-PrioritizationThres, if configured; or
3>	if an SL-SCH resource overlaps with the PUCCH resource for the SR transmission occasion for the pending SR triggered as specified in clause 5.22.1.5, and the MAC entity is not able to perform this SR transmission simultaneously with the transmission of the SL-SCH resource, and the priority of the triggered SR determined as specified in clause 5.22.1.5 is higher than the priority of the MAC PDU determined as specified in clause 5.22.1.3.1a for the SL-SCH resource:
[bookmark: _Hlk36893044]4>	consider the SR transmission as a prioritized SR transmission.
4>	consider the other overlapping uplink grant(s), if any, as a de-prioritized uplink grant(s);
4>	if the de-prioritized uplink grant(s) is a configured uplink grant configured with autonomousTx whose PUSCH has already started:
5>	stop the configuredGrantTimer for the corresponding HARQ process of the de-prioritized uplink grant(s);
5>	stop the cg-RetransmissionTimer for the corresponding HARQ process of the de-prioritized uplink grant(s).
4>	if SR_COUNTER < sr-TransMax:
5>	instruct the physical layer to signal the SR on one valid PUCCH resource for SR;
5>	if LBT failure indication is not received from lower layers:
6>	increment SR_COUNTER by 1;
6>	start the sr-ProhibitTimer.
5>	else if lbt-FailureRecoveryConfig is not configured:
6>	increment SR_COUNTER by 1.
4>	else:
5>	notify RRC to release PUCCH for all Serving Cells;
5>	notify RRC to release SRS for all Serving Cells;
5>	clear any configured downlink assignments and uplink grants;
5>	clear any PUSCH resources for semi-persistent CSI reporting;
5>	initiate a Random Access procedure (see clause 5.1) on the SpCell and cancel all pending SRs.
3>	else:
4>	consider the SR transmission as a de-prioritized SR transmission.
NOTE 1:	Except for SR for SCell beam failure recovery, the selection of which valid PUCCH resource for SR to signal SR on when the MAC entity has more than one overlapping valid PUCCH resource for the SR transmission occasion is left to UE implementation.
NOTE 2:	If more than one individual SR triggers an instruction from the MAC entity to the PHY layer to signal the SR on the same valid PUCCH resource, the SR_COUNTER for the relevant SR configuration is incremented only once.
NOTE 3:	When the MAC entity has pending SR for SCell beam failure recovery and the MAC entity has one or more PUCCH resources (other than PUCCH resources of pending SR for beam failure recovery of BFD-RS set) overlapping with PUCCH resource for SCell beam failure recovery for the SR transmission occasion, the MAC entity considers only the PUCCH resource for SCell beam failure recovery as valid. When the MAC entity has pending SR for beam failure recovery of a BFD-RS set of Serving Cell and the MAC entity has one or more PUCCH resources (other than PUCCH resources of pending SR for beam failure recovery) overlapping with PUCCH resource for beam failure recovery of that BFD-RS set for the SR transmission occasion, the MAC entity considers only the PUCCH resource for beam failure recovery of that BFD-RS set as valid.
NOTE 4:	For a UE operating in a semi-static channel access mode as described in TS 37.213 [18], PUCCH resources overlapping with the set of consecutive symbols where the UE does not transmit before the start of a next channel occupancy time are not considered valid.
NOTE 5:	If the MAC entity is configured with lch-basedPrioritization, the MAC entity does not take UCI multiplexing according to the procedure specified in TS 38.213 [6] into account when determining whether the valid PUCCH resource for the SR transmission can be signalled by the physical layer and the SR transmission occasion overlaps with the PUSCH duration of an uplink grant of a MSGA payload.
[bookmark: _Hlk39177277]NOTE 6:	When the MAC entity has PUCCH resource for pending SR for SCell beam failure recovery overlapping with PUCCH resource for pending SR for beam failure recovery of BFD-RS set for the SR transmission occasion, it's up to UE implementation to select PUCCH resource for SCell beam failure recovery or PUCCH resource for beam failure recovery of BFD-RS set
The MAC entity may stop, if any, ongoing Random Access procedure due to a pending SR for BSR, which was initiated by the MAC entity prior to the MAC PDU assembly and which has no valid PUCCH resources configured, if:
-	a MAC PDU is transmitted using a UL grant other than a UL grant provided by Random Access Response or a UL grant determined as specified in clause 5.1.2a for the transmission of the MSGA payload, and this PDU includes a BSR MAC CE which contains buffer status up to (and including) the last event that triggered a BSR (see clause 5.4.5) prior to the MAC PDU assembly; or
-	the UL grant(s) can accommodate all pending data available for transmission.
The MAC entity may stop, if any, ongoing Random Access procedure due to a pending SR for SL-BSR and/or SL-CSI reporting, which was initiated by the MAC entity prior to the sidelink MAC PDU assembly and which has no valid PUCCH resources configured, if:
-	a MAC PDU is transmitted using a UL grant other than a UL grant provided by Random Access Response or a UL grant determined as specified in clause 5.1.2a for the transmission of the MSGA payload, and this PDU includes an SL-BSR MAC CE which contains buffer status up to (and including) the last event that triggered an SL-BSR (see clause 5.22.1.6) prior to the MAC PDU assembly; or
-	the SL grant(s) can accommodate all pending data available and/or SL-CSI reporting MAC CE for transmission.
The MAC entity may stop, if any, ongoing Random Access procedure due to a pending SR for BFR of an SCell, which has no valid PUCCH resources configured, if:
-	a MAC PDU is transmitted using a UL grant other than a UL grant provided by Random Access Response or a UL grant determined as specified in clause 5.1.2a for the transmission of the MSGA payload, and this PDU contains a MAC CE for BFR which includes beam failure recovery information of that SCell; or
-	the SCell is deactivated (as specified in clause 5.9) and all triggered BFRs for SCells are cancelled.
The MAC entity may stop, if any, ongoing Random Access procedure due to a pending SR for BFR of a BFD-RS set of a Serving Cell, which has no valid PUCCH resources configured, if:
-	a MAC PDU is transmitted using a UL grant other than a UL grant provided by Random Access Response or a UL grant determined as specified in clause 5.1.2a for the transmission of the MSGA payload, and this PDU contains an Enhanced BFR MAC CE or a Truncated Enhanced BFR MAC CE which includes beam failure recovery information of that BFD-RS set of the Serving Cell.
The MAC entity may stop, if any, ongoing Random Access procedure due to a pending SR for consistent LBT failure recovery, which has no valid PUCCH resources configured, if:
-	a MAC PDU is transmitted using a UL grant other than a UL grant provided by Random Access Response or a UL grant determined as specified in clause 5.1.2a for the transmission of the MSGA payload, and this PDU includes an LBT failure MAC CE that indicates consistent LBT failure for all the SCells that triggered consistent LBT failure; or
-	all the SCells that triggered consistent LBT failure recovery are deactivated (see clause 5.9).
The MAC entity may stop, if any, ongoing Random Access procedure due to a pending SR for positioning measurement gap activation/deactivation request, which has no valid PUCCH resources configured, if:
-	the Positioning Measurement Gap Activation/Deactivation Request MAC CE that triggers the SR corresponding to the Random Access procedure has already been cancelled.
===============================END OF TP=========================================

5.2	TP for pre-configured pos MG activation/deactivation request
==============================BEGIN OF TP========================================
[bookmark: _Toc109217651]5.25	Positioning Measurement Gap Activation/Deactivation Request
If the UE is configured with pre-configured measurement gap, the UE may request the network to activate or deactivate the Positioning measurement gap with UL MAC CE for Positioning Measurement Gap Activation/Deactivation Request in clause 6.1.3.40.
The MAC entity shall, when triggered by the upper layer to send Positioning Measurement Gap Activation/Deactivation Request, cancel the triggered Positioning Measurement Gap Activation/Deactivation Request, if any and trigger another Positioning Measurement Gap Activation/Deactivation Request according to the upper layer's request.
The MAC entity shall,
1>if Positioning Measurement Gap Activation/Deactivation Request MAC CE has been triggered, and not cancelled:
2>	if indication from upper layer has been received that the triggered Positioning Measurement Gap Activation/Deactivation Request MAC CE should be cancelled; or:
2>	if indication from upper layer has been received for positioning measurement gap deactivation request, while for the same pre-configured positioning measurement gap, there is already a triggered but not cancelled positioning measurement gap activation request; or
2>	if the pre-configured measurement gap indicated in the Positioning Measurement Gap Activation/Deactivation request has already been activated/deactivated according to clause 5.18.20:
3>	cancel the triggered Positioning Measurement Gap Activation/Deactivation Request MAC CE.
2>	if UL-SCH resources are available for a new transmission and these UL-SCH resources can accommodate the Positioning Measurement Gap Activation/Deactivation Request MAC CE plus its subheader as a result of logical channel prioritization:
3>	instruct the Multiplexing and Assembly procedure to generate the Positioning Measurement Gap Activation/Deactivation Request MAC CE according to the upper layer's request;
3>	cancel the triggered Positioning Measurement Gap Activation/Deactivation Request MAC CE.
2>	else:
3>	trigger a Scheduling Request for Positioning Measurement Gap Activation/Deactivation Request MAC CE.
==============================END OF TP==========================================

5.3	TP for Location Measurement indication
==============================BEGIN OF TP========================================
[bookmark: _Toc60776904][bookmark: _Toc100929727]5.5.6	Location measurement indication
[bookmark: _Toc60776905][bookmark: _Toc100929728]5.5.6.1	General


Figure 5.5.5.1-1: Location measurement indication
The purpose of this procedure is to indicate to the network that the UE is going to start/stop location related measurements towards E-UTRA or NR (eutra-RSTD, nr-RSTD, nr-UE-RxTxTimeDiff, nr-PRS-RSRP) which require measurement gaps or start/stop detection of subframe and slot timing towards E-UTRA (eutra-FineTimingDetection) which requires measurement gaps. UE shall initiate this procedure only after successful AS security activation.
NOTE:	It is a network decision to configure the measurement gap.
[bookmark: _Toc60776906][bookmark: _Toc100929729]5.5.6.2	Initiation
The UE shall:
1>	if and only if upper layers indicate to start performing location measurements towards E-UTRA or NR or start subframe and slot timing detection towards E-UTRA, and the UE requires measurement gaps for these operations while measurement gaps are either not configured or not sufficient:
2>	if preconfigured measurement gaps for positioning are configured and the UE considers that at least one of the preconfigured gaps for positioning is sufficient for the location measurement when activated:
3>	trigger the lower layers to initiate the measurement gap activation request using UL MAC CE as specified in TS 38.321 [6];
2> else:
3>	initiate the procedure to indicate start as specified in clause 5.5.6.3;
1>	else if upper layers indicate to start performing location measurements towards E-UTRA or NR or start subframe and slot timing detection towards E-UTRA, and the UE requires measurement gaps for these operations and measurement gaps are sufficient:
2>	if preconfigured measurement gaps for positioning are configured but not activated:
3>	indicate to the lower layer to cancel triggered measurement gap activation request using UL MAC CE as specified in TS 38.321 [6]. 
NOTE 1:	The UE verifies the measurement gap situation only upon receiving the indication from upper layers. If at this point in time sufficient gaps are available, the UE does not initiate the procedure. Unless it receives a new indication from upper layers, the UE is only allowed to further repeat the procedure in the same PCell once per frequency of the target RAT if the provided measurement gaps are insufficient.
NOTE 1a:	When indication is received from upper layers for performing location measurement and there is pre-configured measurement gap configured (not preconfigured measurement gap for positioning), the UE considers this preconfigured measurement gap to be not sufficient if the measurement gap is not considered to be always activated according to clause 9.1.7.2 of TS 38.133 [14].
1>	if and only if upper layers indicate to stop performing location measurements towards E-UTRA or NR or stop subframe and slot timing detection towards E-UTRA:
2>	if there is no activated preconfigured measurement gap for positioning:
3>	initiate the procedure to indicate stop as specified in 5.5.6.3.
2>	else if there is activated preconfigured measurement gap for positioning:
3>	trigger the lower layers to deactivate all the activated measurement gap(s) for positioning as specified in TS 38.321 [6].
NOTE 2:	The UE may initiate the procedure to indicate stop even if it did not previously initiate the procedure to indicate start.
[bookmark: _Toc60776907][bookmark: _Toc100929730]5.5.6.3	Actions related to transmission of LocationMeasurementIndication message
The UE shall set the contents of LocationMeasurementIndication message as follows:
1>	if the procedure is initiated to indicate start of location related measurements:
2>	if the procedure is initiated for RSTD measurements towards E-UTRA:
3>	set the measurementIndication to the eutra-RSTD according to the information received from upper layers;
2>	else if the procedure is initiated for positioning measurement towards NR:
3>	set the measurementIndication to the nr-PRS-Measurement according to the information received from upper layers;
1>	else if the procedure is initiated to indicate stop of location related measurements:
2>	set the measurementIndication to the value release;
1>	if the procedure is initiated to indicate start of subframe and slot timing detection towards E-UTRA:
2>	set the measurementIndication to the value eutra-FineTimingDetection;
1>	else if the procedure is initiated to indicate stop of subframe and slot timing detection towards E-UTRA:
2>	set the measurementIndication to the value release;
1>	submit the LocationMeasurementIndication message to lower layers for transmission, upon which the procedure ends.
==============================END OF TP==========================================
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