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	Reason for change:
	In crossCarrierA-CSI-trigDiffSCS-r16 field description it is not clear if “A-CSI RS” is related to the UE report and/or CSI-RS transmission. It should thus be corrected to reflect that the UE capability is related to the UE report and the CSI-RS transmission.  
Moreover, the crossCarrierA-CSI-trigDiffSCS-r16 field description states that “A UE supporting this feature shall also indicate support of CSI-RS and CSI-IM reception for CSI feedback using csi-RS-IM-ReceptionForFeedback”, this is not needed since csi-RS-IM-ReceptionForFeedback is mandatory:
“Indicates support of CSI-RS and CSI-IM reception for CSI feedback. This capability signalling comprises the following parameters:
-	maxConfigNumberNZP-CSI-RS-PerCC indicates the maximum number of configured NZP-CSI-RS resources per CC;
-	maxConfigNumberPortsAcrossNZP-CSI-RS-PerCC indicates the maximum number of ports across all configured NZP-CSI-RS resources per CC;
-	maxConfigNumberCSI-IM-PerCC indicates the maximum number of configured CSI-IM resources per CC;
-	maxNumberSimultaneousNZP-CSI-RS-PerCC indicates the maximum number of simultaneous CSI-RS-resources per CC;
-	totalNumberPortsSimultaneousNZP-CSI-RS-PerCC indicates the total number of CSI-RS ports in simultaneous CSI-RS resources per CC.
The UE is mandated to report csi-RS-IM-ReceptionForFeedback.”
  
Impact analysis
Impacted 5G architecture options: Standalone, EN-DC, NGEN-DC, NE-DC, NR-DC
		 
Impacted functionality: Cross carrier aperiodic CSI report and aperiodic CSI-RS
		 
Inter-operability: If the network implements the CR and the UE does not, there is no inter-operability issue. 

If the UE implements the CR and the network does not, if the UE indicates support for this feature, the network may attempt to use the feature by triggering aperiodic CSI report in case of periodic CSI-RS.

	
	

	Summary of change:
	4.2.7.4	CA-ParametersNR
- Clarify crossCarrierA-CSI-trigDiffSCS-r16
- Including that the field is related to aperiodic CSI report and aperiodic CSI-RS 
- Remove “The UE is mandated to report csi-RS-IM-ReceptionForFeedback”


	
	

	Consequences if not approved:
	The feature may be interpreted as related to only the aperiodic CSI report, and thus it could be considered that, based on this feature, an aperiodic CSI report could also be triggered in case of periodic CSI-RS.
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