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[bookmark: _Toc100930211][bookmark: _Hlk54206873][bookmark: _Toc60777300][bookmark: _Toc100930042][bookmark: _Toc60777158]START OF CHANGE
[bookmark: _Toc100929595][bookmark: _Toc60776793]5.3.5.13	Conditional Reconfiguration
[bookmark: _Toc100929596][bookmark: _Toc60776794]5.3.5.13.1	General
The network configures the UE with one or more candidate target SpCells in the conditional reconfiguration. The UE evaluates the condition of each configured candidate target SpCell. The UE applies the conditional reconfiguration associated with one of the target SpCells which fulfils associated execution condition. The network provides the configuration parameters for the target SpCell in the ConditionalReconfiguration IE.
The UE performs the following actions based on a received ConditionalReconfiguration IE:
1>	if the ConditionalReconfiguration contains the condReconfigToRemoveList:
2>	perform conditional reconfiguration removal procedure as specified in 5.3.5.13.2;
1>	if the ConditionalReconfiguration contains the condReconfigToAddModList:
2>	perform conditional reconfiguration addition/modification as specified in 5.3.5.13.3;
[bookmark: _Toc60776795][bookmark: _Toc100929597]5.3.5.13.2	Conditional reconfiguration removal
The UE shall:
1>	for each condReconfigId value included in the condReconfigToRemoveList that is part of the current UE conditional reconfiguration in VarConditionalReconfig:
2>	remove the entry with the matching condReconfigId from the VarConditionalReconfig;
NOTE:	The UE does not consider the message as erroneous if the condReconfigToRemoveList includes any condReconfigId value that is not part of the current UE configuration.
[bookmark: _Toc60776796][bookmark: _Toc100929598]5.3.5.13.3	Conditional reconfiguration addition/modification
For each condReconfigId received in the condReconfigToAddModList IE the UE shall:
1>	if an entry with the matching condReconfigId exists in the condReconfigToAddModList within the VarConditionalReconfig:
2>	if the entry in condReconfigToAddModList includes an condExecutionCond or condExecutionCondSCG;
3>	replace condExecutionCond or condExecutionCondSCG within the VarConditionalReconfig with the value received for this condReconfigId;
2>	if the entry in condReconfigToAddModList includes an condRRCReconfig;
3>	replace condRRCReconfig within the VarConditionalReconfig with the value received for this condReconfigId;
1>	else:
2>	add a new entry for this condReconfigId within the VarConditionalReconfig;
1>	perform conditional reconfiguration evaluation as specified in 5.3.5.13.4;
[bookmark: _Toc60776797][bookmark: _Toc100929599]5.3.5.13.4	Conditional reconfiguration evaluation
The UE shall:
1>	for each condReconfigId within the VarConditionalReconfig:
2>	if the RRCReconfiguration within condRRCReconfig includes the masterCellGroup including the reconfigurationWithSync:
3>	consider the cell which has a physical cell identity matching the value indicated in the ServingCellConfigCommon included in the reconfigurationWithSync within the masterCellGroup in the received condRRCReconfig to be applicable cell;
2>	else if the RRCReconfiguration within condRRCReconfig includes the secondaryCellGroup including the reconfigurationWithSync:
3>	consider the cell which has a physical cell identity matching the value indicated in the ServingCellConfigCommon included in the reconfigurationWithSync within the secondaryCellGroup within the received condRRCReconfig to be applicable cell;
2>	if condExecutionCondSCG is configured:
3>	in the remainder of the procedure, consider each measId indicated in the condExecutionCondSCG as a measId in the VarMeasConfig associated with the SCG measConfig;
2>	if condExecutionCond is configured:
3>	if it is configured via SRB3 or configured within nr-SCG or within nr-SecondaryCellGroupConfig (specified in TS 36.331[10]) via SRB1:
4>	in the remainder of the procedure, consider each measId indicated in the condExecutionCond as a measId in the VarMeasConfig associated with the SCG measConfig;
3>	else:
4>	in the remainder of the procedure, consider each measId indicated in the condExecutionCond as a measId in the VarMeasConfig associated with the MCG measConfig;
2>	for each measId included in the measIdList within VarMeasConfig indicated in the condExecutionCond or condExecutionCondSCG associated to condReconfigId:
3>	if the condEventId is associated with condEventT1, and if the entry condition applicable for this event associated with the condReconfigId, i.e. the event corresponding with the condEventId(s) of the corresponding condTriggerConfig within VarConditionalReconfig, is fulfilled for the applicable cell; or
3> if the condEventId is associated with condEventD1, and if the entry condition(s) applicable for this event associated with the condReconfigId, i.e. the event corresponding with the condEventId(s) of the corresponding condTriggerConfig within VarConditionalReconfig, is fulfilled for the applicable cell during the corresponding timeToTrigger defined for this event within the VarConditionalReconfig; or
3>	if the condEventId is associated with condEventA3, condEventA4 or condEventA5, and if the entry condition(s) applicable for this event associated with the condReconfigId, i.e. the event corresponding with the condEventId(s) of the corresponding condTriggerConfig within VarConditionalReconfig, is fulfilled for the applicable cells for all measurements after layer 3 filtering taken during the corresponding timeToTrigger defined for this event within the VarConditionalReconfig:
4>	consider the event associated to that measId to be fulfilled;
3>	if the measId for this event associated with the condReconfigId has been modified; or
3>	if the condEventId is associated with condEventT1, and if the leaving condition applicable for this event associated with the condReconfigId, i.e. the event corresponding with the condEventId(s) of the corresponding condTriggerConfig within VarConditionalReconfig, is fulfilled for the applicable cell; or
3> if the condEventId is associated with condEventD1, and if the leaving condition(s) applicable for this event associated with the condReconfigId, i.e. the event corresponding with the condEventId(s) of the corresponding condTriggerConfig within VarConditionalReconfig, is fulfilled for the applicable cells during the corresponding timeToTrigger defined for this event within the VarConditionalReconfig; or
3>	if the condEventId is associated with condEventA3, condEventA4 or condEventA5, and if the leaving condition(s) applicable for this event associated with the condReconfigId, i.e. the event corresponding with the condEventId(s) of the corresponding condTriggerConfig within VarConditionalReconfig, is fulfilled for the applicable cells for all measurements after layer 3 filtering taken during the corresponding timeToTrigger defined for this event within the VarConditionalReconfig:
4>	consider the event associated to that measId to be not fulfilled;
2>	if event(s) associated to all measId(s) within condTriggerConfig for a target candidate cell within the stored condRRCReconfig are fulfilled:
3>	consider the target candidate cell within the stored condRRCReconfig, associated to that condReconfigId, as a triggered cell;
3>	initiate the conditional reconfiguration execution, as specified in 5.3.5.13.5;
NOTE 1:	Up to 2 MeasId can be configured for each condReconfigId. The conditional reconfiguration event of the 2 MeasId may have the same or different event conditions, triggering quantity, time to trigger, and triggering threshold.
[bookmark: _Toc60776798]NOTE 2:	If multiple NR cells are triggered in conditional reconfiguration execution, it is up to UE implementation which one to select, e.g. the UE considers beams and beam quality to select one of the triggered cells for execution.
[bookmark: _Toc100929600]5.3.5.13.4a	Conditional reconfiguration evaluation of SN initiated inter-SN CPC for EN-DC
The UE shall:
1>	for each condReconfigurationId within the VarConditionalReconfiguration specified in TS 36.331[10]:
2>	for each measId included in the measIdList within VarMeasConfig indicated in the CondReconfigExecCondSCG contained in the triggerConditionSN associated to the condReconfigurationId as specified in TS 36.331[10]:
3>	if the entry condition(s) applicable for the event associated with that measId, is fulfilled for the applicable cells for all measurements after layer 3 filtering taken during the corresponding timeToTrigger defined for this event associated with that measId:
4>	consider this event to be fulfilled;
3>	if the measId for this event has been modified; or
3>	if the leaving condition(s) applicable for this event associated with that measId, is fulfilled for the applicable cells for all measurements after layer 3 filtering taken during the corresponding timeToTrigger defined for this event associated with that measId:
4>	consider this event associated to that measId to be not fulfilled;
2>	if trigger conditions for all events associated with the measId(s) indicated in the CondReconfigExecCondSCG contained in the triggerConditionSN as specified in TS 36.331[10]), are fulfilled:
3>	consider the target cell candidate within the RRCReconfiguration message contained in nr-SecondaryCellGroupConfig in the RRCConnectionReconfiguration message, as specified in TS 36.331[10], contained in the stored condReconfigurationToApply, associated to that condReconfigurationId as specified in TS 36.331[10]), clause 5.3.5.9.4, as a triggered cell;
3>	initiate the conditional reconfiguration execution, as specified in TS 36.331[10]), clause 5.3.5.9.5;
NOTE:	If multiple NR cells are triggered in conditional reconfiguration execution, it is up to UE implementation which one to select, e.g. the UE considers beams and beam quality to select one of the triggered cells for execution.
[bookmark: _Toc100929601]5.3.5.13.5	Conditional reconfiguration execution
The UE shall:
1>	if more than one triggered cell exists:
2>	select one of the triggered cells as the selected cell for conditional reconfiguration execution;
1>	else:
2>	consider the triggered cell as the selected cell for conditional reconfiguration execution;
1>	for the selected cell of conditional reconfiguration execution:
2>	apply the stored condRRCReconfig of the selected cell and perform the actions as specified in 5.3.5.3;
NOTE:	If multiple NR cells are triggered in conditional reconfiguration execution, it is up to UE implementation which one to select, e.g. the UE considers beams and beam quality to select one of the triggered cells for execution.
5.3.5.13.6	VarConditionalReconfig remove
The UE shall:
1> remove all the entries within VarConditionalReconfig, if any;
1>	for each measId of the MCG measConfig, if configured, and for each measId of the SCG measConfig, if configured, if the associated reportConfig has a reportType set to condTriggerConfig:
2>	for the associated reportConfigId:
3>	remove the entry with the matching reportConfigId from the reportConfigList within the VarMeasConfig;
2>	if the associated measObjectId is only associated to a reportConfig with reportType set to condTriggerConfig:
3>	remove the entry with the matching measObjectId from the measObjectList within the VarMeasConfig;
2>	remove the entry with the matching measId from the measIdList within the VarMeasConfig;
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