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	Reason for change:
	RAN1 made the following agreement for inter-UE coordination information triggered by a condition:
· For inter-UE coordination triggered by a condition rather than request reception in Scheme 1, 

· A resource pool level (pre-)configuration can enable one of the following alternatives:

· Alt 1: it is up to UE-A’s implementation whether or not to trigger the inter-UE coordination information generation. 

· Alt 2: the inter-UE coordination information generation can be triggered only when UE-A has data to be transmitted together with the inter-UE coordination information to UE-B

· Note: Rel-16 procedure of UL/SL prioritization, LTE SL/NR SL prioritization, and congestion control is applied to the transmission of the inter-UE coordination information triggered by a condition.


	
	

	Summary of change:
	Add text for supporting inter-UE coordination information triggered by a condition. 
Impact analysis
Impacted functionality: 

Inter-UE coordination on sidelink
Inter-operability:
· There will be inter-operabiliy issue between UEs for inter-UE coordination without specifying this case.
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Start of the Change
5.22.1.10
IUC-Information Reporting

The Sidelink Inter-UE Coordination Information (SL-IUC Info) reporting procedure is used to provide a peer UE with inter-UE coordination information as specified in clause 8.1.4 of TS 38.214 [7].
RRC configures the following parameter to control the SL-IUC Information reporting procedure triggered by an SL-IUC Request:

-
sl-LatencyBoundIUC-Report, which is maintained for each PC5-RRC connection.

The MAC entity maintains an sl-IUC-ReportTimer for each pair of the Source Layer-2 ID and the Destination Layer-2 ID corresponding to a PC5-RRC connection. sl-IUC-ReportTimer is used for an SL-IUC Information reporting UE to follow the latency requirement signalled from an IUC-Information triggering UE. The value of sl-IUC-ReportTimer is the same as the‎ latency requirement of the SL-IUC Information in sl-LatencyBoundIUC-Report configured by RRC.

The MAC entity shall for each pair of the Source Layer-2 ID and the Destination Layer-2 ID corresponding to a PC5-RRC connection which has been established by upper layers:

1>
if the SL-IUC Information reporting has been triggered by an SL-IUC Request MAC CE (and/or an SCI) and not cancelled:

2>
if the sl-IUC-ReportTimer for the triggered SL-IUC Information reporting is not running:

3>
start the sl-IUC-ReportTimer.

2>
if the sl-IUC-ReportTimer for the triggered SL-IUC Information reporting expires:

3>
cancel the triggered SL-IUC Information reporting.
2>
else if the MAC entity has SL resources allocated for new transmission and the SL-SCH resources can accommodate the SL-IUC Information MAC CE and its subheader as a result of logical channel prioritization:

3>
instruct the Multiplexing and Assembly procedure to generate a Sidelink Inter-UE Coordination Information MAC CE as defined in clause 6.1.3.53;

3>
stop the sl-IUC-ReportTimer for the triggered SL-IUC Information reporting;

3>
cancel the triggered SL-IUC Information reporting.
If RRC configuration for a resource pool enables that the inter-UE coordination information generation can be triggered only when UE-A has data to be transmitted together with the inter-UE coordination information to UE-B, the MAC entity shall for each pair of the Source Layer-2 ID and the Destination Layer-2 ID:
1>
if the SL-IUC Information reporting has been triggered by a condition other than an SL-IUC Request MAC CE (and/or an SCI) and not cancelled:

2>
if the MAC entity has SL resources allocated for new transmission and the SL-SCH resources can accommodate the SL-IUC Information MAC CE and its subheader as a result of logical channel prioritization:

3>
instruct the Multiplexing and Assembly procedure to generate a Sidelink Inter-UE Coordination Information MAC CE as defined in clause 6.1.3.53;

3>
cancel the triggered SL-IUC Information reporting.
End of the Change


