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	Reason for change:
	For any measurement reporting event or conditional mobility event, its entering conditon and leaving conditon are mutually exclusive. Such mutual exclusive propery ensures that either entering or leaving  condition can be satisfied (ignoring hysteresis)  and hence both cannot be met simtaneously.  

However, for CondEvent T1, its entering condition and leaving condition are not mutually exclusive. Instead, if the leaving conditon is satisfied, the entering conditon is automatically satisfied, as defined below
	[bookmark: _Toc100929718]5.5.4.16	CondEvent T1
…
Inequality T1-1 (Entering condition)

Inequality T1-2 (Leaving condition)





Such non-exclusive definitions of condEventT1 may incur an erroneous case. For instance, even if an initial Mt being evaluated for CondEvent T1 is larger than Thres1+Duration, the entering condition is satisfied, which is certainly not the intention of the entering condition, and the leaving condition is also satisfied, which then yields an illogical consequence.

To avoid such illogical consequences, it is suggested to modify the entering condition and leaving of condEventT1 such that they are mutually exclusive, as any other events. 

Note that the in 6.3.2, condEvent T1 is already specified as follows,
	CondEvent T1: Time measured at UE becomes more than configured threshold t1-Threshold but is less than t1-Threshold + duration;


This also indicates that the entering condition of condEventT1 shall be corrected as suggested. 


	
	

	Summary of change:
	
 #1. Modify in 5.5.4.16 the entering condition and leaving condition of condEventT1 to make them mutually exclusive. That is,  the entering condition and leaving condition are modified to: 

	Inequality T1-1 (Entering condition)

Inequality T1-2 (Leaving condition)
 or 



#2. The field description of duration within CondTriggerConfig is updated in 6.3.2 according to change#1. 

Impact analysis
Impacted functionality:
NTN

Inter-operability:
If the NW is implemented according to the CR while the UE is not, UE may incorrectly consider that entering condition of cond Event T1 is met. 

If the UE is implemented according to the CR while the network is not, no inter-operability is expected. 


	
	

	Consequences if not approved:
	UE may incorrectly consider that entering condition of cond Event T1 is met when it is not actually met. 
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START OF 1st CHANGE
5.5.4.16	CondEvent T1
The UE shall:
1>	consider the entering condition for this event to be satisfied when condition T1-1, as specified below, is fulfilled;
1>	consider the leaving condition for this event to be satisfied when condition T1-2, as specified below, is fulfilled;
Inequality T1-1 (Entering condition)

Inequality T1-2 (Leaving condition)
 or 
The variables in the formula are defined as follows:
Mt is the time measured at UE.
Thresh1 is the threshold parameter for this event (i.e. t1-Threshold as defined within reportConfigNR for this event).
Duration is the duration parameter for this event (i.e. duration as defined within reportConfigNR for this event).
Mt is expressed in ms.
Thresh1 is expressed in the same unit as Mt.
Duration is expressed in the same unit as Mt.


END OF 1st CHANGE
	

START OF 2nd  CHANGE

[bookmark: _Toc60777158][bookmark: _Toc100930042][bookmark: _Hlk54206873]6.3.2	Radio resource control information elements
[bookmark: _Toc60777350][bookmark: _Toc100930263]–	ReportConfigNR
The IE ReportConfigNR specifies criteria for triggering of an NR measurement reporting event or of a CHO, CPA or CPC event or of an L2 U2N relay measurement reporting event. For events labelled AN with N equal to 1, 2 and so on, measurement reporting events and CHO, CPA or CPC events are based on cell measurement results, which can either be derived based on SS/PBCH block or CSI-RS.
Event A1:	Serving becomes better than absolute threshold;
Event A2:	Serving becomes worse than absolute threshold;
Event A3:	Neighbour becomes amount of offset better than PCell/PSCell;
Event A4:	Neighbour becomes better than absolute threshold;
Event A5:	PCell/PSCell becomes worse than absolute threshold1 AND Neighbour/SCell becomes better than another absolute threshold2;
Event A6:	Neighbour becomes amount of offset better than SCell;
Event D1:	Distance between UE and a reference location referenceLocation1 becomes larger than configured threshold distanceThreshFromReference1 and distance between UE and a reference location referenceLocation2 becomes shorter than configured threshold distanceThreshFromReference2;
CondEvent A3: Conditional reconfiguration candidate becomes amount of offset better than PCell/PSCell;
CondEvent A4: Conditional reconfiguration candidate becomes better than absolute threshold;
CondEvent A5: PCell/PSCell becomes worse than absolute threshold1 AND Conditional reconfiguration candidate becomes better than another absolute threshold2;
CondEvent D1: Distance between UE and a reference location referenceLocation1 becomes larger than configured threshold distanceThreshFromReference1 and distance between UE and a reference location referenceLocation2 of conditional reconfiguration candidate becomes shorter than configured threshold distanceThreshFromReference2;
[bookmark: _Hlk87969184]CondEvent T1: Time measured at UE becomes more than configured threshold t1-Threshold but is less than t1-Threshold + duration;
Event X1:	Serving L2 U2N Relay UE becomes worse than absolute threshold1 AND NR Cell becomes better than another absolute threshold2;
Event X2:	Serving L2 U2N Relay UE becomes worse than absolute threshold;
For event I1, measurement reporting event is based on CLI measurement results, which can either be derived based on SRS-RSRP or CLI-RSSI.
Event I1:	Interference becomes higher than absolute threshold.
ReportConfigNR information element
-- ASN1START
-- TAG-REPORTCONFIGNR-START

ReportConfigNR ::=                          SEQUENCE {
    reportType                                  CHOICE {
        periodical                                  PeriodicalReportConfig,
        eventTriggered                              EventTriggerConfig,
        ...,
        reportCGI                                   ReportCGI,
        reportSFTD                                  ReportSFTD-NR,
        condTriggerConfig-r16                       CondTriggerConfig-r16,
        cli-Periodical-r16                          CLI-PeriodicalReportConfig-r16,
        cli-EventTriggered-r16                      CLI-EventTriggerConfig-r16,
        rxTxPeriodical-r17                          RxTxPeriodical-r17
    }
}

ReportCGI ::=                     SEQUENCE {
    cellForWhichToReportCGI          PhysCellId,
        ...,
    [[
    useAutonomousGaps-r16            ENUMERATED {setup}                OPTIONAL   -- Need R
    ]]

}

ReportSFTD-NR ::=                 SEQUENCE {
    reportSFTD-Meas                  BOOLEAN,
    reportRSRP                       BOOLEAN,
    ...,
    [[
    reportSFTD-NeighMeas             ENUMERATED {true}                                OPTIONAL,   -- Need R
    drx-SFTD-NeighMeas               ENUMERATED {true}                                OPTIONAL,   -- Need R
    cellsForWhichToReportSFTD        SEQUENCE (SIZE (1..maxCellSFTD)) OF PhysCellId   OPTIONAL    -- Need R
    ]]
}

CondTriggerConfig-r16 ::=        SEQUENCE {
    condEventId                      CHOICE {
        condEventA3                      SEQUENCE {
            a3-Offset                        MeasTriggerQuantityOffset,
            hysteresis                       Hysteresis,
            timeToTrigger                    TimeToTrigger
        },
        condEventA5                      SEQUENCE {
            a5-Threshold1                    MeasTriggerQuantity,
            a5-Threshold2                    MeasTriggerQuantity,
            hysteresis                       Hysteresis,
            timeToTrigger                    TimeToTrigger
        },
        ...,
        condEventA4-r17                  SEQUENCE {
            a4-Threshold-r17                 MeasTriggerQuantity,
            hysteresis-r17                   Hysteresis,
            timeToTrigger-r17                TimeToTrigger
        },
        condEventD1-r17                  SEQUENCE {
            distanceThreshFromReference1-r17 INTEGER(0.. 65525),
            distanceThreshFromReference2-r17 INTEGER(0.. 65525),
            referenceLocation1-r17           ReferenceLocation-r17,
            referenceLocation2-r17           ReferenceLocation-r17,
            hysteresis-r17                   HysteresisLocation-r17,
            timeToTrigger-r17                TimeToTrigger
        },
        condEventT1-r17                  SEQUENCE {
            t1-Threshold-r17                 INTEGER (0..549755813887),
            duration-r17                     INTEGER (1..6000)
        }
    },
    rsType-r16                       NR-RS-Type,
    ...
}

EventTriggerConfig::=                       SEQUENCE {
    eventId                                     CHOICE {
        eventA1                                     SEQUENCE {
            a1-Threshold                                MeasTriggerQuantity,
            reportOnLeave                               BOOLEAN,
            hysteresis                                  Hysteresis,
            timeToTrigger                               TimeToTrigger
        },
        eventA2                                     SEQUENCE {
            a2-Threshold                                MeasTriggerQuantity,
            reportOnLeave                               BOOLEAN,
            hysteresis                                  Hysteresis,
            timeToTrigger                               TimeToTrigger
        },
        eventA3                                     SEQUENCE {
            a3-Offset                                   MeasTriggerQuantityOffset,
            reportOnLeave                               BOOLEAN,
            hysteresis                                  Hysteresis,
            timeToTrigger                               TimeToTrigger,
            useAllowedCellList                          BOOLEAN
        },
        eventA4                                     SEQUENCE {
            a4-Threshold                                MeasTriggerQuantity,
            reportOnLeave                               BOOLEAN,
            hysteresis                                  Hysteresis,
            timeToTrigger                               TimeToTrigger,
            useAllowedCellList                          BOOLEAN
        },
        eventA5                                     SEQUENCE {
            a5-Threshold1                               MeasTriggerQuantity,
            a5-Threshold2                               MeasTriggerQuantity,
            reportOnLeave                               BOOLEAN,
            hysteresis                                  Hysteresis,
            timeToTrigger                               TimeToTrigger,
            useAllowedCellList                          BOOLEAN
        },
        eventA6                                     SEQUENCE {
            a6-Offset                                   MeasTriggerQuantityOffset,
            reportOnLeave                               BOOLEAN,
            hysteresis                                  Hysteresis,
            timeToTrigger                               TimeToTrigger,
            useAllowedCellList                          BOOLEAN
        },
        ...,
        [[
        eventX1-r17                                 SEQUENCE {
            x1-Threshold1-Relay-r17                     SL-MeasTriggerQuantity-r16,
            x1-Threshold2-r17                           MeasTriggerQuantity,
            reportOnLeave-r17                           BOOLEAN,
            hysteresis-r17                              Hysteresis,
            timeToTrigger-r17                           TimeToTrigger,
            useAllowedCellList-r17                      BOOLEAN
        },
        eventX2-r17                                 SEQUENCE {
            x2-Threshold-Relay-r17                      SL-MeasTriggerQuantity-r16,
            reportOnLeave-r17                           BOOLEAN,
            hysteresis-r17                              Hysteresis,
            timeToTrigger-r17                           TimeToTrigger
        },
        eventD1-r17                                 SEQUENCE {
            distanceThreshFromReference1-r17            INTEGER(1.. 65525),
            distanceThreshFromReference2-r17            INTEGER(1.. 65525),
            referenceLocation1-r17                      ReferenceLocation-r17,
            referenceLocation2-r17                      ReferenceLocation-r17,
            reportOnLeave-r17                           BOOLEAN,
            hysteresisLocation-r17                      HysteresisLocation-r17,
            timeToTrigger-r17                           TimeToTrigger
        }
        ]]
    },
    rsType                                      NR-RS-Type,
    reportInterval                              ReportInterval,
    reportAmount                                ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},
    reportQuantityCell                          MeasReportQuantity,
    maxReportCells                              INTEGER (1..maxCellReport),
    reportQuantityRS-Indexes                     MeasReportQuantity                                            OPTIONAL,   -- Need R
    maxNrofRS-IndexesToReport                   INTEGER (1..maxNrofIndexesToReport)                            OPTIONAL,   -- Need R
    includeBeamMeasurements                     BOOLEAN,
    reportAddNeighMeas                          ENUMERATED {setup}                                             OPTIONAL,   -- Need R
    ...,
    [[
    measRSSI-ReportConfig-r16                   MeasRSSI-ReportConfig-r16                                      OPTIONAL,   -- Need R
    useT312-r16                                 BOOLEAN                                                        OPTIONAL,   -- Need M
    includeCommonLocationInfo-r16               ENUMERATED {true}                                              OPTIONAL,   -- Need R
    includeBT-Meas-r16                          SetupRelease {BT-NameList-r16}                                 OPTIONAL,   -- Need M
    includeWLAN-Meas-r16                        SetupRelease {WLAN-NameList-r16}                               OPTIONAL,   -- Need M
    includeSensor-Meas-r16                      SetupRelease {Sensor-NameList-r16}                             OPTIONAL    -- Need M
    ]],
    [[
    coarseLocationRequest-r17                   ENUMERATED {true}                                              OPTIONAL,   -- Need R
    reportQuantityRelay-r17                     SL-MeasReportQuantity-r16                                      OPTIONAL    -- Need R
    ]]
}

PeriodicalReportConfig ::=                  SEQUENCE {
    rsType                                      NR-RS-Type,
    reportInterval                              ReportInterval,
    reportAmount                                ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},
    reportQuantityCell                          MeasReportQuantity,
    maxReportCells                              INTEGER (1..maxCellReport),
    reportQuantityRS-Indexes                    MeasReportQuantity                                             OPTIONAL,   -- Need R
    maxNrofRS-IndexesToReport                   INTEGER (1..maxNrofIndexesToReport)                            OPTIONAL,   -- Need R
    includeBeamMeasurements                     BOOLEAN,
    useAllowedCellList                          BOOLEAN,
    ...,
    [[
    measRSSI-ReportConfig-r16                   MeasRSSI-ReportConfig-r16                                      OPTIONAL,   -- Need R
    includeCommonLocationInfo-r16               ENUMERATED {true}                                              OPTIONAL,   -- Need R
    includeBT-Meas-r16                          SetupRelease {BT-NameList-r16}                                 OPTIONAL,   -- Need M
    includeWLAN-Meas-r16                        SetupRelease {WLAN-NameList-r16}                               OPTIONAL,   -- Need M
    includeSensor-Meas-r16                      SetupRelease {Sensor-NameList-r16}                             OPTIONAL,   -- Need M
    ul-DelayValueConfig-r16                     SetupRelease { UL-DelayValueConfig-r16 }                       OPTIONAL,   -- Need M
    reportAddNeighMeas-r16                      ENUMERATED {setup}                                             OPTIONAL    -- Need R
    ]],
    [[
    ul-ExcessDelayConfig-r17                    SetupRelease { UL-ExcessDelayConfig-r17 }                      OPTIONAL,   -- Need M
    coarseLocationRequest-r17                   ENUMERATED {true}                                              OPTIONAL,   -- Need R
    reportQuantityRelay-r17                     SL-MeasReportQuantity-r16                                      OPTIONAL    -- Need R
    ]]
}

NR-RS-Type ::=                              ENUMERATED {ssb, csi-rs}

MeasTriggerQuantity ::=                     CHOICE {
    rsrp                                        RSRP-Range,
    rsrq                                        RSRQ-Range,
    sinr                                        SINR-Range
}

MeasTriggerQuantityOffset ::=               CHOICE {
    rsrp                                        INTEGER (-30..30),
    rsrq                                        INTEGER (-30..30),
    sinr                                        INTEGER (-30..30)
}


MeasReportQuantity ::=                      SEQUENCE {
    rsrp                                        BOOLEAN,
    rsrq                                        BOOLEAN,
    sinr                                        BOOLEAN
}

MeasRSSI-ReportConfig-r16 ::=               SEQUENCE {
    channelOccupancyThreshold-r16               RSSI-Range-r16         OPTIONAL   -- Need R
}

CLI-EventTriggerConfig-r16 ::=              SEQUENCE {
    eventId-r16                                 CHOICE {
        eventI1-r16                                 SEQUENCE {
            i1-Threshold-r16                            MeasTriggerQuantityCLI-r16,
            reportOnLeave-r16                           BOOLEAN,
            hysteresis-r16                              Hysteresis,
            timeToTrigger-r16                           TimeToTrigger
        },
    ...
    },
    reportInterval-r16                          ReportInterval,
    reportAmount-r16                            ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},
    maxReportCLI-r16                            INTEGER (1..maxCLI-Report-r16),
    ...
}

CLI-PeriodicalReportConfig-r16 ::=          SEQUENCE {
    reportInterval-r16                          ReportInterval,
    reportAmount-r16                            ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},
    reportQuantityCLI-r16                       MeasReportQuantityCLI-r16,
    maxReportCLI-r16                            INTEGER (1..maxCLI-Report-r16),
    ...
}

RxTxPeriodical-r17  ::=                     SEQUENCE {
    rxTxReportInterval-r17                      RxTxReportInterval-r17                             OPTIONAL,   -- Need R
    reportAmount-r17                            ENUMERATED {r1, infinity, spare6, spare5, spare4, spare3, spare2, spare1},
    ...
}

RxTxReportInterval-r17 ::= ENUMERATED {ms80,ms120,ms160,ms240,ms320,ms480,ms640,ms1024,ms1280,ms2048,ms2560,ms5120,spare4,spare3,spare2,spare1}

MeasTriggerQuantityCLI-r16 ::=              CHOICE {
    srs-RSRP-r16                                SRS-RSRP-Range-r16,
    cli-RSSI-r16                                CLI-RSSI-Range-r16
}

MeasReportQuantityCLI-r16 ::=               ENUMERATED {srs-rsrp, cli-rssi}

-- TAG-REPORTCONFIGNR-STOP
-- ASN1STOP

	CondTriggerConfig field descriptions

	a3-Offset
Offset value(s) to be used in NR conditional reconfiguration triggering condition for cond event a3. The actual value is field value * 0.5 dB.

	a4-Threshold
Threshold value associated to the selected trigger quantity (e.g. RSRP, RSRQ, SINR) per RS Type (e.g. SS/PBCH block, CSI-RS) to be used in NR conditional reconfiguration triggering condition for cond event a4.

	a5-Threshold1/ a5-Threshold2
Threshold value associated to the selected trigger quantity (e.g. RSRP, RSRQ, SINR) per RS Type (e.g. SS/PBCH block, CSI-RS) to be used in NR conditional reconfiguration triggering condition for cond event a5. In the same condeventA5, the network configures the same quantity for the MeasTriggerQuantity of the a5-Threshold1 and for the MeasTriggerQuantity of the a5-Threshold2.

	condEventId
Choice of NR conditional reconfiguration event triggered criteria.

	duration
This field is used for defining the entering condition and leaving condition T1-2 for conditional HO event condEventT1. Each step represents 100ms.

	t1-Threshold
The field counts the number of UTC seconds in 10 ms units since 00:00:00 on Gregorian calendar date 1 January, 1900 (midnight between Sunday, December 31, 1899 and Monday, January 1, 1900).

	timeToTrigger
Time during which specific criteria for the event needs to be met in order to execute the conditional reconfiguration evaluation.




END OF 2nd CHANGE

