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	Reason for change:
	To introduce NW requested TA report by PDCCH ordered RACH procedure, which can avoid out-of-date TA info in NW’s side due to unsuccessful transmission.
 

	
	

	Summary of change:
	Add PDCCH order initiated RACH procedure as a new trigger to trigger TA report in subclause 5.4.8

Inter-operability analysis
If NW is implemented while UE is not, UE will not reported TA as requested by NW;
If UE is implemented while NW is not, UE might include TA unnecessarily during RACH triggered by PDCCH order


	
	

	Consequences if not approved:
	NW requested TA report is not supported which may lead to invalid TA at NW’s side and impact scheduling behavior.
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[bookmark: _Toc109217559]5.4.8	Timing Advance Reporting
The Timing Advance reporting procedure is used in a non-terrestrial network to provide the gNB with an estimate of the UE's Timing Advance value (i.e., TTA as defined in the UE's TA formula, see TS 38.211 [8] clause 4.3.1).
RRC controls Timing Advance reporting by configuring the following parameters:
-	offsetThresholdTA;
-	timingAdvanceSR.
A Timing Advance report (TAR) shall be triggered if any of the following events occur:
-	upon indication from upper layers to trigger a Timing Advance report;
-  upon reception of PDCCH order for initiating RA procedure;  
-	upon configuration or reconfiguration of offsetThresholdTA by upper layers, if the UE has not previously reported Timing Advance value to current Serving Cell;
-	if the variation between current information about Timing Advance and the last reported information about Timing Advance is equal to or larger than offsetThresholdTA, if configured.
The MAC entity shall:
1>	if the Timing Advance reporting procedure determines that at least one TAR has been triggered and not cancelled:
2>	if UL-SCH resources are available for a new transmission and the UL-SCH resources can accommodate the Timing Advance Report MAC CE plus its subheader as a result of logical channel prioritization:
3>	instruct the Multiplexing and Assembly procedure to generate the Timing Advance Report MAC CE as defined in clause 6.1.3.56.
2>	else
3>	if timingAdvanceSR is configured with value enabled:
4>	trigger a Scheduling Request.
NOTE:	UL-SCH resources are considered available if the MAC entity has been configured with, receives, or determines an uplink grant. If the MAC entity has determined at a given point in time that UL-SCH resources are available, this need not imply that UL-SCH resources are available for use at that point in time.
A MAC PDU shall contain at most one Timing Advance Report MAC CE, even when multiple events have triggered a Timing Advance report.
All triggered Timing Advance reports shall be cancelled when a MAC PDU is transmitted and this PDU includes the corresponding Timing Advance Report MAC CE.
>>> END OF CHANGE <<<

