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[bookmark: _Ref503504522]Introduction
This contribution discusses a possible issue related to NTN configuration at CHO. 
Discussion
From 36.331v17.1.0, the SystemInformationBlockType31 is provided in RRCConnectionReconfiguration, as a mandatory present field in case of handover to an NTN cell.
The SIB31 mainly contains ephemeris and common TA information that are related to the indicated Epoch Time. They are required to access the target cell.
In the general CHO case, the NW has no knowledge of when the actual handover will take place. It may then be impossible to provide the SystemInformationBlockType31 directly in the HO message.
[bookmark: _Ref111043988]Observation 1: In the general CHO case, SystemInformationBlockType31cannot be provided by the NW in the HO message
A possible solution would be to let the UE acquire the target SystemInformationBlockType31 when executing the CHO.
[bookmark: _Ref111046570]Proposal 1: RAN2 to discuss whether in case of CHO, SystemInformationBlockType31 may not be provided by the NW, in which case the UE acquires SystemInformationBlockType31 in the target cell 

Conclusion 
In this contribution, we make the following observations and proposals:
Observation 1: In the general CHO case, SystemInformationBlockType31cannot be provided by the NW in the HO message
Proposal 1: RAN2 to discuss whether in case of CHO, SystemInformationBlockType31 may not be provided by the NW, in which case the UE acquires SystemInformationBlockType31 in the target cell
