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The IE GNSS-SSR-OrbitCorrections is used by the location server to provide radial, along-track and cross-track orbit corrections together with integrity information. The target device may use the SSR-OrbitCorrectionList to compute a satellite position correction to be combined with the satellite position calculated from broadcast ephemeris.
The parameters provided in IE GNSS-SSR-OrbitCorrections – except for ORBIT-IntegrityParameters and SSR-IntegrityOrbitBounds –  are used as specified for SSR Clock Messages (e.g., message type 1057 and 1063) in [30] and apply to all GNSSs.
-- ASN1START

GNSS-SSR-OrbitCorrections-r15 ::= SEQUENCE {
	epochTime-r15						GNSS-SystemTime,
	ssrUpdateInterval-r15				INTEGER (0..15),
	satelliteReferenceDatum-r15			ENUMERATED { itrf, regional, ... },
	iod-ssr-r15							INTEGER (0..15),
	ssr-OrbitCorrectionList-r15			SSR-OrbitCorrectionList-r15,
	...,
	[[
		orbit-IntegrityParameters-r17	ORBIT-IntegrityParameters-r17	OPTIONAL -- Need ON
	]]
}

SSR-OrbitCorrectionList-r15 ::= SEQUENCE (SIZE(1..64)) OF SSR-OrbitCorrectionSatelliteElement-r15

SSR-OrbitCorrectionSatelliteElement-r15 ::= SEQUENCE {
	svID-r15							SV-ID,
	iod-r15								BIT STRING (SIZE(11)),
	delta-radial-r15					INTEGER (-2097152..2097151),
	delta-AlongTrack-r15				INTEGER (-524288..524287),
	delta-CrossTrack-r15				INTEGER (-524288..524287),
	dot-delta-radial-r15				INTEGER (-1048576..1048575)		OPTIONAL, -- Need ON
	dot-delta-AlongTrack-r15			INTEGER (-262144..262143) 		OPTIONAL, -- Need ON
	dot-delta-CrossTrack-r15			INTEGER (-262144..262143) 		OPTIONAL, -- Need ON
	...,
	[[
		ssr-IntegrityOrbitBounds-r17	SSR-IntegrityOrbitBounds-r17	OPTIONAL  -- Cond Integrity1
	]]
}

ORBIT-IntegrityParameters-r17 ::= SEQUENCE {
	probOnsetConstFault-r17					INTEGER (0..255),
	meanConstFaultDuration-r17				INTEGER (1..3600),
	probOnsetSatFault-r17					INTEGER (0..255),
	meanSatFaultDuration-r17				INTEGER (1..3600),
	orbitRangeErrorCorrelationTime-r17		INTEGER (0..255)			OPTIONAL, -- Need ON
	orbitRangeRateErrorCorrelationTime-r17	INTEGER (0..255)			OPTIONAL, -- Cond Integrity2
	...
}

SSR-IntegrityOrbitBounds-r17 ::= SEQUENCE {
	meanOrbitError-r17				RAC-OrbitalErrorComponents-r17,
	varstdDevOrbitError-r17				RAC-OrbitalErrorComponents-r17,
	meanOrbitRateError-r17			RAC-OrbitalErrorComponents-r17,
	varstdDevOrbitRateError-r17			RAC-OrbitalErrorComponents-r17,
	...
}

RAC-OrbitalErrorComponents-r17	::= SEQUENCE {
	radial-r17			INTEGER (0..255),
	alongTrack-r17		INTEGER (0..255),
	crossTrack-r17		INTEGER (0..255)
}

-- ASN1STOP

	Conditional presence
	Explanation

	Integrity1
	The field is mandatory present if ORBIT-IntegrityParameters is present; otherwise it is not present.

	Integrity2
	The field is mandatory present if orbitRangeErrorCorrelationTime is present; otherwise it is not present.



	GNSS-SSR-OrbitCorrections field descriptions

	epochTime
This field specifies the epoch time of the orbit corrections. The gnss-TimeID in GNSS-SystemTime shall be the same as the GNSS-ID in IE GNSS-GenericAssistDataElement. 

	ssrUpdateInterval
This field specifies the SSR Update Interval. The SSR Update Intervals for all SSR parameters start at time 00:00:00 of the GPS time scale. A change of the SSR Update Interval during the transmission of SSR data should ensure consistent data for a target device. See table Value of ssrUpdateInterval to SSR Update Interval relation below. NOTE 1.

	satelliteReferenceDatum
This field specifies the satellite refence datum for the orbit corrections.

	iod-ssr
This field specifies the Issue of Data number for the SSR data. A change of iod-ssr is used to indicate a change in the SSR generating configuration. 

	svID
This field specifies the satellite for which the orbit corrections are provided.

	iod
This field specifies the IOD value of the broadcast ephemeris for which the orbit corrections are valid (see IE GNSS‑NavigationModel). NOTE 2.

	delta-radial
This field specifies the radial orbit correction for broadcast ephemeris. NOTE 3.
Scale factor 0.1 mm; range ±209.7151 m.

	delta-AlongTrack
This field specifies the along-track orbit correction for broadcast ephemeris. NOTE 3.
Scale factor 0.4 mm; range ±209.7148 m.

	delta-CrossTrack
This field specifies the cross-track orbit correction for broadcast ephemeris. NOTE 3.
Scale factor 0.4 mm; range ±209.7148 m.

	dot-delta-radial
This field specifies the velocity of radial orbit correction for broadcast ephemeris. NOTE 3.
Scale factor 0.001 mm/s; range ±1.048575 m/s.

	dot-delta-AlongTrack
This field specifies the velocity of along-track orbit correction for broadcast ephemeris. NOTE 3.
Scale factor 0.004 mm/s; range ±1.048572 m/s.

	dot-delta-CrossTrack
This field specifies the velocity of cross-track orbit correction for broadcast ephemeris. NOTE 3.
Scale factor 0.004 mm/s; range ±1.048572 m/s.

	probOnsetConstFault
This field specifies the Probability of Onset of Constellation Fault per Time Unit where a constellation fault is at least two satellites being faulty simultaneously due to the same event.
This field specifies the onset probability that the residual range or range rate error exceeds a bound created using the minimum allowed inflation factor Kmin, and bounding parameters as mean + Kmin * stdDev where Kmin = normInv(irMaximum / 2), with irMaximum as provided in IE GNSS-Integrity-ServiceParameters.
The probability is calculated by P=10-0.04n [hour-1] where n is the value of probOnsetConstFault and the range is 10-10.2 to 1 per hour.

	meanConstFaultDuration
This field specifies the Mean Constellation Fault Duration which is the mean duration between when a constellation fault occurs, and the user is alerted by the service through FFS (or the integrity violation is over).
Scale factor 1 s; range 1-3600 s.

	probOnsetSatFault
This field specifies the Probability of Onset of Satellite Fault per Time Unit which is the probability of occurrence of satellite error to exceed the residual error bound for more than the Time to Alert (TTA). 
This field specifies the onset probability that the residual range or range rate error exceeds a bound created using the minimum allowed inflation factor Kmin, and bounding parameters as mean + Kmin * stdDev where Kmin = normInv(irMaximum / 2), with irMaximum as provided in IE GNSS-Integrity-ServiceParameters.
The probability is calculated by P=10-0.04n [hour-1] where n is the value of probOnsetSatFault and the range is 10-10.2 to 1 per hour.

	meanSatFaultDuration
This field specifies the Mean Satellite Fault Duration which is the mean duration between when a satellite fault occurs, and the user is alerted by the service through FFS (or the integrity violation is over).
Scale factor 1 s; range 1-3,600 s.

	orbitRangeErrorCorrelationTime
This field specifies the Orbit Range Error Correlation Time which is the upper bound of the correlation time of the satellite residual range error due to orbit.
The time is calculated using:

Range is 1-28,200 s.

	orbitRangeRateErrorCorrelationTime
This field specifies the Orbit Range Rate Error Correlation Time which is the upper bound of the correlation time of the satellite residual range rate error due to orbit.
The time is calculated using:

Range is 1-28,200 s.

	meanOrbitError
This field specifies the Mean Orbit Error bound in satellite radial, along-track and cross-track coordinates, which are the mean values for a set of three overbounding models that bound the residual orbit error in satellite radial, along-track and cross-track directions.
Each mean is calculated using:

Range is 0-5517.5 m.

	varstdDevOrbitError
This field specifies the Variance Standard Deviation Orbit Error bound in satellite radial, along-track and cross-track coordinates, which are the variance standard deviation values for a set of three overbounding models that bound the residual orbit error in satellite radial, along-track and cross-track directions.
Each variance standard deviation is calculated using:

Range is 0-5517.5 m.

	meanOrbitRateError
This field specifies the Mean Orbit Rate Error in satellite radial, along-track and cross-track coordinates, which are the mean values for a set of three overbounding models that bound the residual satellite orbit rate error in satellite radial, along-track and cross-track directions.
Scale factor 0.001 m/s; range 0-0.255 m/s.

	varstdDevOrbitRateError
This field specifies the Variance Standard DeviationOrbit Rate Error in satellite radial, along-track and cross-track coordinates, which are the variance standard deviation values for a set of three overbounding models that bound the residual satellite orbit rate error in satellite radial, along-track and cross-track directions.
Scale factor 0.001 m/s; range 0-0.255 m/s.



NOTE 1: 	The update intervals are aligned to the GPS time scale for all GNSSs in order to allow synchronous operation for multiple GNSS services. This means that the update intervals may not be aligned to the beginning of the day for another GNSS. Due to the leap seconds, this is generally the case for GLONASS.
NOTE 2:	In the cases that gnss-ID indicates 'gps' or 'qzss', the iod refers to the NAV broadcast ephemeris (GPS L1 C/A or QZSS QZS-L1, respectively, in table GNSS to iod Bit String(11) relation in IE GNSS‑NavigationModel).
NOTE 3: 	The reference time t0 is epochTime + ½ × ssrUpdateInterval. The reference time t0 for ssrUpdateInterval '0' is epochTime.
Value of ssrUpdateInterval to SSR Update Interval relation
	Value of ssrUpdateInterval
	SSR Update Interval

	0
	1 second

	1
	2 seconds

	2
	5 seconds

	3
	10 seconds

	4
	15 seconds

	5
	30 seconds

	6
	60 seconds

	7
	120 seconds

	8
	240 seconds

	9
	300 seconds

	10
	600 seconds

	11
	900 seconds

	12
	1800 seconds

	13
	3600 seconds

	14
	7200 seconds

	15
	10800 seconds
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The IE GNSS-SSR-ClockCorrections is used by the location server to provide clock correction parameters together with integrity information. The target device may use the SSR-ClockCorrectionList to compute a clock correction to be applied to the broadcast satellite clock parameters, identified by iod of corresponding GNSS-SSR-OrbitCorrections.
The parameters provided in IE GNSS-SSR-ClockCorrections – except for CLOCK-IntegrityParameters and SSR-IntegrityClockBounds – are used as specified for SSR Clock Messages (e.g., message type 1058 and 1064) in [30] and apply to all GNSSs.
-- ASN1START

[bookmark: _Hlk504961156]GNSS-SSR-ClockCorrections-r15 ::= SEQUENCE {
	epochTime-r15						GNSS-SystemTime,
	ssrUpdateInterval-r15				INTEGER (0..15),
	iod-ssr-r15							INTEGER (0..15),
	ssr-ClockCorrectionList-r15			SSR-ClockCorrectionList-r15,
	...,
	[[
		clock-IntegrityParameters-r17	CLOCK-IntegrityParameters-r17		OPTIONAL   -- Need ON
	]]
}

SSR-ClockCorrectionList-r15 ::= SEQUENCE (SIZE(1..64)) OF SSR-ClockCorrectionSatelliteElement-r15

SSR-ClockCorrectionSatelliteElement-r15 ::= SEQUENCE {
	svID-r15							SV-ID,
	delta-Clock-C0-r15					INTEGER (-2097152..2097151),
	delta-Clock-C1-r15					INTEGER (-1048576..1048575)			OPTIONAL, -- Need ON
	delta-Clock-C2-r15					INTEGER (-67108864..67108863)		OPTIONAL, -- Need ON
	...,
	[[
		ssr-IntegrityClockBounds-r17	SSR-IntegrityClockBounds-r17		OPTIONAL  -- Need ON
	]]
}

CLOCK-IntegrityParameters-r17 ::= SEQUENCE {
	clockRangeErrorCorrelationTime-r17		INTEGER (0..255),
	clockRangeRateErrorCorrelationTime-r17	INTEGER (0..255),
	...
}

SSR-IntegrityClockBounds-r17 ::= SEQUENCE {
	meanClock-r17							INTEGER (0..255),
	stdDevClock-r17							INTEGER (0..255),
	meanClockRate-r17						INTEGER (0..255),
	stdDevClockRate-r17						INTEGER (0..255),
	...
}

-- ASN1STOP

	GNSS-SSR-ClockCorrections field descriptions

	epochTime
This field specifies the epoch time of the clock corrections. The gnss-TimeID in GNSS-SystemTime shall be the same as the GNSS-ID in IE GNSS-GenericAssistDataElement. 

	ssrUpdateInterval
This field specifies the SSR Update Interval. The SSR Update Intervals for all SSR parameters start at time 00:00:00 of the GPS time scale. A change of the SSR Update Interval during the transmission of SSR data should ensure consistent data for a target device. See table Value of ssrUpdateInterval to SSR Update Interval relation in IE GNSS‑SSR‑OrbitCorrections.

	iod-ssr
This field specifies the Issue of Data number for the SSR data. A change of iod-ssr is used to indicate a change in the SSR generating configuration. 

	svID
This field specifies the satellite for which the clock corrections are provided.

	delta-Clock-C0
This field specifies the C0 polynomial coefficient for correction of broadcast satellite clock. NOTE 1.
Scale factor 0.1 mm; range ±209.7151 m.

	delta-Clock-C1
This field specifies the C1 polynomial coefficient for correction of broadcast satellite clock. NOTE 1.
Scale factor 0.001 mm/s; range ±1.048575 m/s.

	delta-Clock-C2
This field specifies the C2 polynomial coefficient for correction of broadcast satellite clock. NOTE 1.
Scale factor 0.00002 mm/s2; range ±1.34217726 m/s2.

	clockRangeErrorCorrelationTime
This field specifies the Clock Range Error Correlation Time which is the upper bound of the correlation time of the satellite residual range error due to clock.
The time is calculated using:

Range is 1-28,200 s.

	clockRangeRateErrorCorrelationTime
This field specifies the Clock Range Rate Error Correlation Time which is the upper bound of the correlation time of the satellite residual range rate error due to clock.
The time is calculated using:

Range is 1-28,200 s.

	meanClock
This field specifies the Mean Clock Error bound which is the mean value for an overbounding model that bounds the residual clock error.
The bound is meanClock + K * stdDevClock and shall be so that the probability of it to be exceeded shall be lower than IRallocation for irMinimum < IRallocation < irMaximum, where K = normInv(IRallocation / 2) and irMinimum, irMaximum as provided in IE GNSS-Integrity-ServiceParameters.
This IRallocation is a fraction of the Target Integrity Risk that represents the integrity risk budget available.
The mean is calculated using:

Range is 0-5517.5 m.

	stdDevClock
This field specifies the Standard Deviation Clock Error bound which is the standard deviation for an overbounding model that bounds the residual clock error.
The standard deviation is calculated using:

Range is 0-5517.5 m.

	meanClockRate
This field specifies the Mean Clock Rate Error bound which is the mean value for an overbounding model that bounds the residual clock rate error.
The bound is meanClockRate + K * stdDevClockRate and shall be so that the probability of it to be exceeded shall be lower than IRallocation for irMinimum < IRallocation < irMaximum, where K = normInv(IRallocation / 2) and irMinimum, irMaximum as provided in IE GNSS-Integrity-ServiceParameters.
This IRallocation is a fraction of the Target Integrity Risk that represents the integrity risk budget available.
Scale factor 0.001 m/s; range 0.000-0.255 m/s.

	stdDevClockRate
This field specifies the Standard Deviation Clock Rate Error bound which is the standard deviation for an overbounding model that bounds the residual clock rate error.
Scale factor 0.001 m/s; range 0.000-0.255 m/s.



NOTE 1: 	The reference time t0 is epochTime + ½ × ssrUpdateInterval. The reference time t0 for ssrUpdateInterval '0' is epochTime.
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