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1. Overall Description:
In RAN4#104-e, RAN4 discussed the UE capability related to performing measurement based on flag deriveSSB-IndexFromCell-inter, and reached the following consensus.
· Introduce the optional capability in FR2 for the UE to indicate whether it is capable of meeting the following requirements:
· Scheduling restriction during NCSG ML is on SSB symbol level
RAN4 respectfully asks RAN2 to take the above information into account and introduce the corresponding UE capability. The details of the suggested UE capability is attached in the Annex.


2. Actions:
To RAN2:
RAN4 respectfully asks RAN2 to take the above information into account and introduce the corresponding UE capability.

3. Date of Next TSG-RAN4 Meetings:
RAN WG4 Meeting #104-bis-e		Oct. 10 – Oct. 19, 2022		Online
RAN WG4 Meeting #105 		Nov. 14 – Nov.18, 2022              TBD



Annex: Suggested update to UE feature list


	Features
	Index
	Feature group
	Components

	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (V2X WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional

	NCSG
	19-1-X
	NCSG
	Support performing measurement with NCSG based on flag deriveSSB-IndexFromCell-inter and meeting the following requirements:
· Scheduling restriction in FR2 serving cell during NCSG ML is on SSB symbol level
	19-1
	Yes
	No
	UE cannot meet the following requirements while performing measurement with NCSG based on flag deriveSSB-IndexFromCell-inter:

· Scheduling restriction in FR2 serving cell during NCSG ML is on SSB symbol level
	Per UE
	No
	No
	FR2 only
	
	Optional with capability signalling




