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	Reason for change:
	In Rel-17, SL DRX is supported for L2 U2N Relay. The current RRC specification should be allowed for a L2 relay UE to configure a L2 remote UE in RRC_INACTIVE/IDLE with a SL DRX configuration for e.g. receiving paging. 
However, since the L2 remote UE may also receive and accept another SL DRX configuration provided by its peer UE for ProSe unicast communication and/or also apply the other SL DRX configuration for ProSe broadcast/groupcast communication, the active time of the SL DRX configuration for ProSe relay communication may not be aligned with the active time of the SL DRX configuration(s) for ProSe unicast/broadcast/groupcast communication. 
Therefore, it should be reasonable for the L2 remote UE to send its accepted or applied SL DRX configuration(s) for ProSe unicast/broadcast /groupcast communication as assistance information to its L2 relay UE for aligning overall active time of SL monitoring in the L2 remote UE. 
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	In subclause 5.8.9.6.1, the statement of “For NR sidelink L2 U2N relay communication, the L2 U2N Remote UE may determine its desired sidelink DRX configurations taking its accepted sidelink DRX configurations for other peer UEs or its applied sidelink DRX configurations for sidelink groupcast/broadcast communication into account.” is added in the NOTE.
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Sidelink UE assistance information.
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3. If the network is implemented according to this CR but the UE is not, there is no inter-operability issue foreseen.
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	The L2 remote UE may consume more power if the L2 remote UE cannot provide the accepted or applied SL DRX configuration(s) for ProSe unicast/broadcast /groupcast communication to its L2 relay UE for aligning overall active time of SL monitoring in the L2 remote UE.
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Figure 5.8.9.6.1-1: Sidelink UE assistance information
The purpose of this procedure is for a UE to inform its peer UE of the sidelink DRX assistance information used to determine the sidelink DRX configuration for unicast communication.
For sidelink unicast, a UE may include its desired sidelink DRX configurations in the UEAssistanceInformationSidelink as the sidelink DRX assistance information which is transmitted to its peer UE.
[bookmark: _GoBack]NOTE:	It is up to UE implementation to determine its desired sidelink DRX configurations for unicast communication. For NR sidelink L2 U2N relay communication, the L2 U2N Remote UE may determine its desired sidelink DRX configurations taking its accepted sidelink DRX configurations for other peer UEs or its applied sidelink DRX configurations for sidelink groupcast/broadcast communication into account.
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