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	Reason for change:
	In RAN2 #119-e, it was agreed that the acquisition of SIB19 in RRC_IDLE/RRC_INACTIVE is up to UE implementation:

Agreements:
1. It is left to UE implementation on how UEs in RRC_IDLE/RRC_INACTIVE re-acquire SIB19 for serving cell’s satellite assistance information

The current 38.331 has defined UE behaviour for SIB19 acquisition and T430 maintenance in Section 5.2.2.4.21, it should be made clear that the specified behaviour is only for UEs in RRC_CONNECTED.


	
	

	Summary of change:
	Clarify in 5.2.2.4.21 that the behaviour is only for UEs in RRC_CONNECTED.

Impact analysis

Impacted 5G architecture options:
NR SA

Impacted functionality:
NTN

Inter-operability:
[bookmark: _GoBack]No interoperability issue, as it only affects the UE behaviour in RRC_IDLE/RRC_INACTIVE.


	
	

	Consequences if not approved:
	The agreements are not correctly captured in the spec.
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	This CR's revision history:
	The CR is based on the endorsed NTN RRC CR R2-2209247 with all changes accepted.
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[bookmark: _Toc216859951][bookmark: _Toc290330802][bookmark: _Toc290330930][bookmark: _Toc535476138]<Start of Change>
[bookmark: _Toc46482927][bookmark: _Toc83790224][bookmark: _Toc46480459][bookmark: _Toc46481693][bookmark: _Toc100929529][bookmark: _Toc100930042][bookmark: _Toc60777158][bookmark: _Hlk54206873][bookmark: _Toc100930139][bookmark: _Toc60777242]5.2.2.4.21	Actions upon reception of SIB19
Upon receiving SIB19, the UE in RRC_CONNECTED shall:
1>	start or restart T430 for serving cell with the timer value set to ntn-UlSyncValidityDuration from the subframe indicated by epochTime;
NOTE:	UE should attempt to re-acquire SIB19 before the end of the duration indicated by ntn-UlSyncValidityDuration and epochTime by UE implementation.
<End of Change>
