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<<<<<<<<<<<<<<<<<<<< Change begins >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc60776718][bookmark: _Toc100929509]5.2.2.4.1	Actions upon reception of the MIB
Upon receiving the MIB the UE shall:
1>	store the acquired MIB;
1>	if the UE is in RRC_IDLE or in RRC_INACTIVE, or if the UE is in RRC_CONNECTED while T311 is running, and
1> if the access is not for NTN or the UE is not capable of NTN:
2>	if the cellBarred in the acquired MIB is set to barred:
3>	if the UE is a RedCap UE and ssb-SubcarrierOffset indicates SIB1 is transmitted in the cell (TS 38.213 [13]):
4>	acquire the SIB1, which is scheduled as specified in TS 38.213 [13];
3>	consider the cell as barred in accordance with TS 38.304 [20];
3>	perform cell re-selection to other cells on the same frequency as the barred cell as specified in TS 38.304 [20];
2>	else:
3>	apply the received systemFrameNumber, pdcch-ConfigSIB1, subCarrierSpacingCommon, ssb-SubcarrierOffset and dmrs-TypeA-Position.
NOTE:	A UE capable of NTN access should acquire SIB1 to determine whether the cell is an NTN cell.
<<<<<<<<<<<<<<<<<<<< Change ends >>>>>>>>>>>>>>>>>>>>

<<<<<<<<<<<<<<<<<<<< Change begins >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc100929562]5.3.5.5.2	Reconfiguration with sync
The UE shall perform the following actions to execute a reconfiguration with sync.
1>	stop timer T430 if running;
1>	start timer T430 for the target cell with the timer value set to ntn-UlSyncValidityDuration from the subframe indicated by epochTime, if included in the reconfigurationWithSync for serving cell;
1>	if the AS security is not activated, perform the actions upon going to RRC_IDLE as specified in 5.3.11 with the release cause 'other' upon which the procedure ends;
1>	if no DAPS bearer is configured:
2>	stop timer T310 for the corresponding SpCell, if running;
1>	if this procedure is executed for the MCG:
2>	if timer T316 is running;
3>	stop timer T316;
3>	clear the information included in VarRLF-Report, if any;
2>	resume MCG transmission, if suspended.
1>	stop timer T312 for the corresponding SpCell, if running;
1>	if sl-PathSwitchConfig is included:
2>	consider the target L2 U2N Relay UE to be the one indicated by the targetRelayUE-Identity in the sl-PathSwitchConfig;
2>	start timer T420 for the corresponding target L2 U2N Relay UE with the timer value set to T420, as included in the sl-PathSwitchConfig;
2>	apply the value of the newUE-Identity as the C-RNTI;
2>	indicate to upper layer (to trigger the PC5 unicast link establishment) with the target L2 U2N Relay UE indicated by the targetRelayUE-Identity;
2>	apply the default configuration of SL-RLC1 as defined in 9.2.4 for SRB1;
1>	else (sl-PathSwitchConfig is not included):
2>	if this procedure is executed for the MCG or if this procedure is executed for an SCG not indicated as deactivated in the E-UTRA or NR RRC message in which the RRCReconfiguration message is embedded:
3>	start timer T304 for the corresponding SpCell with the timer value set to t304, as included in the reconfigurationWithSync;
2>	if the frequencyInfoDL is included:
3>	consider the target SpCell to be one on the SSB frequency indicated by the frequencyInfoDL with a physical cell identity indicated by the physCellId;
2>	else:
3>	consider the target SpCell to be one on the SSB frequency of the source SpCell with a physical cell identity indicated by the physCellId;
2>	start synchronising to the DL of the target SpCell;
2>	apply the specified BCCH configuration defined in 9.1.1.1 for the target SpCell;
2>	acquire the MIB of the target SpCell, which is scheduled as specified in TS 38.213 [13];
NOTE 1:	The UE should perform the reconfiguration with sync as soon as possible following the reception of the RRC message triggering the reconfiguration with sync, which could be before confirming successful reception (HARQ and ARQ) of this message.
NOTE 2:	The UE may omit reading the MIB if the UE already has the required timing information, or the timing information is not needed for random access.
NOTE 2a:	A UE with DAPS bearer does not monitor for system information updates in the source PCell.
2>	If any DAPS bearer is configured:
3>	create a MAC entity for the target cell group with the same configuration as the MAC entity for the source cell group;
3>	for each DAPS bearer:
4>	establish an RLC entity or entities for the target cell group, with the same configurations as for the source cell group;
4>	establish the logical channel for the target cell group, with the same configurations as for the source cell group;
NOTE 2b:	In order to understand if a DAPS bearer is configured, the UE needs to check the presence of the field daps-Config within the RadioBearerConfig IE received in radioBearerConfig or radioBearerConfig2.
3>	for each SRB:
4>	establish an RLC entity for the target cell group, with the same configurations as for the source cell group;
4>	establish the logical channel for the target cell group, with the same configurations as for the source cell group;
3>	suspend SRBs for the source cell group;
NOTE 3:	Void
3>	apply the value of the newUE-Identity as the C-RNTI in the target cell group;
3>	configure lower layers for the target SpCell in accordance with the received spCellConfigCommon;
3>	configure lower layers for the target SpCell in accordance with any additional fields, not covered in the previous, if included in the received reconfigurationWithSync.
2>	else:
3>	reset the MAC entity of this cell group;
3>	consider the SCell(s) of this cell group, if configured, that are not included in the SCellToAddModList in the RRCReconfiguration message, to be in deactivated state;
3>	apply the value of the newUE-Identity as the C-RNTI for this cell group;
3>	configure lower layers in accordance with the received spCellConfigCommon;
3>	configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received reconfigurationWithSync.
2>	if the UE is acting as L2 U2N Remote UE at the source side:
3>	indicate upper layer to trigger PC5 unicast link release.
Upon L2 U2N Relay UE receiving reconfigurationWithSync, it either indicates to upper layers (to trigger PC5 unicast link release) or sends Notification message to the connected L2 U2N Remote UE(s) in accordance with 5.8.9.10.
<<<<<<<<<<<<<<<<<<<< Change ends >>>>>>>>>>>>>>>>>>>>

<<<<<<<<<<<<<<<<<<<< Change begins >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc100930196]–	NTN-Config
The IE NTN-Config provides parameters needed for the UE to access NR via NTN access.
NTN-Config information element
-- ASN1START
-- TAG-NTN-CONFIG-START

NTN-Config-r17 ::=             SEQUENCE {
[bookmark: OLE_LINK153][bookmark: OLE_LINK154][bookmark: OLE_LINK167][bookmark: OLE_LINK168]    epochTime-r17                  EpochTime-r17                                                            OPTIONAL,  -- Need R
    ntn-UlSyncValidityDuration-r17 ENUMERATED{ s5, s10, s15, s20, s25, s30, s35,
                                              s40, s45, s50, s55, s60, s120, s180, s240, s900}              OPTIONAL,  -- Cond SIB19
    cellSpecificKoffset-r17        INTEGER(1..1023)                                                         OPTIONAL,  -- Need R
    kmac-r17                       INTEGER(1..512)                                                          OPTIONAL,  -- Need R
    ta-Info-r17                    TA-Info-r17                                                              OPTIONAL,  -- Need R
    ntn-PolarizationDL-r17         ENUMERATED {rhcp,lhcp,linear}                                            OPTIONAL,  -- Need R
    ntn-PolarizationUL-r17         ENUMERATED {rhcp,lhcp,linear}                                            OPTIONAL,  -- Need R
    ephemerisInfo-r17              EphemerisInfo-r17                                                        OPTIONAL,  -- Need R
    ta-Report-r17                  ENUMERATED {enabled}                                                     OPTIONAL,  -- Need R
    ...
}

EpochTime-r17 ::=              SEQUENCE {
    sfn-r17                        INTEGER(0..1023),
    subFrameNR-r17                 INTEGER(0..9)
}

TA-Info-r17 ::=                 SEQUENCE  {
    ta-Common-r17                  INTEGER(0..66485757),
    ta-CommonDrift-r17             INTEGER(-257303..257303)                                                 OPTIONAL,  -- Need R
    ta-CommonDriftVariant-r17      INTEGER(0..28949)                                                        OPTIONAL   -- Need R
}

-- TAG-NTN-CONFIG-STOP
-- ASN1STOP
	NTN-Config field descriptions

	EphemerisInfo
This field provides satellite ephemeris either in format of position and velocity state vector or in format of orbital parameters. This field is excluded when determining changes in system information, i.e. changes to ephemerisInfo should neither result in system information change notifications nor in a modification of valueTag in SIB1.

	epochTime
Indicate the epoch time for the NTN assistance information. When explicitly provided through SIB, or through dedicated signaling, EpochTime is the starting time of a DL sub-frame, indicated by a SFN and a sub-frame number signaled together with the assistance information. The reference point for epoch time of the serving satellite ephemeris and Common TA parameters is the uplink time synchronization reference point. If this field is absent, the epoch time is the end of SI window where this SIB19 is scheduled. This field is mandatory present when provided in dedicated configuration. If this field is absent in ntn-Config provided via NTN-NeighCellConfig the UE uses epoch time from the serving satellite ephemeris, otherwise the field is based on the timing of the serving cell, i.e. the SFN and sub-frame number indicated in this field refers to the SFN and sub-frame of the serving cell. In case of handover, this field is based on the timing of the target cell, i.e. the SFN and sub-frame number indicated in this field refers to the SFN and sub-frame of the target cell. This field is excluded when determining changes in system information, i.e. changes to epochTime should neither result in system information change notifications nor in a modification of valueTag in SIB1.

	cellSpecificKoffset
Scheduling offset used for the timing relationships that are modified for NTN [see TS 38.211213]. The unit of the field K_offset is number of slots for a given subcarrier spacing of 15 kHz. If the field is absent UE assumes value 0.

	kmac
Scheduling offset provided by network if downlink and uplink frame timing are not aligned at gNB. It is needed for UE action and assumption on downlink configuration indicated by a MAC CE command in PDSCH [see TS 38.2xy213]. If the field is absent UE assumes value 0.
For the reference subcarrier spacing value for the unit of K_mac in FR1, a value of 15 kHz is used. The unit of K_mac is number of slots for a given subcarrier spacing.

	ntn-PolarizationDL
If present, this parameter indicates polarization information for downlink transmission on service link: including Right hand, Left hand circular polarizations (RHCP, LHCP) and Linear polarization.

	ntn-PolarizationUL
If present, this parameter indicates Polarization information for uUplink service link.
If not present and ntn-PolarizationDL is present, UE assumes the same polarization for UL and DL.

	ntn-UlSyncValidityDuration
A validity duration configured by the network for assistance information (i.e. Serving and/or neighbour satellite ephemeris and Common TA parameters) which indicates the maximum time during which the UE can apply assistance information without having acquired new assistance information.
The unit of ntn-UlSyncValidityDuration is second. Value s5 corresponds to 5 s, value s10 indicate 10 s and so on. This parameter applies to both connected and idle mode UEs. If this field is absent in ntn-Config provided via NTN-NeighCellConfig, the UE uses validity duration from the serving cell assistance information. This field is excluded when determining changes in system information, i.e. changes of ntn-UlSyncValidityDuration should neither result in system information change notifications nor in a modification of valueTag in SIB1. ntn-UlSyncValidityDuration is only updated when at least one of epochTime, ta-Info, ephemerisInfo is updated.

	ta-Common
Network-controlled common timing advanced value and it may include any timing offset considered necessary by the network. ta-Common with value of 0 is supported. The granularity of ta-Common is 4.072 × 10^(-3) μs. Values are given in unit of corresponding granularity. This field is excluded when determining changes in system information, i.e. changes of ta-Common should neither result in system information change notifications nor in a modification of valueTag in SIB1.

	ta-CommonDrift
Indicate drift rate of the common TA. The granularity of ta-CommonDrift is 0.2 × 10^(-3)   μs⁄s. Values  are given in unit of corresponding granularity. This field is excluded when determining changes in system information, i.e. changes of ta-CommonDrift should neither result in system information change notifications nor in a modification of valueTag in SIB1.

	ta-CommonDriftVariant
Indicate drift rate variation of the common TA. The granularity of ta-CommonDriftVariation is 0.2×10^(-4)  μs⁄s^2. Values are given in unit of corresponding granularity. This field is excluded when determining changes in system information, i.e. changes of ta-CommonDriftVariant should neither result in system information change notifications nor in a modification of valueTag in SIB1.

	ta-Report
When this field is included in SIB19, it indicates reporting of timing advanced is enabled during Random Access due to RRC connection establishment or RRC connection resume, and during RRC connection reestablishment.. When this field is included in ServingCellConfigCommon within dedicated signalling, it indicates TA reporting is enabled during Random Access due to reconfiguration with sync (see TS 38.321 [3], clause 5.4.8).



	Conditional Presence
	Explanation

	SIB19
	The field is mandatory present for the serving cell in SIB19. The field is optionally present, Need R, otherwise.



<<<<<<<<<<<<<<<<<<<< End of changes >>>>>>>>>>>>>>>>>>>>
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