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8.1.1.1.2
System information blocks

Table 8.1.1 specifies all system information blocks and their characteristics. 

The area scope column in table 8.1.1 specifies the area where a system information block is valid. If the area scope is cell, the UE shall read the system information block every time a new cell is selected. If system information blocks are stored for this cell, the UE shall check whether the value tag for the system information block in the entered cell is different compared to the stored value tag. If the area scope is PLMN, the UE shall check the value tag for the system information block when a new cell is selected. If the value tag for the system information block in the new cell is different compared to the value tag for the system information block in the old cell, the UE shall re-read the system information block.

The UE mode/state column in table 8.1.1 specifies in which UE mode or UE state the IEs in a system information block are valid. 

The Comment column in table 8.1.1 may give some additional information about the system information block.

The Transport channel column in table 8.1.1 specifies whether the system information block is broadcast on a BCH or a FACH transport channel.

The Scheduling information column in table 8.1.1 specifies the position and repetition period for the SIB.

The Modification of system information column in table 8.1.1 specifies the update mechanisms applicable for a certain system information block. For system information blocks with a value tag, the UE shall update the information according to section 8.1.1.4.1 or 8.1.1.4.3. For system information blocks with an expiration timer, the UE shall update the information according to section 8.1.1.4.2.

Table 8.1.1: Specification of system information block characteristics

System information block
Area scope
UE mode/state
Transport channel
Scheduling information
Modification of system information
Comment

Master information block
Cell
Idle mode,

CELL_FACH,

CELL_PCH, URA_PCH
BCH

 
SIB_POS = 0

FDD: SIB_REP = [8] 
TDD: SIB_REP = [8, 16, 32, 64]

[SIB_OFF=2] 
Value tag




CELL_FACH
FACH
Scheduling not applicable
Value tag


System information block type 1
PLMN
Idle mode
BCH
Specified by the IE "Scheduling information"
Value tag


System information block type 2
PLMN
CELL_FACH, CELL_PCH, URA_PCH
BCH
Specified by the IE "Scheduling information"
Value tag


System information block type 3
Cell
Idle mode, (CELL_FACH, CELL_PCH, URA_PCH)
BCH
Specified by the IE "Scheduling information"
Value tag


System information block type 4
Cell
CELL_FACH, CELL_PCH, URA_PCH
BCH
Specified by the IE "Scheduling information"
Value tag
If System information block type 4 is not broadcast in a cell, the connected mode UE shall read System information block type 3

System information block type 5
Cell
Idle mode, (CELL_FACH, CELL_PCH, URA_PCH)
BCH
Specified by the IE "Scheduling information"
Value tag


System information block type 6
Cell
CELL_FACH, CELL_PCH, URA_PCH
BCH
Specified by the IE "Scheduling information"
Value tag
If system information block type 6 is not broadcast in a cell, the connected mode UE shall read System information block type 5.

If some of the optional IEs are not included in System information block type 6, the UE shall read the corresponding Ies in System information block type 5

System information block type 7
Cell
Idle mode, CELL_FACH, CELL_PCH, URA_PCH 
BCH
Specified by the IE "Scheduling information"
Expiration timer = SIB_REP


System information block type 8
Cell
CELL_FACH, CELL_PCH, URA_PCH
BCH
Specified by the IE "Scheduling information"
Value tag


System information block type 9
Cell
Connected mode
BCH
Specified by the IE "Scheduling information"
Expiration timer = SIB_REP


System information block type 10
Cell
CELL_DCH
FACH
Specified by the IE "Scheduling information"
Expiration timer = SIB_REP
This system information block shall only be acquired by UEs with support for simultaneous reception of one SCCPCH and one DPCH. 

If the system information block is not broadcast in a cell, the DRAC procedures do not apply in this cell. This system information block is used in FDD mode only.

System information block type 11
Cell
Idle mode (CELL_FACH, CELL_PCH, URA_PCH)
BCH
Specified by the IE "Scheduling information"
Value tag
This system information block is used in FDD mode only.

System information block type 12
Cell
CELL_FACH, CELL_PCH, URA_PCH
BCH
Specified by the IE "Scheduling information"
Value tag
If some of the optional IEs are not included in System information block type 12, the UE shall read the corresponding Ies in System information block type 11. This system information block is used in FDD mode only.

System information block type 13
Cell
Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
BCH
Specified by the IE "Scheduling information"
Value tag


System information block type 13.1
Cell
Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
BCH
Specified by the IE "Scheduling information"
Value tag


System information block type 13.2
Cell
Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
BCH
Specified by the IE "Scheduling information"
Value tag


System information block type 13.3
Cell
Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
BCH
Specified by the IE "Scheduling information"
Value tag


System information block type 13.4
Cell
Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
BCH
Specified by the IE "Scheduling information"
Value tag


System information block type 14
Cell
Idle Mode, CELL_FACH, CELL_PCH, URA_PCH 
BCH, 
Specified by the IE "Scheduling information"
Value tag
This system information block is used in TDD only.


System information block type 15
Cell
Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
BCH
Specified by the IE "Scheduling information"
Value tag


8.1.1.1.3
Segmentation and concatenation of system information blocks

A generic SYSTEM INFORMATION message is used to convey the system information blocks on the BCCH. A given BCCH may be mapped onto either a BCH- or a FACH transport channel according to table 8.1.1. The size of the SYSTEM INFORMATION message shall fit the size of a BCH- or a FACH transport block.

The RRC layer in UTRAN performs segmentation and concatenation of system information blocks. If a system information block is larger than the size of a SYSTEM INFORMATION message, it will be segmented and transmitted in several messages. If a system information block is smaller than a SYSTEM INFORMATION message, UTRAN may concatenate several complete system information blocks into the same message.

Four different segment types are defined:

-
First segment. 

-
Subsequent segment

-
Last segment

-
Complete 

Each of the types First-, Subsequent- and Last segment are used to transfer segments of a master information block or a system information block. The segment type Complete is used to transfer a complete master information block or a complete system information block.

Each segment consists of a header and a data field. The data field carries the actual system information elements. The header contains the following parameters:

-
The number of segments in the system information block (SEG_COUNT). This parameter is only included in the header if the segment type is "First segment".

-
SIB type. The SIB type uniquely identifies the master information block or a system information block.

-
Segment index. This parameter is only included in the header if the segment type is "Subsequent segment" or "Last segment".

UTRAN may combine one or several segments of variable length in the same SYSTEM INFORMATION message. The following combinations are allowed:

1.
First segment 

2.
Subsequent segment 

3.
Last segment 

4.
Last segment + one or several Complete

5.
One or several Complete 

Not more than one segment from each master information block or system information block should be transmitted in the same SYSTEM INFORMATION message. When combination 3, 4 or 5 is used, padding should be inserted until the SYSTEM INFORMATION message has the same size as the BCH- or the FACH transport block. 

8.1.1.3
Reception of SYSTEM INFORMATION messages by the UE

The UE shall receive SYSTEM INFORMATION messages broadcast on a BCH transport channel in idle mode as well as in states CELL_FACH, CELL_PCH and URA_PCH. Further, the UE shall receive SYSTEM INFORMATION messages broadcast on a FACH transport channel when in CELL_FACH state. In addition, UEs with support for simultaneous reception of one SCCPCH and one DPCH shall receive system information on a FACH transport channel when in CELL_DCH state.
Idle mode- and connected mode UEs may acquire different combinations of system information blocks. Before each acquisition, the UE should identify which system information blocks that are needed.

The UE may store system information blocks (including their value tag) for different cells and different PLMNs, to be used if the UE returns to these cells. This information is valid for a period of [TBD] hours after reception. All stored system information blocks shall be considered as invalid after the UE has been switched off.

When selecting a new PLMN, the UE shall consider all current system information blocks to be invalid. If the UE has stored valid system information blocks for the selected cell of the new PLMN, the UE may set those as current system information blocks. By selection of a new PLMN the UE shall store information about the new PLMN in the variable SELECTED_PLMN.
8.1.1.3.1
Reception of SYSTEM INFORMATION messages broadcast on a BCH transport channel

When selecting a new cell, the UE shall read the master information block. The UE may use the pre-defined scheduling information to locate the master information block in the cell.

On reception of the master information block, the UE shall

-
If the "PLMN type" in the variable SELECTED_PLMN has the value "GSM-MAP" and the IE "PLMN Type" has the value "GSM-MAP" or "GSM-MAP and ANSI-41", the UE shall. check the IE "PLMN identity" in the master information block and verify that it is the selected PLMN, stored as "PLMN identity" in the variable SELECTED_PLMN.
-
If the "PLMN type" in the variable SELECTED_PLMN has the value "ANSI-41 "and the IE "PLMN Type" has the value "ANSI-41" or "GSM-MAP and ANSI-41", the UE shall store the ANSI-41 Information elements contained in the master information block and perform initial process for ANSI-41.
-
store the "value tag" into the variable VALUE TAG for the master information block.

-
check and store the IE "value tag" for all system information blocks with PLMN scope that are to be used by the UE in the variable VALUE_TAG. If, for any system information blocks, the value tag is different from the value of the variable VALUE_TAG for that system information block or if no IEs from corresponding system information block have been stored, the UE shall read and store the IEs of that system information block.

· check and store the IE “value tag” for all system information blocks with cell scope that use value tags that are to be used by the UE. If, for any system information blocks, no IEs from corresponding system information block have been stored, the UE shall read and store the IEs of that system information block.
· read and store the IEs of all system information blocks with cell scope that do not use value tags
The UE may use the scheduling information given by the master information to locate each system information block to be acquired.

Upon reception of a system information block, the UE shall perform the actions specified in subclause 8.1.1.5.

8.1.1.4
Modification of system information

Different rules apply for the updating of different types of system information blocks. If the system information block has a "value tag" in the master information block or higher level system information block, UTRAN shall indicate when any of the information elements are modified by changing the value of the corresponding “value tag". [Even if the value tag does not change, the UE shall consider the system information block to be invalid after a period of [TBD] hours from reception.] In addition to this, there are system information block types that contain information elements changing too frequently to be indicated by change in value tag. This type of system information blocks is not linked to a value tag in the master information block or higher-level system information block. All stored system information blocks shall be considered as invalid after the UE has been switched off.

8.1.1.5
Actions upon reception of system information blocks

8.1.1.5.1
System Information Block type 1

If in idle mode, the UE should store all relevant IEs included in this system information block if the "PLMN Type" in the variable SELECTED_PLMN has the value "GSM-MAP" and the IE "PLMN type" in the Master Information Block has the value "GSM-MAP" or "GSM-MAP and ANSI-41". The UE shall also

-
forward the content of the IE "NAS system info" to the non-access stratum entity indicated by the IE "CN domain identity".

· use the IE "CN domain specific DRX cycle length coefficient " to calculate frame number for the Paging Occasions and Page indicator as specified in TS 25.304.
· respect the values in the IE “UE Timers and constants in idle mode” for the relevant timers and counters
If in connected mode the UE shall not use the values of the IEs in this system information block.

8.1.1.5.5
System Information Block type 5

The UE should store all relevant IEs included in this system information block. The UE shall also

-
if IEs containing scheduling information for other system information blocks are included, the UE shall act on those IEs in a similar manner as specified for the scheduling information contained within the master information block.

-
if the IE "Frequency info" is included, tune to the frequency given by this IE and use it as the active frequency.

-
let the physical channel(s) of type PRACH given by the IE(s) "PRACH info" be the default in uplink.

-
start to receive the physical channel of type AICH using the parameters given by the IE "AICH info" (FDD only).

-
start to receive the physical channel of type PICH using the parameters given by the IE "PICH info".

-
start to monitor its paging occasions on the PICH.

-
start to receive the physical channel(s) of type Secondary CCPCH using the parameters given by the IE(s) "Secondary CCPCH info".
-
in TDD the IE “Midamble configuration”  is used for receiver configuration.
8.1.1.5.8
System Information Block type 8
This system information block type is used only for FDD.
If in connected mode, the UE should store all relevant IEs included in this system information block.

If in idle mode, the UE shall not use the values of the IEs in this system information block.

8.1.1.5.9
System Information Block type 9
This system information block type is used only for FDD.
If in connected mode, the UE should store all relevant IEs included in the system information block. The UE shall also

-
start a timer set to the value given by the repetition period (SIB_REP) for that system information block

If in idle mode, the UE shall not use the values of the IEs in this system information block.

8.1.1.5.10
System Information Block type 10
This system information block type is used only for FDD.
If in state CELL_DCH, the UE should store all relevant IEs included in this system information block. The UE shall also

-
start a timer set to the value given by the repetition period (SIB_REP) for that system information block

-
perform actions defined in section 14.6
If in idle mode, state CELL_FACH, state CELL_PCH or state URA_PCH, the UE shall not use the values of the IEs in this system information block.

8.1.1.5.13
System Information Block type 13

If in idle or connected mode, the UE should store all relevant IEs included in this system information block except for the IEs " CN domain specific DRX cycle length coefficient ", "UE timers in idle mode" and "Capability update requirement" which shall be stored only in the idle mode case. The UE shall read SIB type 13 and the associated SIB type 13.1, 13.2, 13.3 and 13.4 only when the "PLMN Type" in the variable SELECTED_PLMN has the value "ANSI-41" and the IE "PLMN type" in the Master Information Block has the value "ANSI-41" or " GSM-MAP and ANSI-41". The UE shall also

-
forward the content of the IE "NAS(ANSI-41) system info" to the non-access stratum entity indicated by the IE "CN domain identity".

-
use the IE " CN domain specific DRX cycle length coefficient " to calculate frame number for the Paging Occasions and Page indicator as specified in TS 25.304.

8.1.1.5.14
System Information Block type 14

This system information block type is used only for TDD.
The UE should store all relevant IEs included in this system information block. The UE shall also

-
use the IEs “Primary CCPCH Tx Power”, “UL Interference”, and “PRACH Constant value”, “DPCH Constant value” and “PUSCH Constant Value” to calculate PRACH/DPCH/PUSCH transmit power for TDD uplink open loop power control as defined in 8.5.9.
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