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	Reason for 
change:

	(1) IE “Cell selection and re-selection info” is clearly divided into 2 IEs; IE “Cell selection and re-selection info for SIB3/4” and IE “Cell selection and re-selection info for SIB11/12” 

(2) IE “Mapping info” is changed from MP to OP since it is only used if inter-mode measurement is required.

(3) Clearly defined how use signaling option.

(4) A note is added to clarify that IE ”Cell individual offset” is used to offset measured quantity value.

(5) Added note that IE “Reference time difference to cell” is absent for serving cell.

(6) Added note that IE “Primary CPICH info” is absent only if measuring RSSI only (broadband measurement.).

(7) Semantics description for IE “Primary CPICH TX power” (“Required if calculating pathloss.) is added.

(8) A note is added that IE “Cell Selection and Re-selection Info” is absent for serving cell. Also following note is added to minimize the size of SIB11/12. “For neghbouring cell, if HCS is not used and all the paramters in cell selection and re-selection info are default value, Cell Selection and Re-selection Info in SIB11/12 is absent.”
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10.2.49.4.5
System Information Block type 3

The system information block type 3 contains parameters for cell selection and re-selection. The block may also contain scheduling information for other system information blocks.

	Information Element
	Need
	Multi
	Type and reference
	Semantics description

	References to other system information blocks
	OP
	
	References to other system information blocks 10.3.8.

10
	

	UTRAN mobility information elements
	
	
	
	

	Cell identity
	MP
	
	Cell identity 10.3.2.2
	

	Cell selection and re-selection info
	MP
	
	Cell selection and re-selectioninfo for SIB3/4 10.3.2.3
	

	Cell Access Restriction
	MP
	
	Cell Access Restriction 10.3.2.1
	


10.2.49.4.6
System Information Block type 4

The system information block type 4 contains parameters for cell selection and re-selection to be used in connected mode. The block may also contain scheduling information for other system information blocks. 

	Information Element
	Need
	Multi
	Type and reference
	Semantics description

	References to other system information blocks
	OP
	
	References to other system information blocks 10.3.8.

10
	

	UTRAN mobility information elements
	
	
	
	

	Cell identity
	MP
	
	Cell identity 10.3.2.2
	

	Cell selection and re-selection info
	MP
	
	Cell selection and re-selection info for SIB3/4 10.3.2.3
	

	Cell Access Restriction
	MP
	
	Cell Access Restriction 10.3.2.1
	


10.3.2.3
Cell selection and re-selection info for SIB3/4
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Mapping Info
	OP
	
	Mapping info 10.3.2.4
	Contains mapping function for quality measurements


	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	

	>>Cell_selection_and_reselection_quality_measure
	MP
	
	Enumerated (CPICH Ec/N0, CPICH SIR)
	Choice of measurement (CPICH Ec/N0 or CPICH SIR) to use as quality measure Q. Note 1.

	>>Sintrasearch
	OP
	
	Integer (-32..20 by step of 2)
	TS 25.304

[dB]

	>>Sintersearch
	OP
	
	Integer (-32..20 by step of 2)
	TS 25.304

[dB]

	>>SsearchHCS
	OP
	
	Integer (-32..20 by step of 2)
	TS 25.304

[dB]

	>>RAT List
	OP
	1 to <MaxRAT>
	
	

	>>>RAT identifier
	MP
	
	Enumerated (GSM, cdma2000)
	At least 2 spare values

Criticality: reject are needed

	>>>Ssearch,RAT
	MP
	
	Integer (-32..20 by step of 2)
	TS 25.304

[dB]

	>>>SHCS,RAT
	OP
	
	Integer (-32..20 by step of 2)
	TS 25.304

[dB]

	>TDD
	
	
	
	

	>>Sintrasearch
	OP
	
	Integer (-120..90 by step of 5)
	TS 25.304

[dBm]

	>>Sintersearch
	OP
	
	Integer (-120..90 by step of 5)
	TS 25.304

[dBm]

	>>SsearchHCS
	OP
	
	Integer (-120..90 by step of 5)
	TS 25.304

[dBm]

	>>RAT List
	OP
	1 to <MaxRAT>
	
	

	>>>RAT identifier
	MP
	
	Enumerated (GSM, cdma2000)
	At least 2 spare values

Criticality: reject are needed

	>>>Ssearch,RAT
	OP
	
	Integer (-120..90 by step of 5)
	TS 25.304

[dBm]

	>>>SHCS,RAT
	OP
	
	Integer (-120..90 by step of 5)
	TS 25.304

[dBm]

	Qhysts
	MP
	
	Real (0..40 by step of 2)
	[dB]

	Treselections
	MP
	
	Integer (0..31)
	[s]

	HCS Serving cell Information
	OP
	
	HCS Serving cell information 10.3.7.12
	

	Maximum allowed UL TX power
	MP
	
	Maximum allowed UL TX power 10.3.6.27
	[dBm] UE_TXPWR_MAX_RACH in 25.304.

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	

	>>Qmin
	MP
	
	Integer (-20..0)
	Ec/N0, [dB]

	>TDD
	
	
	
	

	>>Qmin
	MP
	
	Integer (-115..-25 by step of 2)
	RSCP, [dBm]

	CHOICE signalling option
	MP
	
	
	

	>Alternative 1 
	
	
	
	(no data)

	>Alternative 2
	
	
	
	

	
	
	
	
	

	>>Decoding range
	OP
	
	FFS
	Decoding is done only when the cell measurement exceeds the neighbour cell decoding range.

	>>Qoffsets
	MD
	
	Real(-50.0..50.0 by step of 1)
	In dB

Default value is 0.
Offset for UEs decoding this cell for cell reselection measurement

	>>OffsetExp
	MD
	
	integer(10..2560) by step of 10
	Expiration timer for UEs decoding the Qoffsets


NOTE 1:
The work in order to support the CPICH SIR measurement is in progress in RAN WG4 and may impact the use of that measurement in this document

	Multi bound
	Explanation

	MaxRAT
	Maximum number of Radio Access Technologies that have to be considered.

Maximum number is 4


10.3.7.2
Cell info

Includes non-frequency related cell info used in the IE "inter-frequency cell info list" and "intra frequency cell info list".

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Cell individual offset
	MD
	
	Real(-10..10 by step of 0.5)
	In dB

Default value is 0 dB
Used to offset measured quantity value

	Reference time difference to cell
	OP
	
	Integer (-153088

..153088 by step of 512)
	In chips.
This IE is absent for serving cell.

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	

	>>Primary CPICH info
	OP
	
	Primary CPICH info 10.3.6.43
	This IE is absent only if measuring RSSI only (broadband measurement.)

	>>Primary CPICH Tx power
	OP
	
	Primary CPICH Tx power 10.3.6.44
	Required if calculating pathloss.

	>>Read SFN indicator
	MP
	
	Boolean
	TRUE indicates that read of SFN is requested for the target cell

	>>TX Diversity Indicator
	MP
	
	Boolean
	

	>TDD
	
	
	
	

	>>Primary CCPCH info
	MP
	
	Primary CCPCH info 10.3.6.41
	

	>>Primary CCPCH TX power
	OP
	
	Primary CCPCH TX power 10.3.6.42
	

	>>DL CCTrCH info
	OP
	
	
	List of TFCS ID's to measure

	>>DL Timeslot info
	OP
	
	
	List of timeslots to measure

	Cell Selection and Re-selection Info
	CV-BCHopt
	
	Cell Selection and Re-selection Info for SIB11/12  10.3.2.3.A
	Only when sent in system information
This IE is absent for serving cell.
For neghbouring cell, if HCS is not used and all the paramters in cell selection and re-selection info are default value, this IE is absent.

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


	
	
	
	
	

	
	
	
	
	


	
	
	
	
	


	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


	
	
	
	
	


	
	
	
	
	


10.3.2.3.A
Cell selection and re-selection info for SIB11/12

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.27
	[dBm] UE_TXPWR_MAX_RACH in 25.304.

Default is the Maximum allowed UL TX power for the serving cell

	HCS neighbouring cell information
	OP
	
	HCS Neighbouring cell information 10.3.7.11
	

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	

	>>Qmin
	MD
	
	Integer (-20..0)
	Ec/N0, [dB]

Default value is Qmin for the serving cell

	>TDD
	
	
	
	

	>>Qmin
	MD
	
	Integer (-115..-25 by step of 2)
	RSCP, [dBm]

Default value is Qmin for the serving cell

	CHOICE signalling option
	MP
	
	
	

	>Alternative 1
	
	
	
	Used when Alternative 1 according to TS 25.304 of how offset parameters should be signalled

	>>Qoffsets,n
	MD
	
	Real(-50.0..50.0 by step of 1)
	Default value is 0.



	>Alternative 2
	
	
	
	(no data)

Used when Alternative 2 according to TS 25.304 of how offset parameters should be signalled


