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§Subject:
RRC connection release procedure



Work item:




Category: 
F
Correction

Release: 
Phase 2



A
Corresponds to a correction in an earlier release


Release 96


(only one category 
B
Addition of feature


Release 97


shall be marked
C
Functional modification of feature


Release 98


with an X)
D
Editorial modification
X

Release 99
X





Release 00




Reason for 
change:

The RRC connection release procedure is currently possible only on the DCCH logical channel. This does not cover the case, where the RRC connection is released upon the UE's request to re-establish an RRC connection. If the RRC connection re-establishment request is not received in the serving RNC, the RRC connection may be conveniently released by using the CCCH logical channel. Therefore, it is proposed to allow the RRC CONNECTION RELEASE and RRC CONNECTION RELEASE COMPLETE messages on the CCCH logical channel in addition to the DCCH.



Clauses affected:




Other specs
Other 3G core specifications

(  List of CRs:


affected:
Other GSM core specifications

(  List of CRs:



MS test specifications

(  List of CRs:



BSS test specifications

(  List of CRs:



O&M specifications

(  List of CRs:




Other 
comments:


8.1.5.4
Reception of an RRC CONNECTION RE-ESTABLISHMENT REQUEST message by the UTRAN

UTRAN may either

-
Initiate the RRC connection re-establishment procedure and transmit an RRC CONNECTION RE-ESTABLISHMENT message on the downlink DCCH on FACH or 

-
Initiate the RRC connection release procedure on the downlink CCCH on FACH. 

10.2.39
RRC CONNECTION RELEASE

NOTE:
Functional description of this message to be included here


RLC-SAP: UM 


Logical channel: CCCH or DCCH


Direction: UTRAN(UE

Information Element
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


UE information elements





Integrity check info
CH

Integrity check info 10.3.3.16
Integrity check info is included if integrity protection is applied

Number of RRC Message Transmissions
CH Cell_DCH

Number of RRC Message Transmissions 10.3.3.23


Release cause
MP

Release cause 10.3.3.33


Condition
Explanation

Cell_DCH
This IE is present when UE is in CELL_DCH state.

10.2.40
RRC CONNECTION RELEASE COMPLETE

NOTE:
Functional description of this message to be included here


RLC-SAP: AM or UM 


Logical channel: CCCH or DCCH


Direction: UE ( UTRAN

Information Element
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


UE information elements





Integrity check info
CH

Integrity check info 10.3.3.16
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