TSG-RAN WG2 
 
         TSGR2#12(00)0793
Seoul, Korea, 10th to 13th Apr. 2000


Agenda Item:
8
Source: 
Samsung Electronics
Title: 
Proposed Text on 25.302 for gated DPCCH transmission

Document for:
Discussion & Approval
1. Introduction

This contribution proposes the text changes required on 25.302 for reflecting the decision relevant to the gated DPCCH transmission. 

· 2. Summary of Changes

Gating pattern is appended on primitive between RRC and physical layer.

3. Reference

[1] TS 25.302 Services provided by physical layer, v3.4.0
Contact information:

KiHo Jung 

jkiho@telecom.samsung.co.kr
KyouWoong Kim 

ct2kwkim@telecom.samsung.co.kr
HyunJung Mun

hjmun@telecom.samsung.co.kr
ChangHoi Koo

chkoo@telecom.samsung.co.kr

================ Start of Text Proposal ===================

10.3.5.6
Uplink DPDCH+DPCCH

-
UL scrambling code.

-
DPCCH gating rate.
-  DPCCH gating pattern

-
DPCCH slot structure (Npilot, NTPC, NTFCI, NFBI).

-
Transmission Time offset value.

------------------------- Snip ------------------------

10.3.5.8
Downlink DPCH

-
Transmission Time offset value.

-
DPCCH gating rate (FDD only).
-  DPCCH gating pattern 
· -  DL scrambling code:
-
DL Channelisation code.

-
Tx diversity mode:
-
FB mode (FDD only).

-
Slot structure (Npilo, NTPC, NTFCI, NFBI, , Ndata1, Ndata2) (FDD only).

-
Burst Type (TDD only).

-
DPCH midamble shift (TDD only).

-
Timeslot (TDD only).

-
Offset (TDD only).

-
Repetition period (TDD only).

-
Repetition length (TDD only).

-
TFCI presence (TDD only).

================== End of Text Proposal =================

