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Message and Information element abstract syntax (with ASN.1)

11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS


CN-DomainIdentity,


CN-InformationInfo,


FlowIdentifier,


NAS-Message,


PagingRecordTypeID,


ServiceDescriptor,


SignallingFlowInfoList

FROM CoreNetwork-IEs


URA-Identity

FROM UTRANMobility-IEs


ActivationTime,


C-RNTI,


CapabilityUpdateRequirement,


CellUpdateCause,


CipheringAlgorithm,


CipheringModeInfo,


DRX-CycleLengthCoefficient,


DRX-Indicator,


EstablishmentCause,


FailureCauseWithProtErr,


HyperFrameNumber,


InitialUE-Capability,


InitialUE-Identity,


IntegrityProtActivationInfo,


IntegrityProtectionModeInfo,


PagingCause,


PagingRecordList,


ProtocolErrorIndicator,


ProtocolErrorIndicatorWithInfo,


Re-EstablishmentTimer,


RedirectionInfo,


RejectionCause,


ReleaseCause,


RLC-ReconfigurationIndicator,


RRC-MessageTX-Count,


U-RNTI,


U-RNTI-Short,


UE-RadioAccessCapability,


URA-UpdateCause,


WaitTime

FROM UserEquipment-IEs


PredefinedConfigIdentity,


RAB-Info,


RAB-InformationSetupList,


RB-ActivationTimeInfo,


RB-ActivationTimeInfoList,


RB-InformationAffectedList,


RB-InformationReconfigList,


RB-InformationReleaseList,


RB-InformationSetupList,


RB-WithPDCP-InfoList,


SRB-InformationSetupList,


SRB-InformationSetupList2

FROM RadioBearer-IEs


CPCH-SetID,


DL-AddReconfTransChInfo2List,


DL-AddReconfTransChInfoList,


DL-CommonTransChInfo,


DL-DeletedTransChInfoList,


DRAC-StaticInformationList,


TFC-Subset,


UL-AddReconfTransChInfoList,


UL-CommonTransChInfo,


UL-DeletedTransChInfoList

FROM TransportChannel-IEs


AllocationPeriodInfo,


CCTrCH-PowerControlInfo,


ConstantValue,


CPCH-SetInfo,


DL-CommonInformation,


DL-InfoPerRL-List,


DL-InformationPerRL,


DL-InformationPerRL-List,


DL-DPCH-InfoCommon,


DL-DPCH-PowerControlInfo,


DL-OuterLoopControl,


DL-PDSCH-Information,


FrequencyInfo,


IndividualTS-InterferenceList,


MaxAllowedUL-TX-Power,


PDSCH-Info,


PRACH-RACH-Info,


PrimaryCCPCH-TX-Power,


PUSCH-Info,


RL-AdditionInformationList,


RL-RemovalInformationList,


UL-DPCH-InfoShort,


SSDT-Information,


TFC-ControlDuration,


TimeslotList,


TX-DiversityMode,


UL-ChannelRequirement,


UL-DPCH-Info,


UL-DPCH-InfoHO,


UL-Interference,


UL-TimingAdvance

FROM PhysicalChannel-IEs


AdditionalMeasurementID-List,


EventResults,


MeasuredResults,


MeasuredResultsList,


MeasuredResultsOnRACH,


MeasurementCommand,


MeasurementIdentityNumber,


MeasurementReportingMode,


PrimaryCCPCH-RSCP,


TimeslotListWithISCP,


TrafficVolumeMeasuredResultsList

FROM Measurement-IEs


BCCH-ModificationInfo,


InterSystemHO-Failure,


InterSystemMessage,


ProtocolErrorInformation,


SegCount,


SegmentIndex,


SFN-Prime,



SIB-Data,


SIB-Type

FROM Other-IEs;

-- ***************************************************

--

-- ACTIVE SET UPDATE (FDD only)

--

-- ***************************************************

ActiveSetUpdate ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



newU-RNTI





U-RNTI







OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



rl-AdditionInformationList

RL-AdditionInformationList


OPTIONAL,



rl-RemovalInformationList

RL-RemovalInformationList


OPTIONAL,



tx-DiversityMode



TX-DiversityMode




OPTIONAL,



ssdt-Information



SSDT-Information




OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- ACTIVE SET UPDATE COMPLETE (FDD only)

--

-- ***************************************************

ActiveSetUpdateComplete ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfo



OPTIONAL,



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- ACTIVE SET UPDATE FAILURE (FDD only)

--

-- ***************************************************

ActiveSetUpdateFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- CELL UPDATE

--

-- ***************************************************

CellUpdate ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,



am-RLC-ErrorIndication


BOOLEAN,



cellUpdateCause




CellUpdateCause,



protocolErrorIndicator


ProtocolErrorIndicatorWithInfo,



-- TABULAR: Protocol error information is nested in 



-- ProtocolErrorIndicatorWithInfo.


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- CELL UPDATE CONFIRM

--

-- ***************************************************

CellUpdateConfirm ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

DRX-CycleLengthCoefficient


OPTIONAL,



rlc-ReconfIndicatorC-Plane

RLC-ReconfigurationIndicator,



rlc-ReconfIndicatorU-Plane

RLC-ReconfigurationIndicator,

      -- CN information elements



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



prach-RACH-Info




PRACH-RACH-Info





OPTIONAL,



dl-InformationPerRL



DL-InformationPerRL




OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- DOWNLINK DIRECT TRANSFER

--

-- ***************************************************

DownlinkDirectTransfer ::= SEQUENCE {


-- Core network IEs



cn-DomainIdentity



CN-DomainIdentity,



nas-Message





NAS-Message,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- DOWNLINK OUTER LOOP CONTROL

--

-- ***************************************************

DownlinkOuterLoopControl ::= SEQUENCE {


-- Physical channel IEs



dl-OuterLoopControl



DL-OuterLoopControl,



dl-DPCH-PowerControlInfo

DL-DPCH-PowerControlInfo


OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- HANDOVER TO UTRAN COMMAND

--

-- ***************************************************

HandoverToUTRANCommand ::= SEQUENCE {


-- User equipment IEs



new-U-RNTI





U-RNTI-Short,



activationTime




ActivationTime





OPTIONAL,



cipheringAlgorithm



CipheringAlgorithm




OPTIONAL,


-- Radio bearer IEs



rab-Info





RAB-Info,


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





srb-InformationSetupList

SRB-InformationSetupList,





rb-InformationSetupList


RB-InformationSetupList,





ul-CommonTransChInfo


UL-CommonTransChInfo,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList,





dl-CommonTransChInfo


DL-CommonTransChInfo,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList,





ul-DPCH-Info




UL-DPCH-InfoHO,





dl-CommonInformation


DL-CommonInformation,





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







cpch-SetInfo




CPCH-SetInfo

OPTIONAL






},






tdd







NULL





},





dl-InformationPerRL-List

DL-InformationPerRL-List




},




preconfiguration



SEQUENCE {





predefinedConfigIdentity

PredefinedConfigIdentity,





ul-DPCH-Info




UL-DPCH-InfoShort,





dl-DPCH-InfoCommon



DL-DPCH-InfoCommon,





dl-InfoPerRL-List



DL-InfoPerRL-List




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power,



modeSpecificPhysChInfo


CHOICE {




fdd







NULL,




tdd







SEQUENCE {





primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power,





constantValue




ConstantValue,





ul-Interference




UL-Interference,





cellParametersID



INTEGER (0..127)




}



},


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- HANDOVER TO UTRAN COMPLETE

--

-- ***************************************************

HandoverToUTRANComplete ::= SEQUENCE {


-- User equipment IEs



integrityProtectionHFN


HyperFrameNumber,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- INITIAL DIRECT TRANSFER

--

-- ***************************************************

InitialDirectTransfer ::= SEQUENCE {


-- Core network IEs



serviceDescriptor



ServiceDescriptor,



flowIdentifier




FlowIdentifier,



cn-DomainIdentity



CN-DomainIdentity,



nas-Message





NAS-Message,


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- INTER-SYSTEM HANDOVER COMMAND

--

-- ***************************************************

InterSystemHandoverCommand ::= SEQUENCE {


-- User equipment IEs



activationTime




ActivationTime





OPTIONAL,


-- Radio bearer IEs



remainingRAB-Info



RAB-Info






OPTIONAL,


-- Other IEs



interSystemMessage



InterSystemMessage,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- INTER-SYSTEM HANDOVER FAILURE

--

-- ***************************************************

InterSystemHandoverFailure ::= SEQUENCE {


-- Other IEs



interSystemHO-Failure


InterSystemHO-Failure



OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- MEASUREMENT CONTROL

--

-- ***************************************************

MeasurementControl ::= SEQUENCE {


-- Measurement IEs



measurementIdentityNumber

MeasurementIdentityNumber,



measurementCommand



MeasurementCommand,



-- TABULAR: The measurement type is included in MeasurementCommand.



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- MEASUREMENT CONTROL FAILURE

--

-- ***************************************************

MeasurementControlFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- MEASUREMENT REPORT

--

-- ***************************************************

MeasurementReport ::= SEQUENCE {


-- Measurement IEs



measurementIdentityNumber

MeasurementIdentityNumber,



measuredResults




MeasuredResults





OPTIONAL,



additionalMeasuredResults

MeasuredResultsList




OPTIONAL,



eventResults




EventResults





OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- PAGING TYPE 1

--

-- ***************************************************

PagingType1 ::= SEQUENCE {


-- User equipment IEs



pagingRecordList



PagingRecordList




OPTIONAL,


-- Other IEs



bcch-ModificationInfo


BCCH-ModificationInfo



OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- PAGING TYPE 2

--

-- ***************************************************

PagingType2 ::= SEQUENCE {


-- User equipment IEs



pagingCause





PagingCause,


-- Core network IEs



cn-DomainIdentity



CN-DomainIdentity,



pagingRecordTypeID



PagingRecordTypeID,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION

--

-- ***************************************************

PhysicalChannelReconfiguration ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

DRX-CycleLengthCoefficient


OPTIONAL,



re-EstablishmentTimer


Re-EstablishmentTimer



OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



-- TABULAR: UL-ChannelRequirement contains the choice 



-- between UL DPCH info and PRACH info for RACH.



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-PDSCH-Information


DL-PDSCH-Information



OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





cpch-SetInfo




CPCH-SetInfo



OPTIONAL




},




tdd







NULL



},



dl-InformationPerRL-List

DL-InformationPerRL-List,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION COMPLETE

--

-- ***************************************************

PhysicalChannelReconfigurationComplete ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







NULL,




tdd







SEQUENCE {





ul-TimingAdvance



UL-TimingAdvance


OPTIONAL




}



},


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfo



OPTIONAL,



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION FAILURE

--

-- ***************************************************

PhysicalChannelReconfigurationFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- PHYSICAL SHARED CHANNEL ALLOCATION (TDD only)

--

-- ***************************************************

PhysicalSharedChannelAllocation ::= SEQUENCE {


-- User equipment IEs



c-RNTI






C-RNTI,


-- Physical channel IEs



ul-TimingAdvance



UL-TimingAdvance




OPTIONAL,



allocationPeriodInfo


AllocationPeriodInfo



OPTIONAL,



pusch-Info





PUSCH-Info






OPTIONAL,



pdsch-Info





PDSCH-Info






OPTIONAL,



timeslotList




TimeslotList





OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- PUSCH CAPACITY REQUEST (TDD only)

--

-- ***************************************************

PUSCHCapacityRequest ::= SEQUENCE {


-- User equipment IEs



c-RNTI






C-RNTI,


-- Measurement IEs



trafficVolumeMeasuredResultsList











TrafficVolumeMeasuredResultsList,



timeslotListWithISCP


TimeslotListWithISCP



OPTIONAL,



primaryCCPCH-RSCP



PrimaryCCPCH-RSCP




OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RADIO BEARER RECONFIGURATION

--

-- ***************************************************

RadioBearerReconfiguration ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

DRX-CycleLengthCoefficient


OPTIONAL,



re-EstablishmentTimer


Re-EstablishmentTimer



OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



rb-InformationReconfigList

RB-InformationReconfigList,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfo2List

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-PDSCH-Information


DL-PDSCH-Information



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetInfo




CPCH-SetInfo



OPTIONAL




},




tdd







NULL



},



dl-InformationPerRL-List

DL-InformationPerRL-List,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RADIO BEARER RECONFIGURATION COMPLETE

--

-- ***************************************************

RadioBearerReconfigurationComplete ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







NULL,




tdd







SEQUENCE {





ul-TimingAdvance



UL-TimingAdvance


OPTIONAL




}



},


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfo



OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RADIO BEARER RECONFIGURATION FAILURE

--

-- ***************************************************

RadioBearerReconfigurationFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RADIO BEARER RELEASE

--

-- ***************************************************

RadioBearerRelease ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

DRX-CycleLengthCoefficient


OPTIONAL,



re-EstablishmentTimer


Re-EstablishmentTimer



OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



rb-InformationReleaseList

RB-InformationReleaseList,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfo2List

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-PDSCH-Information


DL-PDSCH-Information



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetInfo




CPCH-SetInfo



OPTIONAL




},




tdd






NULL



},



dl-InformationPerRL-List

DL-InformationPerRL-List,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RADIO BEARER RELEASE COMPLETE

--

-- ***************************************************

RadioBearerReleaseComplete ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







NULL,




tdd







SEQUENCE {





ul-TimingAdvance



UL-TimingAdvance


OPTIONAL




}



},


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfo



OPTIONAL,



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RADIO BEARER RELEASE FAILURE

--

-- ***************************************************

RadioBearerReleaseFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RADIO BEARER SETUP

--

-- ***************************************************

RadioBearerSetup ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

DRX-CycleLengthCoefficient


OPTIONAL,



re-EstablishmentTimer


Re-EstablishmentTimer



OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList


OPTIONAL,



rab-InformationSetupList

RAB-InformationSetupList,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-PDSCH-Information


DL-PDSCH-Information



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetInfo




CPCH-SetInfo



OPTIONAL




},




tdd







NULL



},



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RADIO BEARER SETUP COMPLETE

--

-- ***************************************************

RadioBearerSetupComplete ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







NULL,




tdd







SEQUENCE {





ul-TimingAdvance



UL-TimingAdvance


OPTIONAL




}



},



hyperFrameNumber



HyperFrameNumber,


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfo



OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RADIO BEARER SETUP FAILURE

--

-- ***************************************************

RadioBearerSetupFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RNTI REALLOCATION

--

-- ***************************************************

RNTIReallocation ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

DRX-CycleLengthCoefficient


OPTIONAL,


-- CN information elements



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RNTI REALLOCATION COMPLETE

--

-- ***************************************************

RNTIReallocationComplete ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfo



OPTIONAL,



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RNTI REALLOCATION FAILURE

--

-- ***************************************************

RNTIReallocationFailure ::= SEQUENCE {


-- UE information elements



failureCause




FailureCauseWithProtErr,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RRC CONNECTION RE-ESTABLISHMENT

--

-- ***************************************************

RRCConnectionReEstablishment ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

DRX-CycleLengthCoefficient


OPTIONAL,



re-EstablishmentTimer


Re-EstablishmentTimer



OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList


OPTIONAL,



rab-InformationSetupList

RAB-InformationSetupList


OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList


OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



},



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-PDSCH-Information


DL-PDSCH-Information



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetInfo




CPCH-SetInfo



OPTIONAL




},




tdd







NULL



},



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RRC CONNECTION RE-ESTABLISHMENT for CCCH

--

-- ***************************************************

RRCConnectionReEstablishment-CCCH ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,


-- The rest of the message is identical to the one sent on DCCH.



rrcConnectionReEstablishment
RRCConnectionReEstablishment

}

-- ***************************************************

--

-- RRC CONNECTION RE-ESTABLISHMENT COMPLETE

--

-- ***************************************************

RRCConnectionReEstablishmentComplete ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,



modeSpecificInfo



CHOICE {




fdd






NULL,




tdd







SEQUENCE {





ul-TimingAdvance



UL-TimingAdvance


OPTIONAL




}



},



-- TABULAR: The choice above is optional in the tabular definitions,



-- but this does not seem to make much sense. Either the choice should



-- be optional and UL-TimingAdvance mandatory inside the TDD choice, 



-- but not both.


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfo



OPTIONAL,



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RRC CONNECTION RE-ESTABLISHMENT REQUEST

--

-- ***************************************************

RRCConnectionReEstablishmentRequest ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,



protocolErrorIndicator


ProtocolErrorIndicatorWithInfo,



-- TABULAR: The IE above is MD in tabular, but making a 2-way choice



-- optional wastes one bit (using PER) and produces no additional 



-- information.


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RRC CONNECTION REJECT

--

-- ***************************************************

RRCConnectionReject ::= SEQUENCE {


-- User equipment IEs



initialUE-Identity



InitialUE-Identity,



rejectionCause




RejectionCause,



waitTime





WaitTime,



redirectionInfo




RedirectionInfo





OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RRC CONNECTION RELEASE

--

-- ***************************************************

RRCConnectionRelease ::= SEQUENCE {


-- User equipment IEs



rrc-MessageTX-Count



RRC-MessageTX-Count




OPTIONAL,



-- The IE above is conditional on the UE state.



releaseCause




ReleaseCause,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RRC CONNECTION RELEASE COMPLETE

--

-- ***************************************************

RRCConnectionReleaseComplete ::= SEQUENCE {


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RRC CONNECTION REQUEST

--

-- ***************************************************

RRCConnectionRequest ::= SEQUENCE {


-- User equipment IEs



initialUE-Identity



InitialUE-Identity,



initialUE-Capability


InitialUE-Capability,



establishmentCause



EstablishmentCause,



protocolErrorIndicator


ProtocolErrorIndicator,


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RRC CONNECTION SETUP

--

-- ***************************************************

RRCConnectionSetup ::= SEQUENCE {


-- User equipment IEs



initialUE-Identity



InitialUE-Identity,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI,



new-c-RNTI





C-RNTI







OPTIONAL,



utran-DRX-CycleLengthCoeff

DRX-CycleLengthCoefficient,



re-EstablishmentTimer


Re-EstablishmentTimer



OPTIONAL,



capabilityUpdateRequirement

CapabilityUpdateRequirement


OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList2,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RRC CONNECTION SETUP COMPLETE

--

-- ***************************************************

RRCConnectionSetupComplete ::= SEQUENCE {


-- User equipment IEs



hyperFrameNumber



HyperFrameNumber,



ue-RadioAccessCapability

UE-RadioAccessCapability,



ue-SystemSpecificCapability

InterSystemMessage




OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RRC STATUS

--

-- ***************************************************

RRCStatus ::= SEQUENCE {


-- Other IEs



protocolErrorInformation

ProtocolErrorInformation,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- SECURITY MODE COMMAND

--

-- ***************************************************

SecurityModeCommand ::= SEQUENCE {


-- User equipment IEs



cipheringAlgorithm



CipheringAlgorithm,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,


-- Core network IEs



cn-DomainIdentity



CN-DomainIdentity,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- SECURITY MODE COMPLETE

--

-- ***************************************************

SecurityModeComplete ::= SEQUENCE {


-- User equipment IEs



hyperFrameNumber



HyperFrameNumber




OPTIONAL,



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfoList


OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- SECURITY MODE FAILURE

--

-- ***************************************************

SecurityModeFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- SIGNALLING CONNECTION RELEASE

--

-- ***************************************************

SignallingConnectionRelease ::= SEQUENCE {


-- Core network IEs



signallingFlowInfoList


SignallingFlowInfoList,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- SYSTEM INFORMATION for BCH

--

-- ***************************************************

SystemInformation-BCH ::= SEQUENCE {


-- Other information elements



modeSpecificInfo



CHOICE {




fdd







SFN-Prime,




tdd







NULL



},



payload 





CHOICE {




firstSegment




FirstSegment,




subsequentSegment



SubsequentOrLastSegment,




lastSegment





SubsequentOrLastSegment,




lastAndComplete




SEQUENCE {





completeSIB-List



CompleteSIB-List,





lastSegment





SubsequentOrLastSegment




},




completeSIB-List



CompleteSIB-List,




spare






NULL



}

}

-- ***************************************************

--

-- SYSTEM INFORMATION for FACH

--

-- ***************************************************

SystemInformation-FACH ::= SEQUENCE {


-- Other information elements



payload 





CHOICE {




firstSegment




FirstSegment,




subsequentSegment



SubsequentOrLastSegment,




lastSegment





SubsequentOrLastSegment,




lastAndComplete




SEQUENCE {





completeSIB-List



CompleteSIB-List,





lastSegment





SubsequentOrLastSegment




},




completeSIB-List



CompleteSIB-List,




spare






NULL



}

}

-- ***************************************************

--

-- First segment

--

-- ***************************************************

FirstSegment ::=




SEQUENCE {


-- Other information elements



sib-Type





SIB-Type,



seg-Count





SegCount,



sib-Data





SIB-Data

}

-- ***************************************************

--

-- Subsequent or last segment

--

-- ***************************************************

SubsequentOrLastSegment ::=


SEQUENCE {


-- Other information elements



sib-Type





SIB-Type,



segmentIndex




SegmentIndex,



sib-Data





SIB-Data

}

-- ***************************************************

--

-- Complete SIB

--

-- ***************************************************

CompleteSIB-List ::=



SEQUENCE (SIZE(1..16)) OF











CompleteSIB

CompleteSIB ::=





SEQUENCE {


-- Other information elements



sib-Type





SIB-Type,



sib-Data





SIB-Data
}

-- ***************************************************

--

-- SYSTEM INFORMATION CHANGE INDICATION

--

-- ***************************************************

SystemInformationChangeIndication ::= 
SEQUENCE {


-- Other IEs



bcch-ModificationInfo



BCCH-ModificationInfo,


-- Extension mechanism



non-Release99-Information


SEQUENCE {}





OPTIONAL

}

-- ***************************************************

--

-- TRANSPORT CHANNEL RECONFIGURATION

--

-- ***************************************************

TransportChannelReconfiguration ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

DRX-CycleLengthCoefficient


OPTIONAL,



re-EstablishmentTimer


Re-EstablishmentTimer



OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-PDSCH-Information


DL-PDSCH-Information



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetInfo




CPCH-SetInfo



OPTIONAL




},




tdd






NULL



},



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- TRANSPORT CHANNEL RECONFIGURATION COMPLETE

--

-- ***************************************************

TransportChannelReconfigurationComplete ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







NULL,




tdd







SEQUENCE {





ul-TimingAdvance



UL-TimingAdvance


OPTIONAL




}



},


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfo



OPTIONAL,



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- TRANSPORT CHANNEL RECONFIGURATION FAILURE

--

-- ***************************************************

TransportChannelReconfigurationFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- TRANSPORT FORMAT COMBINATION CONTROL

--

-- ***************************************************

TransportFormatCombinationControl ::= SEQUENCE {


channelRequirement




CHOICE {



dpch-TFCS-InUplink




TFC-Subset,



tfc-ControlDuration




TFC-ControlDuration


},


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- TRANSPORT FORMAT COMBINATION CONTROL FAILURE

--

-- ***************************************************

TransportFormatCombinationControlFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- UE CAPABILITY ENQUIRY

--

-- ***************************************************

UECapabilityEnquiry ::= SEQUENCE {


-- User equipment IEs



capabilityUpdateRequirement

CapabilityUpdateRequirement,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- UE CAPABILITY INFORMATION

--

-- ***************************************************

UECapabilityInformation ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability

UE-RadioAccessCapability


OPTIONAL,


-- Other IEs



ue-SystemSpecificCapability

InterSystemMessage




OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- UE CAPABILITY INFORMATION CONFIRM

--

-- ***************************************************

UECapabilityInformationConfirm ::= SEQUENCE {


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- UPLINK DIRECT TRANSFER

--

-- ***************************************************

UplinkDirectTransfer ::= SEQUENCE {


-- Core network IEs



flowIdentifier




FlowIdentifier,



nas-Message





NAS-Message,


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- UPLINK PHYSICAL CHANNEL CONTROL

--

-- ***************************************************

UplinkPhysicalChannelControl ::= SEQUENCE {


-- Physical channel IEs



ccTrCH-PowerControlInfo


CCTrCH-PowerControlInfo



OPTIONAL,



timingAdvance




UL-TimingAdvance




OPTIONAL,



individualTS-InterferenceList
IndividualTS-InterferenceList

OPTIONAL,



rach-ConstantValue



ConstantValue





OPTIONAL,



dpch-ConstantValue



ConstantValue





OPTIONAL,



usch-ConstantValue



ConstantValue





OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- URA UPDATE

--

-- ***************************************************

URAUpdate ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,



ura-UpdateCause




URA-UpdateCause,



protocolErrorIndicator


ProtocolErrorIndicatorWithInfo,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- URA UPDATE CONFIRM

--

-- ***************************************************

URAUpdateConfirm ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

DRX-CycleLengthCoefficient,


-- CN information elements



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- URA UPDATE CONFIRM for CCCH

--

-- ***************************************************

URAUpdateConfirm-CCCH ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,


-- The rest of the message is identical to the one sent on DCCH.



uraUpdateConfirm



URAUpdateConfirm

}

END

11.3
Information element definitions

11.3.8
Other information elements

Other-IEs DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


CN-DomainSysInfoList,


NAS-SystemInformationGSM-MAP,


PLMN-Type

FROM CoreNetwork-IEs


CellAccessRestriction,


CellIdentity,


CellSelectReselectInfo,


URA-IdentityList

FROM UTRANMobility-IEs


CapabilityUpdateRequirement,


CPCH-Parameters,


DRAC-SysInfoList,


ProtocolErrorCause,


UE-ConnTimersAndConstants,


UE-IdleTimersAndConstants

FROM UserEquipment-IEs


PreDefRadioConfigurationList

FROM RadioBearer-IEs


PreDefTransChConfiguration

FROM TransportChannel-IEs


AICH-PowerOffset,


ConstantValue,


CPCH-PersistenceLevelsList,


CPCH-SetInfoList,


DynamicPersistenceLevelList,


FrequencyInfo,


IndividualTS-InterferenceList,


MaxAllowedUL-TX-Power,


MidambleConfiguration,


PDSCH-SysInfoList,


PICH-PowerOffset,


PRACH-SystemInformationList,


PreDefPhyChConfiguration,


PrimaryCCPCH-InfoSI,


PrimaryCCPCH-TX-Power,


PUSCH-SysInfoList,


SCCPCH-SystemInformationList,


UL-Interference

FROM PhysicalChannel-IEs


FACH-MeasurementOccasionInfo,


LCS-GPS-AssistanceSIB,


LCS-OTDOA-AssistanceSIB,


MeasurementControlSysInfo

FROM Measurement-IEs


ANSI-41-GlobalServiceRedirectInfo,


ANSI-41-PrivateNeighborListInfo,


ANSI-41-RAND-Information,


ANSI-41-UserZoneID-Information

FROM ANSI-41-IEs


maxDataLength,


maxInterSysMessages,


maxNoOfErrors,


maxSysInfoBlockCount,


maxSysInfoBlockFACHcount

FROM Constant-definitions;

BCC ::=







INTEGER (0..7)

BCCH-ModificationInfo ::=


SEQUENCE {


mib-ValueTag





MIB-ValueTag,


bcch-ModificationTime



BCCH-ModificationTime



OPTIONAL

}

-- Actual value = IE value * 2

BCCH-ModificationTime ::=


INTEGER (0..2047)

BSIC ::=






SEQUENCE {


ncc








NCC,


bcc








BCC

}

CBS-DRX-Level1Information ::=

SEQUENCE {


ctch-AllocationPeriod



INTEGER (1..256),


cbs-FrameOffset





INTEGER (0..255)

}

CDMA2000-Message ::=



SEQUENCE {


msg-Type






BIT STRING (SIZE (8)),


payload







BIT STRING (SIZE (1..512))

}

CDMA2000-MessageList ::=


SEQUENCE (SIZE (1..maxInterSysMessages)) OF











CDMA2000-Message

CellValueTag ::=




INTEGER (1..4)

GSM-MessageList ::=




SEQUENCE (SIZE (1..maxInterSysMessages)) OF











BIT STRING (SIZE (1..512))

InterSystemHO-Failure ::=


SEQUENCE {


interSystemHO-FailureCause


InterSystemHO-FailureCause


OPTIONAL,


interSystemMessage




InterSystemMessage




OPTIONAL

}

InterSystemHO-FailureCause ::=

CHOICE {


configurationUnacceptable


NULL,


physicalChannelFailure



NULL,


protocolError





ProtocolErrorInformation,


unspecified






NULL,


spare







NULL

}








InterSystemMessage ::=



SEQUENCE {


systemType






SystemType,


systemSpecificMessage



CHOICE {



gsm








SEQUENCE {




gsm-MessageList





GSM-MessageList



},



cdma2000






SEQUENCE {




cdma2000-MessageList



CDMA2000-MessageList



}


}






}

MasterInformationBlock ::=


SEQUENCE {



mib-ValueTag




MIB-ValueTag,



plmn-Type





PLMN-Type,



-- TABULAR: The PLMN identity and ANSI-41 core network information



-- are included in PLMN-Type.



modeSpecificInfo



CHOICE {




fdd







NULL,




tdd







SEQUENCE {





sfn-prime





SFN-Prime




}



},



sib-ReferenceList



SIB-ReferenceList,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

MIB-ValueTag ::=




INTEGER (1..8)

NCC ::=







INTEGER (0..7)

PLMN-ValueTag ::=




INTEGER (1..256)

ProtocolErrorInformation ::=

SEQUENCE {


diagnosticsType





CHOICE {



type1







SEQUENCE {




protocolErrorCause




ProtocolErrorCause



},



spare







NULL


}

}

ProtocolErrorInformationList ::= 
SEQUENCE (SIZE (1..maxNoOfErrors)) OF











ProtocolErrorInformation

SchedulingInformation ::=


SEQUENCE {


sib-Type






SIB-TypeAndTag,


scheduling






SEQUENCE {



segCount






SegCount



  

 DEFAULT 1,



sib-Pos







CHOICE {




-- The element name indicates the repetition period and the value




-- (multiplied by two) indicates the position of the first segment.




rep4







INTEGER (0..1),




rep8







INTEGER (0..3),




rep16







INTEGER (0..7),




rep32







INTEGER (0..15),




rep64







INTEGER (0..31),




rep128







INTEGER (0..63),




rep256







INTEGER (0..127),




rep512







INTEGER (0..255),




rep1024







INTEGER (0..511),




rep2048







INTEGER (0..1023)



},



sib-PosOffsetInfo




SibOFF-List





OPTIONAL


}

















OPTIONAL

}

SegCount ::=





INTEGER (1..16)

SegmentIndex ::=




INTEGER (0..15)

-- Actual value = 2 * IE value

SFN-Prime ::=





INTEGER (0..2047)

























SIB-Data ::=





BIT STRING (SIZE (1..maxDataLength))

SIB-Reference ::=




SEQUENCE {


schedulingInformation



SchedulingInformation

}

SIB-ReferenceList ::=



SEQUENCE (SIZE (1..maxSysInfoBlockCount)) OF











SIB-Reference

SIB-ReferenceListFACH ::=


SEQUENCE (SIZE (1..maxSysInfoBlockFACHcount)) OF 











SIB-Reference

SIB-Type ::=





ENUMERATED {











masterInformationBlock,











systemInformationBlockType1,











systemInformationBlockType2,











systemInformationBlockType3,











systemInformationBlockType4,











systemInformationBlockType5,











systemInformationBlockType6,











systemInformationBlockType7,











systemInformationBlockType8,











systemInformationBlockType9,











systemInformationBlockType10,











systemInformationBlockType11,











systemInformationBlockType12,











systemInformationBlockType13,











systemInformationBlockType13-1,











systemInformationBlockType13-2,











systemInformationBlockType13-3,











systemInformationBlockType13-4,











systemInformationBlockType14,











systemInformationBlockType15,











systemInformationBlockType16,











spare1, spare2, spare3 }

SIB-TypeAndTag ::=




CHOICE {


sysInfoType1





PLMN-ValueTag,


sysInfoType2





PLMN-ValueTag,


sysInfoType3





CellValueTag,


sysInfoType4





CellValueTag,


sysInfoType5





CellValueTag,


sysInfoType6





CellValueTag,


sysInfoType7





NULL,


sysInfoType8





NULL,


sysInfoType9





NULL,


sysInfoType10





NULL,


sysInfoType11





CellValueTag,


sysInfoType12 





CellValueTag,


sysInfoType13





CellValueTag,


sysInfoType13-1





CellValueTag, 


sysInfoType13-2





CellValueTag,


sysInfoType13-3





CellValueTag,


sysInfoType13-4





CellValueTag,


sysInfoType14





NULL,


sysInfoType15





NULL,


sysInfoType16





NULL

}

SibOFF ::=






ENUMERATED {











so2, so4, so6, so8, so10,











so12, so14, so16, so18,











so20, so22, so24, so26,











so28, so30, so32 }

SibOFF-List ::=





SEQUENCE (SIZE(1..15)) OF











SibOFF

SysInfoType1 ::=




SEQUENCE {


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,




cn-DomainSysInfoList


CN-DomainSysInfoList,


-- User equipment IEs



ue-IdleTimersAndConstants

UE-IdleTimersAndConstants,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType2 ::=




SEQUENCE {


-- UTRAN mobility IEs



ura-IdentityList



URA-IdentityList,


-- User equipment IEs



ue-ConnTimersAndConstants

UE-ConnTimersAndConstants,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType3 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- UTRAN mobility IEs



cellIdentity




CellIdentity,



cellSelectReselectInfo


CellSelectReselectInfo,



cellAccessRestriction


CellAccessRestriction,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType4 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- UTRAN mobility IEs



cellIdentity




CellIdentity,



cellSelectReselectInfo


CellSelectReselectInfo,



cellAccessRestriction


CellAccessRestriction,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType5 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







NULL,




tdd







SEQUENCE {





midambleConfiguration


MidambleConfiguration

OPTIONAL




}



},



primaryCCPCH-Info



PrimaryCCPCH-InfoSI




OPTIONAL,



prach-SystemInformationList

PRACH-SystemInformationList,



sCCPCH-SystemInformationList
SCCPCH-SystemInformationList,



cbs-DRX-Level1Information

CBS-DRX-Level1Information


OPTIONAL,



-- Conditional on any of the CTCH indicator IEs in



-- sCCPCH-SystemInformationList


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType6 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



primaryCCPCH-Info



PrimaryCCPCH-InfoSI




OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





pich-PowerOffset



PICH-PowerOffset,





aich-PowerOffset



AICH-PowerOffset 




},




tdd







SEQUENCE {





pusch-SysInfo




PUSCH-SysInfoList


OPTIONAL,





pdsch-SysInfo




PDSCH-SysInfoList


OPTIONAL




}



},



prach-SystemInformationList

PRACH-SystemInformationList,



sCCPCH-SystemInformationList
SCCPCH-SystemInformationList,



cbs-DRX-Level1Information

CBS-DRX-Level1Information


OPTIONAL,



-- Conditional on any of the CTCH indicator IEs in



-- sCCPCH-SystemInformationList


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType7 ::=




SEQUENCE {


-- Physical channel IEs



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





ul-Interference




UL-Interference




},




tdd







NULL



},



prach-Information-SIB5-List

DynamicPersistenceLevelList,



prach-Information-SIB6-List

DynamicPersistenceLevelList


OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType8 ::=




SEQUENCE {


-- User equipment IEs



cpch-Parameters




CPCH-Parameters,


-- Physical channel IEs



cpch-SetInfoList



CPCH-SetInfoList,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType9 ::=




SEQUENCE {


-- Physical channel IEs



cpch-PersistenceLevelsList

CPCH-PersistenceLevelsList,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType10 ::=




SEQUENCE {


-- User equipment IEs



drac-SysInfoList



DRAC-SysInfoList,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType11 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- Measurement IEs



fach-MeasurementOccasionInfo
FACH-MeasurementOccasionInfo

OPTIONAL,



measurementControlSysInfo

MeasurementControlSysInfo,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType12 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- Measurement IEs



fach-MeasurementOccasionInfo
FACH-MeasurementOccasionInfo

OPTIONAL,



measurementControlSysInfo

MeasurementControlSysInfo,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType13 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- Core network IEs



cn-DomainSysInfoList


CN-DomainSysInfoList,


-- User equipment IEs



ue-IdleTimersAndConstants

UE-IdleTimersAndConstants


OPTIONAL,



capabilityUpdateRequirement

CapabilityUpdateRequirement


OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType13-1 ::=




SEQUENCE {


-- ANSI-41 IEs



ansi-41-RAND-Information

ANSI-41-RAND-Information,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType13-2 ::=




SEQUENCE {


-- ANSI-41 IEs



ansi-41-UserZoneID-Information
ANSI-41-UserZoneID-Information,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType13-3 ::=




SEQUENCE {


-- ANSI-41 IEs



ansi-41-PrivateNeighborListInfo ANSI-41-PrivateNeighborListInfo,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType13-4 ::=




SEQUENCE {


-- ANSI-41 IEs



ansi-41-GlobalServiceRedirectInfo











ANSI-41-GlobalServiceRedirectInfo,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType14 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- Physical channel IEs



primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power



OPTIONAL,



individualTS-InterferenceList
IndividualTS-InterferenceList,



rach-ConstantValue



ConstantValue





OPTIONAL,



dpch-ConstantValue



ConstantValue





OPTIONAL,



usch-ConstantValue



ConstantValue





OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType15 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- Measurement IEs



lcs-GPS-Assistance



LCS-GPS-AssistanceSIB



OPTIONAL,



lcs-OTDOA-Assistance


LCS-OTDOA-AssistanceSIB



OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType16 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- Radio bearer IEs



preDefinedRadioConfigurations
PreDefRadioConfigurationList,


-- Transport channel IEs



preDefTransChConfiguration

PreDefTransChConfiguration,


-- Physical channel IEs




preDefPhyChConfiguration

PreDefPhyChConfiguration,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SystemType ::=





ENUMERATED {











gsm, cdma2000,











spare1, spare2, spare3, spare4,











spare5, spare6, spare7, spare8,











spare9, spare10, spare11,











spare12, spare13, spare14 }

END
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