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	Reason for change:
	In current RAN2 specification for SL Inter-UE Coordination Information MAC CE and Inter-UE Coordination Request MAC CE, some field, including RSL, LSIi, RCi and First resource locationi-1 for IUC Information MAC CE and  RP, RSWL and Number of Subchannel for IUC Information Request MAC CE, are indicated as the codepoint value in SCI format. However,if the length of the field in SCI is shorter than the corresponding field length in MAC CE. In this case, the field in MAC CE will contain the field in SCI using the LSB bits, but how to set the other bits are not described in the spec. This should be clarified.


	
	

	Summary of change:
	1. In clause 6.1.3.53, for the field of RSL, LSIi, RCi and First resource locationi-1, clarify that the other bits which are not set as the field of SCI format 2C are set as zero. 
2. In clause 6.1.3.54, for the field of the RP, RSWL and Number of Subchannel, clarify that the other bits which are not set as the field of SCI format 2c are set as zero.
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[bookmark: _Toc109217722][bookmark: _Toc12569232][bookmark: _Toc37296249][bookmark: _Toc46490378][bookmark: _Toc52752073][bookmark: _Toc52796535][bookmark: _Toc124525477]6.1.3.53	Inter-UE Coordination Information MAC CE
The Inter-UE Coordination Information MAC CE is identified by a MAC subheader with LCID as specified in Table 6.2.4-1. The priority of the Inter-UE Coordination Information MAC CE is fixed to '1'. It has a variable size with following fields:
[bookmark: OLE_LINK6]-	RT: This field indicates the resource set type, i.e., preferred resource set or non-preferred resource set, as the codepoint value of the SCI format 2-C resourceSetType field as specified in TS 38.212 [9].
-	RSL: This field indicates the location of reference slot, as the codepoint value of the SCI format 2-C referenceSlotLocation field as specified in TS 38.212 [9]. The length of the field is 17 bits. If the length of referenceSlotLocation field in SCI format 2-C as specified in TS 38.212 [9] is shorter than 17 bit, this field contains referenceSlotLocation field using the LSB bits, the other bit(s) in this field is set to zero;
-	LSIi: This field indicates lowest subchannel indices for the first resource location of each TRIV, as the codepoint value of the SCI format 2-C lowestIndices field as specified in TS 38.212 [9]. LSI0 indicates lowest subchannel indices for the first resource location of TRIV within the first resource combination, LSI1 indicates lowest subchannel indices for the first resource location of TRIV within the second resource combination and so on. The length of the field is 5 bits. If the length of lowestIndices field in SCI format 2-C as specified in TS 38.212 [9] is shorter than 5 bit, this field contains lowestIndices field using the LSB bits, the other bit(s) in this field is set to zero;
-	RCi: This field indicates resource combination, as the codepoint value of the SCI format 2-C resourceCombination field as specified in TS 38.212 [9]. RC0 indicates the first resource combination, RC1 indicates the second resource combination and so on. The length of the field is 26 bits. If the length of resourceCombination field in SCI format 2-C as specified in TS 38.212 [9] is shorter than 26 bit, this field contains resourceCombination field using the LSB bits, the other bit(s) in this field is set to zero;
-	First resource locationi-1: This field indicates first resource location, as the codepoint value of the SCI format 2-C firstResourceLocation field as specified in TS 38.212 [9]. First Resource Location0 indicates the first resource location for the second resource combination, First Resource Location1 indicates the first resource location for the third resource combination and so on. The length of the field is 13 bits. If the length of firstResourceLocation field in SCI format 2-C as specified in TS 38.212 [9] is shorter than 13 bit, this field contains firstResourceLocation field using the LSB bits, the other bit(s) in this field is set to zero;
-	R: Reserved bit, set to 0.


Figure 6.1.3.53-1: Inter-UE Coordination Information MAC CE
[bookmark: _Toc109217723]6.1.3.54	Inter-UE Coordination Request MAC CE
The Inter-UE Coordination request MAC CE is identified by a MAC subheader with LCID as specified in Table 6.2.4-1. The priority of the Inter-UE Coordination Request MAC CE is fixed to '1'. It has a fixed size of 48 bits with following fields:
-	RT: If the value of sl-DetermineResourceType (as specified in TS 38.331 [5] clause 6.3.5) is set to ueb, this field indicates the resource set type, i.e., preferred resource set or non-preferred resource set, as the codepoint value of the SCI format 2-C resourceSetType field as specified in TS 38.212 [9]. This field is ignored if the value of sl-DetermineResourceType is set to uea;
-	RP: This field indicates the resource reservation period, as the codepoint value of the SCI format 2-C including resourceReservationPeriod field as specified in TS 38.212 [9]. The length of the field is 4 bits. If the length of resourceReservationPeriod field in SCI format 2-C as specified in TS 38.212 [9] is shorter than 4 bit, this field contains resourceReservationPeriod field using the LSB bits, the other bit(s) in this field is set to zero;
-	Priority: This field indicates the priority, as the codepoint value of the SCI format 2-C priority field as specified in TS 38.212 [9]. The length of the field is 3 bits;
-	RSWL: This field indicates resource selection window location, as the codepoint value of the SCI format 2-C resourceSelectionWindowLocation field as specified in TS 38.212 [9]. The length of the field is 34 bits. If the length of resourceSelectionWindowLocation field in SCI format 2-C as specified in TS 38.212 [9] is shorter than 34 bit, this field contains resourceSelectionWindowLocation field using the LSB bits, the other bit(s) in this field is set to zero;
-	Number of Subchannel: This field indicates the number of subchannels, as the codepoint value of the SCI format 2-C numberOfSubchannel field as specified in TS 38.212 [9]. The length of the field is 5 bits. If the length of numberOfSubchannel field in SCI format 2-C as specified in TS 38.212 [9] is shorter than 5 bit, this field contains numberOfSubchannel field using the LSB bits, the other bit(s) in this field is set to zero;  
-	R: Reserved bit, set to 0.


Figure 6.1.3.54-1: Inter-UE Coordination Request MAC CE
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