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----------------------------Start of change----------------------
[bookmark: _Toc20486947][bookmark: _Toc29342239][bookmark: _Toc29343378][bookmark: _Toc36566630][bookmark: _Toc36810044][bookmark: _Toc36846408][bookmark: _Toc36939061][bookmark: _Toc37082041][bookmark: _Toc46480668][bookmark: _Toc46481902][bookmark: _Toc46483136][bookmark: _Toc124466210]5.5.4.7	Event B1 (Inter RAT neighbour becomes better than threshold)
The UE shall:
1>	for UTRA and CDMA2000, only trigger the event for cells included in the corresponding measurement object;
1>	consider the entering condition for this event to be satisfied when condition B1-1, as specified below, is fulfilled;
1>	consider the leaving condition for this event to be satisfied when condition B1-2, as specified below, is fulfilled;
Inequality B1-1 (Entering condition)

Inequality B1-2 (Leaving condition)

The variables in the formula are defined as follows:
Mn is the measurement result of the inter-RAT neighbour cell, not taking into account any offsets. For CDMA 2000 measurement result, pilotStrength is divided by -2.
Ofn is the frequency specific offset of the frequency of the inter-RAT neighbour cell (i.e. offsetFreq as defined within the measObject corresponding to the frequency of the neighbour inter-RAT cell).
Ocn is the cell specific offset of the inter-RAT neighbour cell (i.e. cellIndividualOffset as defined within the measObjectNR corresponding to the neighbour inter-RAT cell), and set to zero if not configured for the neighbour cell.
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigInterRAT for this event).
Thresh is the threshold parameter for this event (i.e. b1-Threshold as defined within reportConfigInterRAT for this event). For CDMA2000, b1-Threshold is divided by -2.
Mn is expressed in dBm or in dB, depending on the measurement quantity of the inter-RAT neighbour cell.
Ofn, Ocn, Hys are expressed in dB.
Thresh is expressed in the same unit as Mn.

[bookmark: _Toc20486948][bookmark: _Toc29342240][bookmark: _Toc29343379][bookmark: _Toc36566631][bookmark: _Toc36810045][bookmark: _Toc36846409][bookmark: _Toc36939062][bookmark: _Toc37082042][bookmark: _Toc46480669][bookmark: _Toc46481903][bookmark: _Toc46483137][bookmark: _Toc124515011]5.5.4.8	Event B2 (PCell becomes worse than threshold1 and inter RAT neighbour becomes better than threshold2)
The UE shall:
1>	for UTRA and CDMA2000, only trigger the event for cells included in the corresponding measurement object;
1>	consider the entering condition for this event to be satisfied when both condition B2-1 and condition B2-2, as specified below, are fulfilled.
1>	consider the leaving condition for this event to be satisfied when condition B2-3 or condition B2-4, i.e. at least one of the two, as specified below, is fulfilled;
Inequality B2-1 (Entering condition 1)

Inequality B2-2 (Entering condition 2)

Inequality B2-3 (Leaving condition 1)

Inequality B2-4 (Leaving condition 2)

The variables in the formula are defined as follows:
Mp is the measurement result of the PCell, not taking into account any offsets.
Mn is the measurement result of the inter-RAT neighbour cell, not taking into account any offsets. For CDMA2000 measurement result, pilotStrength is divided by -2.
Ofn is the frequency specific offset of the frequency of the inter-RAT neighbour cell (i.e. offsetFreq as defined within the measObject corresponding to the frequency of the inter-RAT neighbour cell).
Ocn is the cell specific offset of the inter-RAT neighbour cell (i.e. cellIndividualOffset as defined within the measObjectNR corresponding to the neighbour inter-RAT cell), and set to zero if not configured for the neighbour cell.
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigInterRAT for this event).
Thresh1 is the threshold parameter for this event (i.e. b2-Threshold1 as defined within reportConfigInterRAT for this event).
Thresh2 is the threshold parameter for this event (i.e. b2-Threshold2 as defined within reportConfigInterRAT for this event). For CDMA2000, b2-Threshold2 is divided by -2.
Mp is expressed in dBm in case of RSRP, or in dB in case of RSRQ.
Mn is expressed in dBm or dB, depending on the measurement quantity of the inter-RAT neighbour cell.
Ofn, Ocn, Hys are expressed in dB.
Thresh1 is expressed in the same unit as Mp.
Thresh2 is expressed in the same unit as Mn.
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6.3.5	Measurement information elements
[bookmark: _Toc20487426][bookmark: _Toc29342723][bookmark: _Toc29343862][bookmark: _Toc36567128][bookmark: _Toc36810572][bookmark: _Toc36846936][bookmark: _Toc36939589][bookmark: _Toc37082569][bookmark: _Toc46481210][bookmark: _Toc46482444][bookmark: _Toc46483678][bookmark: _Toc124466752]–	MeasObjectNR
The IE MeasObjectNR specifies information applicable for inter-RAT NR neighbouring cells.
MeasObjectNR information element
-- ASN1START

MeasObjectNR-r15 ::=				SEQUENCE {
	carrierFreq-r15						ARFCN-ValueNR-r15,
	rs-ConfigSSB-r15					RS-ConfigSSB-NR-r15,
	threshRS-Index-r15					ThresholdListNR-r15				OPTIONAL,		-- Need OR
	maxRS-IndexCellQual-r15				MaxRS-IndexCellQualNR-r15		OPTIONAL,		-- Need OR
	offsetFreq-r15						Q-OffsetRangeInterRAT			DEFAULT 0,
	blackCellsToRemoveList-r15			CellIndexList					OPTIONAL,		-- Need ON
	blackCellsToAddModList-r15			CellsToAddModListNR-r15			OPTIONAL,		-- Need ON
	quantityConfigSet-r15				INTEGER (1.. maxQuantSetsNR-r15),
	cellsForWhichToReportSFTD-r15		SEQUENCE (SIZE (1..maxCellSFTD)) OF PhysCellIdNR-r15	OPTIONAL,	-- Need OR
	...,
	[[	cellForWhichToReportCGI-r15			PhysCellIdNR-r15				OPTIONAL,	-- Need ON
		deriveSSB-IndexFromCell-r15			BOOLEAN							OPTIONAL,	-- Need ON
		ss-RSSI-Measurement-r15				SS-RSSI-Measurement-r15			OPTIONAL,	-- Need ON
		bandNR-r15					CHOICE {
			release						NULL,
			setup						FreqBandIndicatorNR-r15
		}																OPTIONAL	-- Need ON
	]],
	[[
	rmtc-ConfigNR-r16						SetupRelease {RMTC-ConfigNR-r16}			OPTIONAL		-- Cond SharedSpectrum
	]],
    [[
    cellsToRemoveList-v16c0                CellIndexList              OPTIONAL,      -- Need ON
    cellsToAddModList-v16c0                CellsToAddModListNR-r16     OPTIONAL,      -- Need ON
    ]]
}

RS-ConfigSSB-NR-r15 ::=			SEQUENCE {
	measTimingConfig-r15			MTC-SSB-NR-r15,
	subcarrierSpacingSSB-r15	ENUMERATED {kHz15, kHz30, kHz120, kHz240},
	...,
	[[	ssb-ToMeasure-r15			CHOICE {
			release						NULL,
			setup						SSB-ToMeasure-r15
		}											OPTIONAL	-- Need ON
	]],
	[[
	ssb-PositionQCL-CommonNR-r16	SSB-PositionQCL-RelationNR-r16	OPTIONAL,	-- Cond SharedSpectrum2
	ssb-PositionQCL-CellsToAddModListNR-r16	SSB-PositionQCL-CellsToAddModListNR-r16	OPTIONAL,	-- Cond SharedSpectrum
	ssb-PositionQCL-CellsToRemoveListNR-r16	SEQUENCE (SIZE (1..maxCellMeas)) OF PhysCellIdNR-r15	OPTIONAL	-- Cond SharedSpectrum
	]]
}

CellsToAddModListNR-r15 ::=			SEQUENCE (SIZE (1..maxCellMeas)) OF CellsToAddModNR-r15

CellsToAddModListNR-r16 ::=        SEQUENCE (SIZE (1..maxCellMeas)) OF CellsToAddModNR-r16

CellsToAddModNR-r15 ::=			SEQUENCE {
	cellIndex-r15					INTEGER (1..maxCellMeas),
	physCellId-r15					PhysCellIdNR-r15
}

CellsToAddModNR-r16 ::=        SEQUENCE {
    cellIndex-r16                 INTEGER (1..maxCellMeas),
    physCellId-r16                PhysCellIdNR-r15,
    cellIndividualOffset-r16      Q-OffsetRange
}

SSB-PositionQCL-CellsToAddModListNR-r16 ::=	SEQUENCE (SIZE (1..maxCellMeas)) OF SSB-PositionQCL-CellsToAddNR-r16


SSB-PositionQCL-CellsToAddNR-r16 ::=	SEQUENCE {
	physCellId-r16							PhysCellIdNR-r15,
	ssb-PositionQCL-NR-r16					SSB-PositionQCL-RelationNR-r16
}

RMTC-ConfigNR-r16 ::=	SEQUENCE {
	rmtc-PeriodicityNR-r16				ENUMERATED {ms40, ms80, ms160, ms320, ms640},
	rmtc-SubframeOffsetNR-r16			INTEGER(0..639)			OPTIONAL,	-- Need ON
	measDurationNR-r16					ENUMERATED {sym1, sym14or12, sym28or24, sym42or36, sym70or60},
	rmtc-FrequencyNR-r16				ARFCN-ValueNR-r15,
	refSCS-CP-NR-r16					ENUMERATED {kHz15, kHz30, kHz60-NCP, kHz60-ECP},
	...
}

-- ASN1STOP

	MeasObjectNR field descriptions

	bandNR
Indicates the frequency band of the NR carrier frequency configured in this MeasObjectNR. This field is always set to setup when the network configures measurements with this MeasObjectNR.

	carrierFreq
Identifies the SSB frequency to be measured. E-UTRAN does not configure more than one measurement object for the same SSB frequency.

	cellsToAddModList
List of cells to add/modify in the cell list.

	cellsToRemoveList
List of cells to remove from the cell list.

	deriveSSB-IndexFromCell
The field indicates whether the UE may use, to derive the SSB index of a cell on the indicated SSB frequency and subcarrier spacing, the timing of the NR serving cell with the same SSB frequency and subcarrier spacing if configured. Otherwise, the field indicates whether the UE may use the timing of any detected cell with the same SSB frequency and subcarrier spacing.

	measDurationNR
Number of consecutive symbols for which the Physical Layer reports samples of RSSI (see TS 38.215 [89]). Value sym1 corresponds to one symbol, sym14or12 corresponds to 14 symbols of the reference numerology for NCP and 12 symbols for ECP, and so on.

	quantityConfigSet
Indicates the n-th element of quantityConfigNRList provided in MeasConfig.

	refSCS-CP-NR
Indicates a reference subcarrier spacing and cyclic prefix to be used for RSSI measurements (see TS 38.215 [89]).

	rmtc-FrequencyNR
Indicates the center frequency of the measured bandwidth (see TS 38.215 [89]).

	rmtc-PeriodicityNR
Indicates the RSSI measurement timing configuration (RMTC) periodicity (see TS 38.215 [89]). Value ms40 corresponds to 40 ms periodicity, ms80 corresponds to 80 ms periodicity, and so on.

	rmtc-SubframeOffsetNR
Indicates the RSSI measurement timing configuration (RMTC) subframe offset (see TS 38.215 [89)). If not configured, the UE chooses a random value as rmtc-SubframeOffsetNR for measDurationNR which shall be selected to be between 0 and the configured rmtc-PeriodicityNR with equal probability.

	rs-ConfigSSB
Indicates the SSB configuration for measuring the set of SS blocks within the SMTC measurement duration.

	ssb-PositionQCL-NR
Indicates the QCL relationship between SS/PBCH blocks for a specific neighbor cell as specified in TS 38.213 [88], clause 4.1. If provided, the cell specific value overwrites the common value signalled by ssb-PositionQCL-CommonNR in MeasObjectNR for the indicated cell.

	ssb-PositionQCL-CommonNR
Indicates the QCL relationship between SS/PBCH blocks for NR neighbor cells as specified in TS 38.213 [88], clause 4.1.

	threshRS-Index
List of thresholds for consolidation of L1 measurements per RS index.



	Conditional presence
	Explanation

	SharedSpectrum
	The field is optional Need ON if NR operates with shared spectrum channel access; otherwise, it is not present.

	SharedSpectrum2
	The field is mandatory present if NR operates with shared spectrum channel access; otherwise, it is not present.
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