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	Reason for change:
	Correction of miscellaneous non-controversial errors (typos etc).

	
	

	Summary of change:
	CR agreed at #121 to be merged:

1. R2-2301682	Correction on the description of RRC reconfiguration with sync 
a. 5.3.5.1	General (RRC Reconfiguration)
Agreed to remove remove “L2” (not add “RRC”).

2. R2-2300239	Editorial change for IE RateMatchPatternId referenced section in TS 38.214 (draft Rel-17 CR with Rel-15 impact)
a. Modified reference for RateMatchPatternId from TS 38.214 [19], clause 5.1.4.2 to clause 5.1.4.1.

Some other typos are corrected.
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NR SA, (NG)EN-DC, NE-DC, NR-DC
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Miscellaneous
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There are no interoperability issues.
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Figure 5.3.5.1-1: RRC reconfiguration, successful


Figure 5.3.5.1-2: RRC reconfiguration, failure
The purpose of this procedure is to modify an RRC connection, e.g. to establish/modify/release RBs, to perform reconfiguration with sync, to setup/modify/release measurements, to add/modify/release SCells and cell groups. As part of the procedure, NAS dedicated information may be transferred from the Network to the UE.
RRC reconfiguration to perform reconfiguration with sync includes, but is not limited to, the following cases:
-	reconfiguration with sync and security key refresh, involving RA to the PCell/PSCell, MAC reset, refresh of security and re-establishment of RLC and PDCP triggered by explicit L2 indicators;
-	reconfiguration with sync but without security key refresh, involving RA to the PCell/PSCell, MAC reset and RLC re-establishment and PDCP data recovery (for AM DRB) triggered by explicit L2 indicators.
In (NG)EN-DC and NR-DC, SRB3 can be used for measurement configuration and reporting, to (re-)configure MAC, RLC, physical layer and RLF timers and constants of the SCG configuration, and to reconfigure PDCP for DRBs associated with the S-KgNB or SRB3, and to reconfigure SDAP for DRBs associated with S-KgNB in NGEN-DC and NR-DC, provided that the (re-)configuration does not require any MN involvement. In (NG)EN-DC and NR-DC, only measConfig, radioBearerConfig and/or secondaryCellGroup are included in RRCReconfiguration received via SRB3.
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6.3.2	Radio resource control information elements
<skipped>
–	RateMatchPatternId
The IE RateMatchPatternId identifies one RateMatchMPattern (see TS 38.214 [19], clause 5.1.4.12).
RateMatchPatternId information element
-- ASN1START
-- TAG-RATEMATCHPATTERNID-START

RateMatchPatternId ::=              INTEGER (0..maxNrofRateMatchPatterns-1)

-- TAG-RATEMATCHPATTERNID-STOP
-- ASN1STOP
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