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	Reason for change:
	In RAN4 LS (R4-2220731/R2-2300055) , RAN4 has informed RAN2 that:
· The release 17 relaxed RLM/BFD requirements do not apply for SCG deactivated cells.
· RAN4 agrees to not define new relaxed RLM/BFD requirements for PSCell/SCell(s) in deactivated SCG.
The existing RRC spec has however specified the case for relaxed RLM/BFD for PSCell in deactivated SCG for which RAN4 does not support.
In RAN2#121, following agreements are made.
Go option 2: Keep the current situation for RLM/BFD relaxation for SCG deactivation, i.e. no change in RAN2, no change in RAN4.
RAN2 clarify that in the case of SCG deactivation and bfd-and-RLM is set to true, UE will perform the RLM/BFD according to the requirements for SCG deactivation of measCyclePSCell as specified in TS 38.133 no matter whether goodServingCellEvaluationBFD-r17 and goodServingCellEvaluationRLM-r17 is configured for SCG.

This needs to be reflected in the RRC spec.

	
	

	Summary of change:
	Add the clarification in RRC spec that “In the case of SCG deactivation and bfd-and-RLM is set to true, UE shall perform the RLM/BFD according to the requirements for SCG deactivation of measCyclePSCell as specified in TS 38.133 [14] no matter whether relaxed measurement criterion for good serving cell quality is configured for SCG.”.

Impact analysis
Impacted 5G architecture options: 
NR-DC, EN-DC

Impacted functionality:
RLM/BFD relaxation

Inter-operability: 
1. If the network is implemented according to the CR and the UE is not, there is no relaxed RLM/BFD requirements for PSCell/SCell(s) in deactivated SCG.
2. If the UE is implemented according to the CR and the network is not, there is no inter-operability issue.

	
	

	Consequences if not approved:
	RRC spec is not aligned with RAN4 spec as there is no relaxed RLM/BFD requirements for PSCell/SCell(s) in deactivated SCG.
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1st Change
[bookmark: _Toc124712874]5.7.13	RLM/BFD relaxation
In case both low mobility criterion and good serving cell criterion are configured for RLM/BFD relaxation, the UE is allowed to perform RLM and/or BFD relaxation according to requirements specified in TS 38.133 [14] when both relaxed measurement criterion for low mobility and relaxed measurement criterion for good serving cell quality are met.
In case only the good serving cell quality criterion is configured for RLM/BFD relaxation, the UE is allowed to perform RLM and/or BFD relaxation according to requirements specified in TS 38.133 [14] when the relaxed measurement criterion for good serving cell quality is met.
In case SCG is deactived and bfd-and-RLM is set to true, UE shall perform the RLM/BFD according to the requirements for SCG deactivation of measCyclePSCell as specified in TS 38.133 [14] no matter whether relaxed measurement criterion for good serving cell quality is configured for SCG.

