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	Reason for change:
	UuMessageTransferSidelink is used to transfer the paging information of L2 U2N Remote UE. If the paging message received from network contains the UE-identity (5G-S-TMSI or I-RNTI) of the L2 U2N Remote UE, L2 U2N Relay UE includes UE-identity and accessType in UuMessageTransferSidelink (sl-PagingDelivery  PagingRecord -> UE-identity and accessType) and sends the message to L2 U2N Remote UE.
Issue: The issue with the current signaling structure of UuMessageTransferSidelink is that even though the paging message from network includes pagingCause for L2 U2N Remote UE, L2 U2N Relay UE does not send the same to L2 U2N Remote UE. L2 U2N Relay UE ony sends UE-identity and accessType. This is the not the desired behavior and should be corrected or enhanced.

	
	

	Summary of change:
	PagingRecord-v1700 is added in UuMessageTransferSidelink message.  L2 U2N Relay UE includes this when it receives paging cause for the L2 U2N Remote UE in paging message received from gNB.

Impacted functionality:
Paging Monitoring via Relay UE

Inter-operability:
1. If the network is implemented according to the CR and the UE is not, there are no interoperability issues.
1. If the UE is implemented according to the CR and the network is not, there are no interoperability issues.
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<Start of Change>
UuMessageTransferSidelink
The UuMessageTransferSidelink message is used for the sidelink transfer of Paging message and System Information messages.
Signalling radio bearer: SL-SRB3
RLC-SAP: AM
Logical channel: SCCH
Direction: L2 U2N Relay UE to L2 U2N Remote UE
UuMessageTransferSidelink message
-- ASN1START
-- TAG-UUMESSAGETRANSFERSIDELINK-START

UuMessageTransferSidelink-r17 ::=           SEQUENCE {
    criticalExtensions                          CHOICE {
        uuMessageTransferSidelink-r17               UuMessageTransferSidelink-r17-IEs,
        criticalExtensionsFuture                    SEQUENCE {}
    }
}

UuMessageTransferSidelink-r17-IEs ::=       SEQUENCE {
    sl-PagingDelivery-r17                       OCTET STRING (CONTAINING PagingRecord)                   OPTIONAL,   -- Need N
    sl-SIB1-Delivery-r17                        OCTET STRING (CONTAINING SIB1)                           OPTIONAL,   -- Need N
    sl-SystemInformationDelivery-r17            OCTET STRING (CONTAINING SystemInformation)              OPTIONAL,   -- Need N
    lateNonCriticalExtension                    OCTET STRING                                             OPTIONAL,
    nonCriticalExtension                        UuMessageTransferSidelink-v17xx-IEsSEQUENCE {}                                              OPTIONAL
}

UuMessageTransferSidelink-v17xx-IEs::=                SEQUENCE {
sl-PagingDelivery-v17xx    OCTET STRING (CONTAINING PagingRecord-v1700)  OPTIONAL,   -- Need N
    nonCriticalExtension                SEQUENCE {}                     OPTIONAL
}


-- TAG-UUMESSAGETRANSFERSIDELINK-STOP
-- ASN1STOP

	UuMessageTransferSidelink-IEs field descriptions

	sl-PagingDelivery
This field is used to transfer PagingRecord and PagingRecord-v1700 relevant to the L2 U2N Remote UE in RRC_IDLE or RRC_INACTIVE. L2 U2N Relay UE includes PagingRecord-v1700 if it receives paging cause for the L2 U2N Remote UE in paging message. Otherwise, it only includes PagingRecord.

	sl-SIB1-Delivery
This field is used to transfer SIB1 to the L2 U2N Remote UE in RRC_IDLE or RRC_INACTIVE.

	sl-SystemInformationDelivery
This field is used to transfer SIBs to the L2 U2N Remote UE in RRC_IDLE or RRC_INACTIVE.



<End of Change>

