

	
3GPP TSG-RAN2 Meeting #121-bis-e	R2-2302654
Online, , 17th Apr 2023 - 26th Apr 2023
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.300
	CR
	0630
	rev
	1
	Current version:
	17.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Corrections to 38.300 related to Section Scheduling and Timing

	
	

	Source to WG:
	THALES

	Source to TSG:
	

	
	

	Work item code:
	NR_NTN_solutions-Core
	
	Date:
	

	
	
	
	
	

	Category:
	D
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	 Change the Fig. 16.14.2.1-1 from bitmap format to editable format

	
	

	Summary of change:
	[bookmark: _GoBack]New format for the Fig. 16.14.2.1-1 and new symbols for UE and GW

	
	

	Consequences if not approved:
	Maintenance issue of the figure in the future

	
	

	Clauses affected:
	16.14.2.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc124536341]16.14.2.1	Scheduling and Timing
To accommodate the propagation delay in NTNs, several timing relationships are enhanced by a Common Timing Advance (Common TA) and two scheduling offsets  and  illustrated in Figure 16.14.2.1-1:
-	 is a configured offset that corresponds to the RTT between the Reference Point (RP) and the NTN payload.
-	 is a configured scheduling offset that need to be larger or equal to the sum of the service link RTT and the Common TA.
-	is a configured offset that need to be larger or equal to the RTT between the RP and the gNB.

===================================== CHANGE BEGIN==================================


Figure 16.14.2.1-1: Illustration of timing relationship
================================= END OF CHANGES ==================================
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