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1 Introduction
Referring to the WID [1], we discuss in this contribution the following aspects to support QoE measurements in RRC_IDLE and RRC_INACTIVE for MBS broadcast services:
1. How to determine qualified UEs for MBS broadcast QoE measurements
2. MBS broadcast QoE reporting for measurements which are collected in RRC_INACTIVE
3. AS layer buffer size for storing MBS broadcast QoE measurements
2 Discussion
2.1 Recap Rel-17 Provisioning of MBS broadcast services
With regards to the provisioning of MBS broadcast services in a cell of the MBS service area, the gNB broadcasts the following information as specified in RRC specification [2], see Figure 1 below: 

· The MBSBroadcastConfiguration message contains information about the broadcast services which are transmitted in the current cell and neighbouring cells.

· SIB20 in SystemInformation message contains information about the AS layer configuration for receiving MBS broadcast services.

· SIB21 in SystemInformation message contains information about the mapping between frequency and MBS broadcast services.

With the above broadcast information an MBS-capable UE in RRC_IDLE and RRC_INACTIVE that is receiving or interested to receive MBS broadcast services may perform cell re-reselection to the cells which provide these MBS broadcast services.

Furthermore, the UE may send the MBSInterestIndication message in RRC_CONNECTED to inform the gNB that the UE is receiving/interested to receive or no longer receiving/interested to receive MBS broadcast service(s). MBS Interest Indication information reporting is implicitly enabled/disabled by the presence of SIB21. The gNB may use this information to allow the UE to receive the MBS broadcast services the UE is interested in. 
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Figure 1: Signaling for provisioning of MBS broadcast services and 
indication of MBS broadcast services of interest
2.2 How to determine qualified UEs for MBS broadcast QoE measurements 
The following agreements were made with regards to the QoE configuration for MBS broadcast services:

RAN2#119-e meeting (Aug 2022):

· 2: The gNB can send the QoE configuration for MBS broadcast service to UE by RRC message in RRC_CONNECTED via dedicated signalling. The UE stores the configuration for QoE and performs the application layer measurement for MBS broadcast service. 

· FFS if configuration can be done in IDLE/INACTIVE states. 

· FFS how does gNB determine which UEs can be configured with MBS QoE measurements

RAN2#120 meeting (Nov 2022):

· 1: UE can be configured to do QoE measurements for MBS broadcast in all RRC states.

As a baseline, UE does not trigger RRC Resume – RRC Setup just for the sake of reporting QoE. FFS whether there are cases where we deviate from this baseline.

RAN2#121 meeting (Feb/Mar 2023):

· 1: Rel-18 QoE configuration can be provided to UE as in Rel-17 (RRCreconfiguration, RRCresume). 

· FFS if RRCRelease can be used – proponents should provide detailed proposals on what is in RRCRelease, why it is needed, how to handle RRCReconfiguration + RRCRelease together.

In view of above agreements, the question arises how the gNB can determine and select qualified UEs for MBS broadcast QoE measurements. This issue is originated from the fact that a user subscription to the broadcast service provider is not needed for the reception of broadcast service data. Furthermore, the UE does not perform a NAS joining procedure to indicate to the network that it wants to join a broadcast service.
One solution for the gNB to solve this issue is to use the MBSInterestIndication message that it receives from MBS-capable UEs in connected state. To our understanding the information received per MBSInterestIndication message is sufficient for the gNB to determine and select qualified UEs for MBS QoE measurements.
Furthermore, with regards to continuation of configured MBS broadcast QoE measurements when the UE is transferred to RRC_IDLE or RRC_INACTIVE we suggest to apply the Rel-17 principle that has been specified for RRC_INACTIVE. That means the UE keeps and continues the MBS broadcast QoE configurations in RRC_IDLE or RRC_INACTIVE which have not been explicitly released by the gNB per RRCRelease message.
Proposal 1: The gNB uses the MBSInterestIndication message to determine and select qualified UEs for MBS broadcast QoE measurements.
Proposal 2: The UE keeps and continues the MBS broadcast QoE configurations in RRC_IDLE or RRC_INACTIVE which have not been explicitly released by the gNB per RRCRelease message.
2.3 MBS broadcast QoE reporting for measurements which are collected in RRC_INACTIVE

In RAN2#119-e meeting (Aug 2022) the following agreements were made with regards to the QoE measurement collection for MBS services in RRC_IDLE/RRC_INACTIVE:

· 1: The baseline principles for QoE measurement collection for MBS services in RRC_INACTIVE and RRC_IDLE states are:

1)  
The UE is configured with IDLE/INACTIVE QoE via RRC.

2)
       The UE buffers the QoE reports generated while in RRC IDLE/INACTIVE state.

3)
        FFS if UE can setup/resume RRC connection just for QoE reporting, or whether the QoE reports are sent to the network when the UE moves to RRC CONNECTED state due to other reasons. 

· 3: When the UE moves to RRC_CONNECTED state, the UE sends the QoE measurements availability indication to the gNB.

· 4: For buffering of QoE reports generated in RRC IDLE/INACTIVE state, RAN2 should discuss at least the minimal memory size requirement. FFS if AS layer is responsible for storing the QoE reports (as in Rel-17).

The above agreements assume that a reporting of collected QoE measurements in RRC_INACTIVE is not possible, so that the UE has to buffer the QoE reports generated in RRC_INACTIVE. However, with the introduction of SDT in Rel-17 there is no compelling reason to always require the UE to move to RRC_CONNECTED for sending the collected QoE reports. That means if both UE and gNB support SDT then QoE measurement reporting can also be performed in RRC_INACTIVE during the SDT procedure. This would allow an efficient transmission of QoE measurements from the UE to the gNB in terms of signalling overhead.
Proposal 3: Support the option to send MBS broadcast QoE measurements which are collected in RRC_INACTIVE during SDT procedure.
2.4 AS layer buffer size for storing MBS broadcast QoE measurements 

Referring to previous discussions in RAN2 the UE buffers the QoE reports for MBS broadcast services in AS layer which were generated while in RRC_IDLE/RRC_INACTIVE state. However, based on the discussion in RAN2#121 meeting there is still an FFS on the minimum AS layer buffer size.

· FFS what the minimum AS layer buffer size (at least 64 kBytes, can consider whether larger value is used in UE capability discussions). 

Whether to consider values larger than 64 kBytes is difficult to answer yet since it depends on many factors such as:
1. What is the typical size of an MBS broadcast QoE measurement report? 

2. How long may a UE stay in RRC_IDLE/RRC_INACTIVE?

3. How long may a QMC session for MBS broadcast last in RRC_IDLE/RRC_INACTIVE?

4. How many MBS broadcast QoE measurements may a UE be configured with by the network for RRC_IDLE/RRC_INACTIVE? In theory, a UE may be configured for up to 16 MBS broadcast QoE measurements.

With regards to 1) SA4 indicated in Rel-17 in the context of the discussion on the pause/resume functionality the following values:
Reply LS in [3]:

Will pausing of QoE reporting during RAN overload effectively help the RAN, given that the average QoE load per application is <100 bits/sec?

Reply LS in [4]:

SA4 has evaluated one possible VR metric collection test, and with reporting every ten minutes the resulting zipped report container is then about 18 kB in size. Although that metrics can be configured in different ways, it illustrates that newer services can in some cases produce larger reports exceeding the existing size limits.

However, considering the fact that QoE metrics for MBS services have not been specified yet, it is difficult to determine a typical size of an MBS broadcast QoE measurement report. Just as an example, if we assume 16 QoE configurations for MBS broadcast in RRC_IDLE, a size of 18 kBytes for an MBS broadcast QoE measurement report with reporting every 10 minutes and the UE stays 1 hour in RRC_IDLE, then the UE will generate QoE reports of 1726 kBytes. In view of this example we propose:
Proposal 4: Start discussion on the factors to consider for selecting the minimum AS layer buffer size for storing MBS broadcast QoE measurements in RRC_IDLE/RRC_INACTIVE.

And in case RAN2 cannot reach consensus on the factors to consider for selecting the minimum AS layer buffer size then we propose to agree on 64 kBytes as minimum value. In this case it will be left to UE implementation to support larger sizes for storing MBS broadcast QoE measurements in RRC_IDLE/RRC_INACTIVE.

Proposal 5: Agree on 64 kBytes as minimum value if no consensus can be reached on the factors to consider for selecting the minimum AS layer buffer size.
3 Conclusion

In this contribution we have discussed some aspects to consider for the work on supporting QoE measurements in RRC_IDLE and RRC_INACTIVE for MBS broadcast services and made the following proposals:
Proposal 1: The gNB uses the MBSInterestIndication message to determine and select qualified UEs for MBS broadcast QoE measurements.
Proposal 2: The UE keeps and continues the MBS broadcast QoE configurations in RRC_IDLE or RRC_INACTIVE which have not been explicitly released by the gNB per RRCRelease message.

Proposal 3: Support the option to send MBS broadcast QoE measurements which are collected in RRC_INACTIVE during SDT procedure.
Proposal 4: Start discussion on the factors to consider for selecting the minimum AS layer buffer size for storing MBS broadcast QoE measurements in RRC_IDLE/RRC_INACTIVE.

Proposal 5: Agree on 64 kBytes as minimum value if no consensus can be reached on the factors to consider for selecting the minimum AS layer buffer size.
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