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	Reason for change:
	According to TS 38.331 clause 5.2.2.2, as captured, the system information change indication is not applicable to SI messages containing posSIBs: 
	A modification period is used, i.e. updated SI message (other than SI message for ETWS, CMAS and positioning assistance data) is broadcasted in the modification period following the one where SI change indication is transmitted. The modification period boundaries are defined by SFN values for which SFN mod m = 0, where m is the number of radio frames comprising the modification period. The modification period is configured by system information. The UE receives indications about SI modifications and/or PWS notifications using Short Message transmitted with P-RNTI over DCI (see clause 6.5). Repetitions of SI change indication may occur within preceding modification period. SI change indication is not applicable for SI messages containing posSIBs.



However, in Table 6.5-1 of clause 6.5, the indication of a BCCH modification is only not applicable to SI messages for ETWS and CMAS, i.e. SIB6~8. It can be interpretated as applicable for posSIB 

	
	

	[bookmark: _Hlk512248760]Summary of change:
	Add in the description for short message that the indication of a BCCH modification is not applicable to SI messages containing posSIBs.

Impact analysis
Impacted functionality:
BCCH modification
Inter-operability:
If the UE is implemented according to the CR while the network is not, the network may send a SI change indication for posSIB updates, but the UE would have different understaning when receiving the indication. 
If the network is implemented according to the CR while the UE is not, the network would not send the indication when the posSIB changes, but the UE would always attempt to update the stored positioning assistance information for each received indication of a BCCH modification.

	
	

	Consequences if not approved:
	The SI change indication is broadcasted for update in SI messages containing posSIBs, which is not aligned with the description in clause 5.2.2.2. 
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============================================== CHANGE BEGIN =======================================================
[bookmark: _Toc60777561][bookmark: _Toc131033621]6.5	Short Message
Short Messages can be transmitted on PDCCH using P-RNTI with or without associated Paging message using Short Message field in DCI format 1_0 (see TS 38.212 [17], clause 7.3.1.2.1).
Table 6.5-1 defines Short Messages. Bit 1 is the most significant bit.
Table 6.5-1: Short Messages
	Bit
	Short Message

	1
	systemInfoModification
If set to 1: indication of a BCCH modification other than SIB6, SIB7, and SIB8 and posSIB.

	2
	etwsAndCmasIndication
If set to 1: indication of an ETWS primary notification and/or an ETWS secondary notification and/or a CMAS notification.

	3
	stopPagingMonitoring
This bit can be used for only operation with shared spectrum channel access and if nrofPDCCH-MonitoringOccasionPerSSB-InPO is present.
If set to 1: indication that the UE may stop monitoring PDCCH occasion(s) for paging in this Paging Occasion as specified in TS 38.304 [20], clause 7.1.

	4 – 8
	Not used in this release of the specification, and shall be ignored by UE if received.



=============================================== END OF CHANGES =====================================================





