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==================================CHANGE BEGINS===================================
[bookmark: _Toc131064673]5.7.14	UE Positioning Assistance Information
[bookmark: _Toc131064674]5.7.14.1	General


Figure 5.7.14.1-1: UE Positioning Assistance Information procedure
The UE Positioning Assistance Information procedure is used by UE to report the UE Positioning Assistance Information. The UE reports the association between UL-SRS resources for positioning and the UE Tx TEG ID as defined in TS 38.305 [73].
[bookmark: _Toc131064675]5.7.14.2	Initiation
A UE capable of providing the association between UL SRS Resource for positioning and UE Tx TEG ID in RRC_CONNECTED may initiate the procedure upon being configured to provide this association information.
Upon initiation of the procedure, the UE shall:
1>	if periodicReporting is configured:
2>	initiate the configured period for periodic reporting. 
1>	initiate transmission of the UEPositioningAssistanceInfo message in accordance with 5.7.14.3 to provide the association.
[bookmark: _Toc131064676]5.7.14.3	Actions related to transmission of UEPositioningAssistanceInfo message
The UE shall set the contents of the UEPositioningAssistanceInfo message as follows:
1>	if ue-TxTEG-RequestUL-TDOA-Config in RRCReconfiguration message is configured with periodicReporting:
2>	for all the association changes store ue-TxTEG-Association corresponding to each ue-TxTEG-ID with nr-TimeStamp;
2>	include the results in ue-TxTEG-AssociationList in the UEPositioningAssistanceInfo message on expiry of each configured period;
2>	optionally include one ue-TxTEG-TimingErrorMarginValue for each UEPositioningAssistanceInfo message;
1>	else if ue-TxTEG-RequestUL-TDOA-Config in RRCReconfiguration message is configured with oneShot:
2>	identify the ue-TxTEG-Association corresponding to each ue-TxTEG-ID with nr-TimeStamp;
2>	include the results in ue-TxTEG-AssociationList in the UEPositioningAssistanceInfo message only one time;
2>	optionally include one ue-TxTEG-TimingErrorMarginValue for each UEPositioningAssistanceInfo message.
The UE shall submit the UEPositioningAssistanceInfo message to lower layers for transmission.
 ==================================END OF CHANGES==================================
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