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	Reason for change:
	Relay UE would send NotificationMessageSidelink to remote UE upon Uu-RLF and RRC Connection Failure. Upon Uu-RLF, relay UE would trigger RRC re-establishment. Upon RRC Connection Failure, relay UE would go to RRC_IDLE. Remote UE can decide to perform RRC reestablishment or release the unicast connection upon reception of the notificaion, since relay UE may have released the U2N relay configurations in such cases. As specified in 5.3.5.8, relay UE, not configured with DC, would go to RRC_IDLE or perfrom RRC re-establishment, upon reconfiguration failure. Therefore, relay UE shall also notify remote UE upon reconfiguration failure. The indicationType can be set to either relayUE-Uu-RLF or relayUE-Uu-RRC-Faliure. Otherwise, remote UE may connect to a relay UE, which had released the U2N relay configuration. Error may occur. 


	
	

	Summary of change:
	Relay UE can send NotificationMessageSidelink to remote UE upon reconfiguration failure. It’s up to relay UE’s implementation how to set indicationType if the UE initiates transmission of the NotificationMessageSidelink message due to reconfiguration failure
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Start of Change
[bookmark: _Toc124712943]5.8.9.10	Notification Message
[bookmark: _Toc124712944]5.8.9.10.1	General


Figure 5.8.9.8.1-1: Notification message in sidelink
[bookmark: _Toc83739906]This procedure is used by a U2N Relay UE to send notification to the connected U2N Remote UE.
[bookmark: _Toc124712945]5.8.9.10.2	Initiation
The U2N Relay UE may initiate the procedure when one of the following conditions is met:
1>	upon Uu RLF as specified in 5.3.10;
1>	upon reception of an RRCReconfiguration including the reconfigurationWithSync;
1>	upon cell reselection;
1>	upon L2 U2N Relay UE's RRC connection failure including RRC connection reject as specified in 5.3.3.5 and 5.3.13.10, and T300 expiry as specified in 5.3.3.7, and RRC resume failure as specified in 5.3.13.5;
NOTE: The U2N relay UE may initiate the procedure upon reconfiguration failure as specified in 5.3.5.8;
[bookmark: _Toc124712946]5.8.9.10.3	Actions related to transmission of NotificationMessageSidelink message
The U2N Relay UE shall set the indication type as follows:
1>	if the UE initiates transmission of the NotificationMessageSidelink message due to Uu RLF:
2>	set the indicationType as relayUE-Uu-RLF;
1>	else if the UE initiates transmission of the NotificationMessageSidelink message due to reconfiguration with sync:
2>	set the indicationType as relayUE-HO;
1>	else if the UE initiates transmission of the NotificationMessageSidelink message due to cell reselection:
2>	set the indicationType as relayUE-CellReselection;
1>	if the UE initiates transmission of the NotificationMessageSidelink message due to Uu RRC connection establishment/Resume failure:
2>	set the indicationType as relayUE-Uu-RRC-Failure;
1>	submit the NotificationMessageSidelink message to lower layers for transmission.
NOTE: it’s up to U2N Relay UE’s implementation to set indicationType if the UE initiates transmission of the NotificationMessageSidelink message due to reconfiguration failure.
End of Change
image1.wmf
R

e

m

o

t

e

 

U

E

R

e

l

a

y

 

U

E

N

o

t

i

f

i

c

a

t

i

o

n

M

e

s

s

a

g

e

S

i

d

e

l

i

n

k


oleObject1.bin

