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	Reason for change:
	In the field description of sl-TxPoolScheduling and sl-TxPoolSelectedNormal, it is stated that the resource in the pool is used for NR sidelink communication. Actually, the resource in the pool can also be applied to NR sidelink discovery.

	
	

	Summary of change:
	In subclause 6.3.5, in the filed description of sl-TxPoolScheduling and sl-TxPoolSelectedNormal, change "transmit NR sidelink communication" to "perform NR sidelink transmission“ in order to include the NR sidelink discovery.
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Impact analysis
Impacted functionality: 
Sidelink

Inter-operability: 
If network implements this CR but not the UE, there is no interoperability issue.
If UE implements this CR but not the network, there is no interoperability issue.

	
	

	Consequences if not approved:
	If the change is not approved, NR sidelink discovery message in not allowed to be transmitted in the common pool even if discovery dedicated resource pool is not configurated.
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The IE SL-BWP-PoolConfig is used to configure NR sidelink communication resource pool.
SL-BWP-PoolConfig information element
-- ASN1START
-- TAG-SL-BWP-POOLCONFIG-START

SL-BWP-PoolConfig-r16 ::=        SEQUENCE {
    sl-RxPool-r16                    SEQUENCE (SIZE (1..maxNrofRXPool-r16)) OF SL-ResourcePool-r16        OPTIONAL,    -- Cond HO
    sl-TxPoolSelectedNormal-r16      SL-TxPoolDedicated-r16                                               OPTIONAL,    -- Need M
    sl-TxPoolScheduling-r16          SL-TxPoolDedicated-r16                                               OPTIONAL,    -- Need N
    sl-TxPoolExceptional-r16         SL-ResourcePoolConfig-r16                                            OPTIONAL     -- Need M
}

SL-TxPoolDedicated-r16 ::=       SEQUENCE {
    sl-PoolToReleaseList-r16         SEQUENCE (SIZE (1..maxNrofTXPool-r16)) OF SL-ResourcePoolID-r16      OPTIONAL,    -- Need N
    sl-PoolToAddModList-r16          SEQUENCE (SIZE (1..maxNrofTXPool-r16)) OF SL-ResourcePoolConfig-r16  OPTIONAL     -- Need N
}

SL-ResourcePoolConfig-r16 ::=    SEQUENCE {
    sl-ResourcePoolID-r16            SL-ResourcePoolID-r16,
    sl-ResourcePool-r16              SL-ResourcePool-r16                                                  OPTIONAL    -- Need M
}

SL-ResourcePoolID-r16 ::=        INTEGER (1..maxNrofPoolID-r16)

-- TAG-SL-BWP-POOLCONFIG-STOP
-- ASN1STOP

	SL-BWP-PoolConfig field descriptions

	sl-RxPool
Indicates the receiving resource pool on the configured BWP. For the PSFCH related configuration, if configured, will be used for PSFCH transmission/reception. If the field is included, it replaces any previous list, i.e. all the entries of the list are replaced and each of the SL-ResourcePool entries is considered to be newly created.

	sl-TxPoolExceptional
Indicates the resources by which the UE is allowed to perform NR sidelink transmission in exceptional conditions on the configured BWP. For the PSFCH related configuration, if configured, will be used for PSFCH transmission/reception.

	sl-TxPoolScheduling
Indicates the resources by which the UE is allowed to perform NR sidelink transmissiontransmit NR sidelink communication based on network scheduling on the configured BWP. For the PSFCH related configuration, if configured, will be used for PSFCH transmission/reception.

	sl-TxPoolSelectedNormal
Indicates the resources by which the UE is allowed to perform NR sidelink transmissiontransmit NR sidelink communication by UE autonomous resource selection on the configured BWP. For the PSFCH related configuration, if configured, will be used for PSFCH transmission/reception.
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