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	Reason for change:
	According to current RRC spec in clause 5.8.9.3, when the L2 U2N Remote UE or the L2 U2N Remote UE detects SL RLF for a specific destination, it will perform PC5 RLC channel release of this destination, which is highlighted as below:
	5.8.9.3	Sidelink radio link failure related actions
The UE shall:
1>	upon indication from sidelink RLC entity that the maximum number of retransmissions for a specific destination has been reached; or
1>	upon T400 expiry for a specific destination; or
1>	upon indication from MAC entity that the maximum number of consecutive HARQ DTX for a specific destination has been reached; or
1>	upon integrity check failure indication from sidelink PDCP entity concerning SL-SRB2 or SL-SRB3 for a specific destination:
2>	consider sidelink radio link failure to be detected for this destination;
2>	release the DRBs of this destination, according to clause 5.8.9.1a.1;
2>	release the SRBs of this destination, according to clause 5.8.9.1a.3;
2>	release the PC5 Relay RLC channels of this destination if configured, in according to clause 5.8.9.7.1;



However, in clause 5.8.9.7.1, the current if-condition is not specified for SL RLF case and the UE cannot execute the PC5 RLC channel release due to SL RLF as a consequence.
Therefore, the corresponding PC5 RLC channel release trigger due to SL RLF needs to be added in clause 5.8.9.7.1.


	
	

	Summary of change:
	In clause 5.8.9.7.1., add the PC5 RLC channel release trigger due to SL RLF.

Impact analysis
Impacted 5G architecture options:
NR SA 

Impacted functionality
NR Sidelink based L2 U2N Relay

Inter-operability: 
If the UE implements the CR but not the network, there is no inter-operability issue.
If the network implements the CR but not the UE, there is no inter-operability issue.
If one UE implements the CR but not the other UE, there is no inter-operability issue.

	
	

	Consequences if not approved:
	Misaligned UE behaviour on the PC5 RLC channel release trigger due to SL RLF across different clauses in RRC spec.
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	START OF CHANGE


5.8.9.7	PC5 Relay RLC channel management for L2 U2N relay
5.8.9.7.1	PC5 Relay RLC channel release
The UE shall:
1>	if the PC5 Relay RLC channel release was triggered after the reception of the RRCReconfigurationSidelink message; or
1>	after receiving the RRCReconfigurationCompleteSidelink message, if the PC5 Relay RLC channel release was triggered due to the configuration received within the sl-ConfigDedicatedNR:
2>	for each SL-RLC-ChannelID in sl-RLC-ChannelToReleaseList received in sl-ConfigDedicatedNR within RRCReconfiguration or for each SL-RLC-ChannelID included in the received sl-RLC-ChannelToReleaseListPC5 that is part of the current UE sidelink configuration:
3>	release the RLC entity and the corresponding logical channel associated with the SL-RLC-ChannelID;
1>	if the PC5 Relay RLC channel release was triggered for a specific destination by upper layers as specified in 5.8.9.5 or due to sidelink RLF as specified in 5.8.9.3:
[bookmark: _GoBack]2>	release the RLC entity and the corresponding logical channel associated with the SL-RLC-ChannelID of the specific destination;
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