[bookmark: _Toc131064448][bookmark: _Toc60776684][bookmark: _Toc131064315]3GPP TSG-RAN WG2 Meeting #121bis-e	R2-2303679
[bookmark: _Hlk124761912]Electronical meeting, 17th – 26th April 2023
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.331
	CR
	4022
	rev
	-
	Current version:
	17.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Correction CR for QoE measurements in NR

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	R2

	
	

	Work item code:
	NR_QoE-Core
	
	Date:
	2023-04-06

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	The naming of MeasurementReportAppLayer and “application layer measurement report containers” in the reporting suspend procedure is inconsistent, which may lead to confusion that MeasurementReportAppLayer messages are not sent when pauseReporting is set to true. However, the MeasurementReportAppLayer messages can still be sent, but contain only RVQoE measurement results and session start/stop indications, as only the transmission of QoE report container is stopped when the reporting is paused. Similarly, for the reporting resume procedure, it reads as if the QoE container is to be sent to the lower layers without generating a MeasurementReportAppLayer message first.

	
	

	Summary of change:
	Clarification in the procedural text that upon suspended reporting, application layer measurement containers, measReportAppLayerContainer, are suspended from being set in the MeasurementReportAppLayer messages. Clarification for the reporting resume procedure, that measReportAppLayerContainer setting is resumed in the MeasurementReportAppLayer messages.
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Beginning of changes

5.3.5.13d	Application layer measurement configuration
The UE shall:
1>	if measConfigAppLayerToReleaseList is included in appLayerMeasConfig within RRCReconfiguration or RRCResume:
2>	for each measConfigAppLayerId value included in the measConfigAppLayerToReleaseList:
3>	forward the measConfigAppLayerId and inform upper layers about the release of the application layer measurement configuration including any RAN visible application layer measurement configuration;
3>	discard any application layer measurement report received from upper layers;
3>	consider itself not to be configured to send application layer measurement report for the measConfigAppLayerId.
1>	if measConfigAppLayerToAddModList is included in appLayerMeasConfig within RRCReconfiguration or RRCResume:
2>	for each measConfigAppLayerId value included in the measConfigAppLayerToAddModList:
3>	if measConfigAppLayerContainer is included for the corresponding MeasConfigAppLayer configuration:
4>	forward the measConfigAppLayerContainer, the measConfigAppLayerId and the serviceType to upper layers considering the serviceType;
3>	consider itself to be configured to send application layer measurement report for the measConfigAppLayerId in accordance with 5.7.16;
3>	forward the transmissionOfSessionStartStop, if configured, and measConfigAppLayerId to upper layers considering the serviceType;
3>	if ran-VisibleParameters is set to setup and the parameters have been received:
4>	forward the measConfigAppLayerId, the ran-VisiblePeriodicity, if configured, the numberOfBufferLevelEntries, if configured, and the reportPlayoutDelayForMediaStartup, if configured, to upper layers considering the serviceType;
3>	else if ran-VisibleParameters is set to release:
4>	forward the measConfigAppLayerId and inform upper layers about the release of the RAN visible application layer measurement configuration;
3>	if pauseReporting is set to true:
4>	if at least one segment, but not all segments, of a segmented MeasurementReportAppLayer message containing an application layer measurement report associated with the measConfigAppLayerId has been submitted to lower layers for transmission:
5>	submit the remaining segments of the MeasurementReportAppLayer message to lower layers for transmission;
4>	suspend submitting application layer measurement report containers to lower layers for the application layer measurement configuration associated with the measConfigAppLayerId;
4> for the application layer measurement configuration associated with the measConfigAppLayerId suspend setting the measReportAppLayerContainer in the MeasurementReportAppLayer messages that are submitted to lower layers for transmission;
4>	store any previously or subsequently received application layer measurement report containers associated with the measConfigAppLayerId for which no segment, or full message, has been submitted to lower layers for transmission;
3>	else if pauseReporting is set to false and if transmission of application layer measurement report containers has previously been suspended for the application layer measurement configuration associated with the measConfigAppLayerId:
4>	submit stored application layer measurement report containers to lower layers, if any, for the application layer measurements configuration associated with the measConfigAppLayerId;
4>	resume submitting application layer measurement report containers to lower layers for the application layer measurement configuration associated with the measConfigAppLayerId;
4> for the application layer measurement configuration associated with the measConfigAppLayerId, resume setting the measReportAppLayerContainer in the MeasurementReportAppLayer messages that are submitted to lower layers for transmission;
NOTE 1:	The UE may discard reports when the memory reserved for storing application layer measurement reports becomes full.
NOTE 2:	The transmission of RAN visible application layer measurement reports and appLayerSessionStatus is not paused when pauseReporting is set to true.
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