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1. Introduction 
In the last meeting, the following agreements were achieved on SPR [1]. This paper further provides views on SPR related open issues
Agreement

1: UE includes available location information in SPR .

2: UE stores SPR at most 48 hours after the last successful PSCell addition/PSCell change report is stored at UE if not fetched. 

3:  At least the following options are needed for releasing  SPR report:

a. New SPR is initiated

b. Upon retrieval of SPR

c. Detach is initiated.

4:  In SPR, reuse CHO candidate cell flag to indicate whether a neighbor cell is CPAC candidate cell or not.

2. Discussion
2.3 SPR contents
In [2], there is following proposal 15 that RAN2 to further discuss if any other parameters are need for SPR. We think parameters highlighted as below are needed, since both MN and SN could configure SPR to UE, in order to support that SPR can be retrieved by an appropriate node (MN or SN) i.e. to assist MN to know whether it is necessary to forward the received SPR to SN, we think it is also necessary to include an indication show PSCell change/addition type i.e. PSCell addition, MN-initiated PSCell change or SN-initiated PSCell change.

----Excerpted from [2] ------
Proposal 15:  RAN2 further discuss if any of below parameters is needed for SPR:
a. PSCell change/addition type, i.e., PSCell addition, MN-initiated PSCell change or SN-initiated PSCell change (2)
b. PCell information, ffs if conditional included, ffs conditions (3)
c. RA information,ffs if conditional included, ffs conditions (2)
d. User plane interruption time measurements on a per cell group type (1)
e. Time between SPR generation at the UE and fetching by the network.(1)
f. Indication whether SN or MN initiated (1)
	Content
	Support
	Comments

	CPAC candidate cell
	CATT/vivo
	CATT/vivo/Xiaomi/ZTE/Sharp: reuse CHO candidate cell flag
Lenovo/ss/Huawei: New flag

	location information, if available
	CATT/vivo/Lenovo/Xiaomi/ZTE/Ericsson/sharp/Huawei
	

	An indication to indicate the type of PSCell addition/change, 
	Vivo/sharp
	Vivo: i.e., PSCell addition, MN-initiated PSCell change or SN-initiated PSCell change

	RA information
	Xiaomi/Ericsson
	Xiaomi:Random access related information is not included when SPR is triggered by T310/T312
Ericsson: if SPR is triggered due to consistent LBT failure

	User plane interruption time measurements on a per cell group type
	Nokia
	

	Time between SPR generation at the UE and fetching by the network.
	Ericsson
	

	LBT related information and measurements when operating in NR-U
	Ericsson
	

	PCell information
	Sharp/Huawei/vivo
	Huawei: in case of PSCell addition and MN-initiated PSCell change.


	Indication whether SN or MN initiated 
	NTT Docomo
	


-------------

Proposal1: Introduce an indication show PSCell change/addition type, i.e., PSCell addition, MN-initiated PSCell change or SN-initiated PSCell change
3. Conclusion 

Based on the discussion in the previous sections, we made the following proposals:
Proposal1: Introduce an indication show PSCell change/addition type, i.e., PSCell addition, MN-initiated PSCell change or SN-initiated PSCell change.
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