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	Reason for change:
	According to the RAN1’s feature list (11-2d), there are some restriction for the parameters setting of the pdcch-BlindDetectionMCG-UE-r16, the pdcch-BlindDetectionSCG-UE-r16 and the pdcch-BlindDetectionCA-r16. Furthermore, these capabilities are only for the “NR-DC”. However such kind of restriction are not described in the current spec.

-----Restriction in the RAN1’s feature list is as below- --------------------------
If the UE reports pdcch-BlindDetectionCA-r16,
-	Candidate values for pdcch-BlindDetectionMCG-UE-r16 is 1 to pdcch-BlindDetectionCA-r16-1
-	Candidate values for pdcch-BlindDetectionSCG-UE-r16 is 1 to pdcch-BlindDetectionCA-r16-1
-	-	pdcch-BlindDetectionMCG-UE-r16 + pdcch-BlindDetectionSCG-UE-r16 >= pdcch-BlindDetectionCA-r16
Otherwise, if N_(NR-DC,max,r16)^(DL,cells) is a maximum total number of downlink cells for which the UE is provided monitoringCapabilityConfig-r16 = r16monitoringcapability and the UE is configured on both the MCG and the SCG for NR-DC as indicated in UE-NR-Capability
-	the value of pdcch-BlindDetectionMCG-UE-r16 or of pdcch-BlindDetectionSCG-UE-r16 is 1,
-	pdcch-BlindDetectionMCG-UE-r16 + pdcch-BlindDetectionSCG-UE-r16 >= N_(NR-DC,max,r16)^(DL,cells)

	
	

	Summary of change:
	Add “as specified in clause 10 in TS 38.213 [11] for the NR-DC” to indicate the restriction among the pdcch-BlindDetectionMCG-UE-r16, the pdcch-BlindDetectionSCG-UE-r16 and the pdcch-BlindDetectionCA-r16.
Impact analysis
Impacted 5G architecture options:
 NR-DC
 Impacted functionality:
PDCCH Blind Detection
Inter-operability: 
[bookmark: _GoBack]If the Network is implemented according to the CR but the UE is not, the UE may report the capability that beyond the restriction defined in the 38213, which may lead to unsuccessful PDCCH blind detection.
If the UE is implemented according to the CR but the network is not, three is no inter-operability issue.

	
	

	Consequences if not approved:
	 The UE may report the capability that beyond the restriction defined in the 38213, which may lead to unsuccessful PDCCH blind detection.
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	[bookmark: OLE_LINK1]pdcch-BlindDetectionMCG-UE-r16, pdcch-BlindDetectionSCG-UE-r16
This field indicates the number of blind detections supported for MCG and SCG, respectively as specified in clause 10 in TS 38.213 [11] for the NR-DC. UE shall report the fields for MCG and for SCG together if supported.

If a UE supports pdcch-MonitoringCA-r16 or pdcch-MonitoringCA-NonAlighedSpan-r16, then the capability defined by pdcch-MonitoringCA-r16 or pdcch-MonitoringCA-NonAlighedSpan-r16 is applied to the feature as defined in clause 10 in TS 38.213 [11].
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