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[bookmark: _Toc60777521][bookmark: _Toc100930454]6.3.5	Sidelink information elements
<irrelevant text removed>
[bookmark: _Toc76423521][bookmark: _Toc131064967][bookmark: _Toc131065341]–	DRX-ConfigSL
The IE DRX-ConfigSL is used to configure additional DRX parameters for the UE performing sidelink operation with resource allocation mode 1, as specified in TS 38.321 [3].
DRX-ConfigSL information element
-- ASN1START
-- TAG-DRX-CONFIGSL-START

DRX-ConfigSL-r17 ::=            SEQUENCE {
    drx-HARQ-RTT-TimerSL-r17        INTEGER (0..56),
    drx-RetransmissionTimerSL-r17   ENUMERATED {sl0, sl1, sl2, sl4, sl6, sl8, sl16, sl24, sl33, sl40, sl64, sl80, sl96, sl112, sl128,
                                                sl160, sl320, spare15, spare14, spare13, spare12, spare11, spare10, spare9, spare8,
                                                spare7, spare6, spare5, spare4, spare3, spare2, spare1}
}

-- TAG-DRX-CONFIGSL-STOP
-- ASN1STOP

	DRX-ConfigSL field descriptions

	drx-HARQ-RTT-TimerSL
For configured type1, value in number of symbols of PDCCH on the activated BWP of PCell. For other cases,Vvalue in number of symbols of the BWP where the PDCCH was transmitted. Value 0 is used in case sl-PUCCH-Config is not configured and the corresponding resource pool is not configured with PSFCH.

	drx-RetransmissionTimerSL
For configured type1, value in number of slot of PDCCH on the activated BWP of PCell. For other cases,Vvalue in number of slot lengths of the BWP where the PDCCH was transmitted. sl0 corresponds to 0 slots, sl1 corresponds to 1 slot, sl2 corresponds to 2 slots, and so on.
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