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Introduction
In RAN#94-e the SID for Network-Controlled Repeaters was agreed [1] and the latest WID updates were approved in RAN#98-e [2]. The updated objectives of the WID are the following: 
	The objectives of NR NCR WI follow the recommendations defined in TR 38.867 and will focus on scenarios and assumption listed below:
· Network-controlled repeaters are inband RF repeaters used for extension of network coverage on FR1 and FR2 bands based on the NCR model in TR38.867
· For only single hop stationary network-controlled repeaters
· The NCR is transparent to the UE.
· Network-controlled repeater can maintain the gNB-repeater link and repeater-UE link simultaneously
With these considerations, NR NCR supports the following features:

Specify the signalling and behavior of the following side control information for controlling the NCR-Fwd [RAN1, RAN2]
· Beamforming
· UL-DL TDD operation
· ON-OFF information
Specify control plane signalling and procedures [RAN2, RAN1]
· The configuration of signalling for side control information indication
· [bookmark: _GoBack]NOTE: Down-selection of solutions in section 7.2 of TR 38.867 is needed
Specify the solution of network-controlled repeater management (i.e., the identification and authorization/validation of NCR) [RAN3, RAN2]
· NOTE: Down-selection of solutions in section 8 of TR 38.867 is needed taking into account the feedback of other working groups (i.e., SA3 and SA5). From a security point of view, the feasibility of NCR validation procedure in solution 1 and the feasibility of solution 2 will be decided by SA3.The selected solution shall provide inter-vendor interoperability.

Study the RRM functions to be supported and specify the RRM requirements of NCR-MT if necessary [RAN2, RAN4]
Study and specify the RF and EMC requirements of NCR if necessary [RAN4]
Note: The existing requirements defined in RAN4 can be reused if applicable.
Note: The work in RAN4 for beam related is expected to start on FR2 first.



In this contribution we discuss some additional aspects on how an NCR operates in the network as well as Stage 2 aspects. 
Discussion
In this contribution we discuss how to enable a NCR to have consistent behaviour for the UE to operate in RRC idle mode. 
RRC idle-related considerations
NCR-Fwd operation in RRC idle
Last meeting there were discussions on 1) whether an NCR should be able to operate while the NCR-MT is in RRC idle and 2) how the NCR-MT remains reachable while in RRC idle. For RRC inactive, the following agreement was taken: 
· The NCR-FWD is switched OFF if the NCR-MT in RRC_INACTIVE state reselects a different cell than the last serving cell on which side control configuration was received.
For operating in RRC idle, we believe that this is important for two reasons. We believe that the most common way to operate the Network-Controlled Repeater would be that the NCR-Fwd is always ON but configured very seldom. With the current agreements, this means that there are two options: 1) the NCR-MT is kept in RRC connected mode, 2) NCR-MT is kept in RRC inactive. For the main use case, keeping NCR-MT in RRC inactive would be the most useful option. For this option, there are some implementation hurdles. This is RRC inactive was agreed to be optional for NCR-MT, but also that using RRC inactive is also optional for a network to use. In order to keep NCR simple both for implementing the NCR but also the donor gNB/network implementation, we believe that it should be possible for an NCR device to be able to operate in RRC idle. 
Proposal 1: NCR-Fwd can operate in RRC idle according to the configuration received in RRC connected mode, same as in RRC inactive.
One argument that was raised during the e-mail discussion [[Post121][703][NCR] RRC Running CR for NCR (ZTE),] against operating NCR-Fwd in RRC idle is that when a UE is released to RRC idle, the UE inactive AS context is released, and the gNB will also release the UE context. 
Firstly, the UE inactive AS context is specific to RRC inactive, and the RRC clause that states that it should be removed is related to the case when a UE is unexpectedly moved to RRC idle, thus it does not apply to this. 
Observation 1: The UE inactive AS context is only used when operating in RRC inactive, thus not relevant to the case of operating in RRC idle.   
However, there is a point in that certain configurations are released when sent to RRC idle. This can be seen here:
--------------- 38.331 V17.4.0 ---------------
5.3.11		UE actions upon going to RRC_IDLE
The UE shall:
1>	reset MAC;
1>	set the variable pendingRNA-Update to false, if that is set to true;
<OMITTED>
1>	release all radio resources, including release of the RLC entity, the BAP entity, the MAC configuration and the associated PDCP entity and SDAP for all established RBs (except for broadcast MRBs), BH RLC channels, Uu Relay RLC channels, PC5 Relay RLC channels and SRAP entity;
1>	indicate the release of the RRC connection to upper layers together with the release cause;
1>	inform upper layers about the release of all application layer measurement configurations;
1>	discard any application layer measurement reports which were not yet submitted to lower layers for transmission;
--------------- 38.331 V17.4.0 ---------------
However, as the details of the application of the NCR configurations and the NCR-MT and NCR-Fwd interactions are largely up to NCR implementation, we believe that stopping the NCR-MT from releasing the NCR-Fwd can be managed. 
Proposal 2: If NCR-MT is released to RRC idle with NCR-Fwd operating, the NCR-Fwd configuration is not released.
If proposal 5 is agreed, the question is whether there are any specification impacts. In the excerpt above, it is stated that all radio resources are released, which include a number of configurations such as BAP entity, Relay RLC channels and SRAP entity. In our understanding, if the current text is interpreted for an NCR-Fwd, the NCR-Fwd configuration will not be released, but there could be a need to be explicit about NCR-Fwd configuration not being released. Thus we believe that this can be clarified. 
Proposal 3: If proposal 2 is agreed, the NCR-Fwd can be maintained in RRC idle with TP in section 6.1.
Also, there was a comment during the e-mail discussion that a donor gNB will also drop the UE context. However, we believe that a donor gNB can still be implemented to not drop the NCR-Fwd configuration. 
Proposal 4: Donor gNB will not drop the NCR-Fwd configuration by network implementation when NCR is released to RRC idle. No specification impact.
Wakeup-timer
Regardless of whether an NCR-MT can operate in RRC idle or not, according the agreement in last meeting, the NCR-MT needs to be able to be released to RRC idle. This is needed for a number of network-operation reasons, such the case where an gNB is down for maintenance or similar. Thus the question is how the NCR-MT remains reachable in RRC idle. The method that is mainly discussed is to use a so-called wakeup timer whereby an NCR-MT wakes up regularly. This is a rather crude method, but a workable one, since the important part is that the UE remains reachable. 
During the e-mail discussion, there were two alternatives discussed to realize this wakeup timer: 
1) OAM solution, where the wakeup timer is configured via OAM, 
2) the wakeup timer is configured via RRC Release
While the OAM solution could in theory be used, there are some technical issues with it. The main issue is that while the OAM may configure the wakeup timer, the gNB may not be aware of when the OAM has configured the timer. This means that there is a risk that an NCR is released when the OAM has yet to configure or update the wakeup timer. 
Observation 2: If configured via OAM, the donor gNB may not know when the wakeup timer has been (re-)configured, leading to the problem the donor gNB not being aware of when the NCR-MT may be released or not. Solving this issue requires extra implementation considerations.   
Another argument that was mentioned was that OAM is preferred because setting the RRC wakeup timer might not be easy since it is a tradeoff between reachability and overhead of waking up. However, this issue exists for both the OAM and the solution of providing the wakeup timer via RRC Release. 
Observation 3: If using RRC or OAM to configure wakeup timer, it will still have same tradeoff between reachability and overhead.   
Given the above, we think that the solution to this problem is that the wakeup timer is configured via RRC Release. 
Proposal 5: Wakeup timer is configured via RRC Release.
To highlight how this wakeup timer can be implemented, we introduced a CR in Section 6.3. 
Proposal 6: Adopt the TP in Section 6.2.

Idle/inactive mode operation under special circumstances
In the last meeting the following was agreed: 
Agreements:
	· The NCR-FWD is switched OFF if the NCR-MT in RRC_INACTIVE state reselects a different cell than the last serving cell on which side control configuration was received.
· After cell reselection, the NCR-MT to resume so that it can receive side-control configuration from the new gNB (can be done by network configuration using existing specifications). The case when a NCR-MT goes to an acceptable cell and comes back and the case when no cell found are FFS. 



From the above there is one case to be addressed: 
NCR-MT founds no cell. In this case the NCR-MT cannot camp on any cell. Firstly, based on the first agreement, it should be clear that the NCR should not be performing any forwarding. In fact the NCR should not perform any forwarding if no suitable cell is found during cell reselection. During the e-mail discussion, it was mentioned that the current agreement that reads “if the NCR-MT … reselects a different cell than the last serving cell” would cover the case where the UE selects an acceptable cell. However, if no suitable cell is found due to no cells detected, not even acceptable cell, according to this logic the NCR-Fwd will remain ON. Thus we think that it is necessary to be explicit regarding NCR-Fwd being OFF if no suitable cell is found. To this end, we also have a TP in Section 7.1. 
Proposal 7: NCR-Fwd should be OFF if no suitable cell has been found in RRC inactive.
Proposal 8: Adopt the TP in Section 7.1.
Stage 2
In [PostRAN#121][NCR][701] Stage 2 Running CR for NCR there were discussions on general text procedures and definitions. While these items are expected to continue to be discussed, there are several other issues that should be addressed. These are as in the table below: 
	Topic (Section)
	Description
	Essential for Stage 2

	Access Control (Section 7.1)
	For IAB there have been text introduced to indicate that Unified Access Control does not apply to IAB-MT. We believe that this can also be reflected for NCR-MT.
	Yes

	UE Identities (Section 8.1)
	In 38.300 Section 8.1, the identities related to a UE are included. These include all of the RNTIs that the UE can assume if configured. Since RAN1 has introduced a new RNTI for the signalling of side control information . Thus Stage 2 needs to include the this new RNTI and corresponding description.  
	Yes

	Idle mode cell selection (Section 9.2.1.1)
	There is text on IAB-MT operation for cell selection procedure that can be used for NCR-MT as the procedures are similar. 
	No (but nice to have as they are introduced for IAB)

	Establishing DRB (Section 12.1)
	As DRB support is optional for an NCR-MT as it is in IAB, there are text that can be beneficial to be added under section 12.1 that describes that an NG-RAN will establish at least one DRB with a UE.
	No (but nice to have as they are introduced for IAB)



Proposal 9: Adopt Stage 2 description on NCR RNTI, access control, idle mode cell selection and establishing DRB as in Section 8. 
Conclusion
In this contribution we discussed issues related to NCR RRC states and procedures. 
Observation 1: The UE inactive AS context is only used when operating in RRC inactive, thus not relevant to the case of operating in RRC idle.   
Observation 2: If configured via OAM, the donor gNB may not know when the wakeup timer has been (re-)configured, leading to the problem the donor gNB not being aware of when the NCR-MT may be released or not. Solving this issue requires extra implementation considerations.   
Observation 3: If using RRC or OAM to configure wakeup timer, it will still have same tradeoff between reachability and overhead.   

Proposal 1: NCR-Fwd can operate in RRC idle according to the configuration received in RRC connected mode, same as in RRC inactive.
Proposal 2: If NCR-MT is released to RRC idle with NCR-Fwd operating, the NCR-Fwd configuration is not released.
Proposal 3: If proposal 2 is agreed, the NCR-Fwd can be maintained in RRC idle with TP in section 6.1.
Proposal 4: Donor gNB will not drop the NCR-Fwd configuration by network implementation when NCR is released to RRC idle. No specification impact.
Proposal 5: Wakeup timer is configured via RRC Release.
Proposal 6: Adopt the TP in Section 6.2.
Proposal 7: NCR-Fwd should be OFF if no suitable cell has been found in RRC inactive.
Proposal 8: Adopt the TP in Section 7.1.
Proposal 9: Adopt Stage 2 description on NCR RNTI, access control, idle mode cell selection and establishing DRB as in Section 8. 
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RRC TPs

Maintaining NCR-Fwd config when going to RRC idle

---------------------------- 38.331 V17.4.0 TP ----------------------------
5.3.11	UE actions upon going to RRC_IDLE
The UE shall:
1>	reset MAC;
1>	set the variable pendingRNA-Update to false, if that is set to true;
1>	if going to RRC_IDLE was triggered by reception of the RRCRelease message including a waitTime:
2>	if T302 is running:
3>	stop timer T302;
2>	start timer T302 with the value set to the waitTime;
2>	inform upper layers that access barring is applicable for all access categories except categories '0' and '2'.
1>	else:
2>	if T302 is running:
3>	stop timer T302;
3>	perform the actions as specified in 5.3.14.4;
1>	if T390 is running:
2>	stop timer T390 for all access categories;
2>	perform the actions as specified in 5.3.14.4;
1>	if the UE is leaving RRC_INACTIVE:
2>	if going to RRC_IDLE was not triggered by reception of the RRCRelease message:
3>	if stored, discard the cell reselection priority information provided by the cellReselectionPriorities;
3>	stop the timer T320, if running;
2>	if T319a is running:
3>	stop timer T319a;
3>	consider SDT procedure is not ongoing;
1>	stop all timers that are running except T302, T320, T325, T330, T331, T400 and T430;
1>	discard the UE Inactive AS context, if any;
1>	release the suspendConfig, if configured;
1>	remove all the entries within the MCG and the SCG VarConditionalReconfig, if any;
1>	for each measId, if the associated reportConfig has a reportType set to condTriggerConfig:
2>	for the associated reportConfigId:
3>	remove the entry with the matching reportConfigId from the reportConfigList within the VarMeasConfig;
2>	if the associated measObjectId is only associated to a reportConfig with reportType set to condTriggerConfig:
3>	remove the entry with the matching measObjectId from the measObjectList within the VarMeasConfig;
2>	remove the entry with the matching measId from the measIdList within the VarMeasConfig;
1>	discard the KgNB key, the S-KgNB key, the S-KeNB key, the KRRCenc key, the KRRCint key, the KUPint key and the KUPenc key, if any;
1>	release all radio resources, including release of the RLC entity, the BAP entity, the MAC configuration and the associated PDCP entity and SDAP for all established RBs (except for broadcast MRBs), BH RLC channels, Uu Relay RLC channels, PC5 Relay RLC channels and SRAP entity;, except for the following:
	- 	NCR-FwdConfig, if configured;
1>	indicate the release of the RRC connection to upper layers together with the release cause;
1>	inform upper layers about the release of all application layer measurement configurations;
1>	discard any application layer measurement reports which were not yet submitted to lower layers for transmission;
1>	discard any segments of segmented RRC messages stored according to 5.7.6.3;
---------------------------- 38.331 V17.4.0 TP ----------------------------

Wake-up timer

---------------------------- 38.331 V17.4.0 TP ----------------------------
[bookmark: _Toc131064382]5.3.3	RRC connection establishment
[bookmark: _Toc60776744][bookmark: _Toc131064383]5.3.3.1	General


Figure 5.3.3.1-1: RRC connection establishment, successful


Figure 5.3.3.1-2: RRC connection establishment, network reject
The purpose of this procedure is to establish an RRC connection. RRC connection establishment involves SRB1 establishment. The procedure is also used to transfer the initial NAS dedicated information/ message from the UE to the network.
The network applies the procedure e.g.as follows:
-	When establishing an RRC connection;
-	When UE is resuming or re-establishing an RRC connection, and the network is not able to retrieve or verify the UE context. In this case, UE receives RRCSetup and responds with RRCSetupComplete.
[bookmark: _Toc60776745][bookmark: _Toc131064384]5.3.3.1a	Conditions for establishing RRC Connection for NR sidelink communication/discovery/V2X sidelink communication
For NR sidelink communication/discovery, an RRC connection establishment is initiated only in the following cases:
1>	if configured by upper layers to transmit NR sidelink communication/discovery and related data is available for transmission:
2>	if the frequency on which the UE is configured to transmit NR sidelink communication is included in sl-FreqInfoList within SIB12 provided by the cell on which the UE camps; and if the valid version of SIB12 does not include sl-TxPoolSelectedNormal for the concerned frequency; or
2>	if the frequency on which the UE is configured to transmit NR sidelink discovery is included in sl-FreqInfoList within SIB12 provided by the cell on which the UE camps; and if the valid version of SIB12 includes neither sl-DiscTxPoolSelected nor sl-TxPoolSelectedNormal for the concerned frequency;
For L2 U2N Relay UE in RRC_IDLE, an RRC connection establishment is initiated in the following cases:
1>	if any message is received from a L2 U2N Remote UE via SL-RLC0 as specified in 9.1.1.4 or SL-RLC1 as specified in 9.2.4;
For V2X sidelink communication, an RRC connection is initiated only when the conditions specified for V2X sidelink communication in clause 5.3.3.1a of TS 36.331 [10] are met.
NOTE:	Upper layers initiate an RRC connection (except if the RRC connection is initiated at the L2 U2N Relay UE upon reception of a message from a L2 U2N Remote UE via SL-RLC0 or SL-RLC1). The interaction with NAS is left to UE implementation.
[bookmark: _Toc60776746][bookmark: _Toc131064385]5.3.3.2	Initiation
The UE initiates the procedure when upper layers request establishment of an RRC connection while the UE is in RRC_IDLE and it has acquired essential system information, or for sidelink communication as specified in clause 5.3.3.1a or for NCR-MT when triggered by T4xx.
The UE shall ensure having valid and up to date essential system information as specified in clause 5.2.2.2 before initiating this procedure.
Upon initiation of the procedure, the UE shall:
1>	if the upper layers provide an Access Category and one or more Access Identities upon requesting establishment of an RRC connection:
2>	perform the unified access control procedure as specified in 5.3.14 using the Access Category and Access Identities provided by upper layers;
3>	if the access attempt is barred, the procedure ends;
1>	if the upper layers provide NSAG information and one or more S-NSSAI(s) triggering the access attempt (TS 23.501 [32] and TS 24.501 [23]):
2>	apply the NSAG with highest NSAG priority among the NSAGs that are included in SIB1 (i.e., in FeatureCombination and in RA-PrioritizationSliceInfo), and that are associated with the S-NSSAI(s) triggering the access attempt, in the Random Access procedure (TS 38.321 [3], clause 5.1);
1>	if the UE is acting as L2 U2N Remote UE:
2>	establish a SRAP entity as specified in TS 38.351 [66], if no SRAP entity has been established;
2>	apply the specified configuration of SL-RLC0 as specified in 9.1.1.4;
2>	apply the SDAP configuration and PDCP configuration as specified in 9.1.1.2 for SRB0;
1>	else:
2>	apply the default L1 parameter values as specified in corresponding physical layer specifications except for the parameters for which values are provided in SIB1;
2>	apply the default MAC Cell Group configuration as specified in 9.2.2;
2>	apply the CCCH configuration as specified in 9.1.1.2;
2>	apply the timeAlignmentTimerCommon included in SIB1;
1>	start timer T300;
1>	initiate transmission of the RRCSetupRequest message in accordance with 5.3.3.3;

<OMITTED>

[bookmark: _Toc131064387]5.3.3.4	Reception of the RRCSetup by the UE
The UE shall perform the following actions upon reception of the RRCSetup:
1>	if the RRCSetup is received in response to an RRCReestablishmentRequest; or
1>	if the RRCSetup is received in response to an RRCResumeRequest or RRCResumeRequest1:
2>	if sdt-MAC-PHY-CG-Config is configured:
3>	instruct the MAC entity to stop the cg-SDT-TimeAlignmentTimer, if it is running;
3>	instruct the MAC entity to start the timeAlignmentTimer associated with the PTAG, if it is not running;
2>	if srs-PosRRC-InactiveConfig is configured:
3>	instruct the MAC entity to stop the inactivePosSRS-TimeAlignmentTimer, if it is running;
2>	discard any stored UE Inactive AS context and suspendConfig;
2>	discard any current AS security context including the KRRCenc key, the KRRCint key, the KUPint key and the KUPenc key;
2>	release radio resources for all established RBs except SRB0 and broadcast MRBs, including release of the RLC entities, of the associated PDCP entities and of SDAP;
2>	release the RRC configuration except for the default L1 parameter values, default MAC Cell Group configuration, CCCH configuration and broadcast MRBs;
2>	indicate to upper layers fallback of the RRC connection;
2>	discard any application layer measurement reports which were not transmitted yet;
2>	inform upper layers about the release of all application layer measurement configurations;
2>	stop timer T380, if running;
1>	perform the cell group configuration procedure in accordance with the received masterCellGroup and as specified in 5.3.5.5;
1>	perform the radio bearer configuration procedure in accordance with the received radioBearerConfig and as specified in 5.3.5.6;
1>	if stored, discard the cell reselection priority information provided by the cellReselectionPriorities or inherited from another RAT;
1>	stop timer T300, T301, T319;
1>	stop timer T4xx if running;
1>	if T319a is running:
2>	stop T319a;
2>	consider SDT procedure is not ongoing;
1>	if T390 is running:
2>	stop timer T390 for all access categories;
2>	perform the actions as specified in 5.3.14.4;
1>	if T302 is running:
2>	stop timer T302;
2>	perform the actions as specified in 5.3.14.4;
1>	stop timer T320, if running;
1>	if the RRCSetup is received in response to an RRCResumeRequest, RRCResumeRequest1 or RRCSetupRequest:
2>	if T331 is running:
3>	stop timer T331;
3>	perform the actions as specified in 5.7.8.3;
2>	enter RRC_CONNECTED;
2>	stop the cell re-selection procedure;
2>	stop relay (re)selection procedure if any for L2 U2N Remote UE;
1>	consider the current cell to be the PCell;
1>	perform the L2 U2N Remote UE configuration procedure in accordance with the received sl-L2RemoteUE-Config as specified in 5.3.5.16;
1>	perform the sidelink dedicated configuration procedure in accordance with the received sl-ConfigDedicatedNR as specified in 5.3.5.14;
1>	if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:
2>	if reconnectCellId in VarRLF-Report is not set after failing to perform reestablishment:
3>	if the UE supports RLF-Report for conditional handover and if choCellId in VarRLF-Report is set:
4>	set timeUntilReconnection in VarRLF-Report to the time that elapsed since the radio link failure or handover failure experienced in the failedPCellId stored in VarRLF-Report;
3>	else:
4>	set timeUntilReconnection in VarRLF-Report to the time that elapsed since the last radio link failure or handover failure;
3>	set nrReconnectCellId in reconnectCellId in VarRLF-Report to the global cell identity and the tracking area code of the PCell;
1>	if the UE supports RLF report for inter-RAT MRO NR as defined in TS 36.306 [62], and if the UE has radio link failure or handover failure information available in VarRLF-Report of TS 36.331 [10] and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report of TS 36.331 [10]:
2>	if reconnectCellId in VarRLF-Report of TS 36.331[10] is not set after failing to perform reestablishment:
3>	set timeUntilReconnection in VarRLF-Report of TS 36.331[10] to the time that elapsed since the last radio link failure or handover failure in LTE;
3>	set nrReconnectCellId in reconnectCellId in VarRLF-Report of TS 36.331[10] to the global cell identity and the tracking area code of the PCell;
1>	set the content of RRCSetupComplete message as follows:
2>	if upper layers provide a 5G-S-TMSI:
3>	if the RRCSetup is received in response to an RRCSetupRequest:
4>	set the ng-5G-S-TMSI-Value to ng-5G-S-TMSI-Part2;
3>	else:
4>	set the ng-5G-S-TMSI-Value to ng-5G-S-TMSI;
2>	if upper layers selected an SNPN or a PLMN and in case of PLMN UE is either allowed or instructed to access the PLMN via a cell for which at least one CAG ID is broadcast:
3>	set the selectedPLMN-Identity from the npn-IdentityInfoList;
2>	else:
3>	set the selectedPLMN-Identity to the PLMN selected by upper layers from the plmn-IdentityInfoList;
2>	if upper layers provide the 'Registered AMF':
3>	include and set the registeredAMF as follows:
4>	if the PLMN identity of the 'Registered AMF' is different from the PLMN selected by the upper layers:
5>	include the plmnIdentity in the registeredAMF and set it to the value of the PLMN identity in the 'Registered AMF' received from upper layers;
4>	set the amf-Identifier to the value received from upper layers;
3>	include and set the guami-Type to the value provided by the upper layers;
2>	if upper layers provide one or more S-NSSAI (see TS 23.003 [21]):
3>	include the s-NSSAI-List and set the content to the values provided by the upper layers;
2>	if upper layers provide onboarding request indication:
3>	include the onboardingRequest;
2>	set the dedicatedNAS-Message to include the information received from upper layers;
2>	if connecting as an IAB-node:
3>	include the iab-NodeIndication;
2>	if the SIB1 contains idleModeMeasurementsNR and the UE has NR idle/inactive measurement information concerning cells other than the PCell available in VarMeasIdleReport; or
2>	if the SIB1 contains idleModeMeasurementsEUTRA and the UE has E-UTRA idle/inactive measurement information available in VarMeasIdleReport:
3>	include the idleMeasAvailable;
2>	if the UE has logged measurements available for NR and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
3>	include the logMeasAvailable in the RRCSetupComplete message;
3>	if Bluetooth measurement results are included in the logged measurements the UE has available for NR:
4>	include the logMeasAvailableBT in the RRCSetupComplete message;
3>	if WLAN measurement results are included in the logged measurements the UE has available for NR:
4>	include the logMeasAvailableWLAN in the RRCSetupComplete message;
[bookmark: _Hlk97820459]2>	if the sigLoggedMeasType in VarLogMeasReport is included:
3>	if T330 timer is running and the logged measurements configuration is for NR:
4>	set sigLogMeasConfigAvailable to true in the RRCSetupComplete message;
3>	else:
4>	if the UE has logged measurements available for NR:
5>	set sigLogMeasConfigAvailable to false in the RRCSetupComplete message;
[bookmark: _Hlk97820545]2>	if the UE has connection establishment failure or connection resume failure information available in VarConnEstFailReport or VarConnEstFailReportList and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport or in at least one of the entries of VarConnEstFailReportList:
3>	include connEstFailInfoAvailable in the RRCSetupComplete message;
2>	if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report, or
2>	if the UE has radio link failure or handover failure information available in VarRLF-Report of TS 36.331 [10], and if the UE is capable of cross-RAT RLF reporting and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report of TS 36.331 [10]:
3>	include rlf-InfoAvailable in the RRCSetupComplete message;
2>	if the UE has successful handover information available in VarSuccessHO-Report and if the RPLMN is included in plmn-IdentityList stored in VarSuccessHO-Report:
3>	include successHO-InfoAvailable in the RRCSetupComplete message;
2>	if the UE supports storage of mobility history information and the UE has mobility history information available in VarMobilityHistoryReport:
3>	include the mobilityHistoryAvail in the RRCSetupComplete message;
2>	if the UE supports uplink RRC message segmentation of UECapabilityInformation:
3>	may include the ul-RRC-Segmentation in the RRCSetupComplete message;
2>	if the RRCSetup is received in response to an RRCResumeRequest, RRCResumeRequest1 or RRCSetupRequest:
3>	if speedStateReselectionPars is configured in the SIB2:
4>	include the mobilityState in the RRCSetupComplete message and set it to the mobility state (as specified in TS 38.304 [20]) of the UE just prior to entering RRC_CONNECTED state;
1>	submit the RRCSetupComplete message to lower layers for transmission, upon which the procedure ends.

<OMITTED>

[bookmark: _Toc60776839][bookmark: _Toc131064497]5.3.3.X	T4xx expiry
Upon T4xx expiry, the NCR-MT shall:
1>	if camping on a suitable cell according to 38.304 [20]; and
1> if T300 is not running: 
2>	initiate RRC connection establishment procedure in 5.3.3.2


<OMITTED>

[bookmark: _Toc60776816][bookmark: _Toc131064472]5.3.8.3	Reception of the RRCRelease by the UE
The UE shall:
1>	delay the following actions defined in this clause 60 ms from the moment the RRCRelease message was received or optionally when lower layers indicate that the receipt of the RRCRelease message has been successfully acknowledged, whichever is earlier;
1>	stop timer T380, if running;
1>	stop timer T320, if running;
1>	if timer T316 is running;
2>	stop timer T316;
2>	clear the information included in VarRLF-Report, if any;
1>	stop timer T350, if running;
1>	stop timer T346g, if running;
1>	if the AS security is not activated:
2>	ignore any field included in RRCRelease message except waitTime;
2>	perform the actions upon going to RRC_IDLE as specified in 5.3.11 with the release cause 'other' upon which the procedure ends;
1>	if the RRCRelease message includes redirectedCarrierInfo indicating redirection to eutra:
2>	if cnType is included:
3>	after the cell selection, indicate the available CN Type(s) and the received cnType to upper layers;
NOTE 1:	Handling the case if the E-UTRA cell selected after the redirection does not support the core network type specified by the cnType, is up to UE implementation.
2>	if voiceFallbackIndication is included:
3>	consider the RRC connection release was for EPS fallback for IMS voice (see TS 23.502 [43]);
1>	if the RRCRelease message includes the cellReselectionPriorities:
2>	store the cell reselection priority information provided by the cellReselectionPriorities;
2>	if the t320 is included:
3>	start timer T320, with the timer value set according to the value of t320;
1>	else:
2>	apply the cell reselection priority information broadcast in the system information;
1>	if deprioritisationReq is included and the UE supports RRC connection release with deprioritisation:
2>	start or restart timer T325 with the timer value set to the deprioritisationTimer signalled;
2>	store the deprioritisationReq until T325 expiry;
NOTE 1a:	The UE stores the deprioritisation request irrespective of any cell reselection absolute priority assignments (by dedicated or common signalling) and regardless of RRC connections in NR or other RATs unless specified otherwise.
1>	if the RRCRelease includes the measIdleConfig:
2>	if T331 is running:
3> stop timer T331;
3>	perform the actions as specified in 5.7.8.3;
2>	if the measIdleConfig is set to setup:
3>	store the received measIdleDuration in VarMeasIdleConfig;
3>	start timer T331 with the value set to measIdleDuration;
3>	if the measIdleConfig contains measIdleCarrierListNR:
4>	store the received measIdleCarrierListNR in VarMeasIdleConfig;
3>	if the measIdleConfig contains measIdleCarrierListEUTRA:
4>	store the received measIdleCarrierListEUTRA in VarMeasIdleConfig;
3>	if the measIdleConfig contains validityAreaList:
4>	store the received validityAreaList in VarMeasIdleConfig;
1>	if the t4xx is included:
2>	start timer T4xx, with the timer value set to t4xx;
1>	if the RRCRelease includes suspendConfig:
2>	reset MAC and release the default MAC Cell Group configuration, if any;
2>	apply the received suspendConfig except the received nextHopChainingCount;
2>	if the sdt-Config is configured:
3>	for each of the DRB in the sdt-DRB-List:
4>	consider the DRB to be configured for SDT;
3>	if sdt-SRB2-Indication is configured:
4>	consider the SRB2 to be configured for SDT;
3>	for each RLC bearer (except those associated with broadcast MRBs) that is not suspended:
4>	re-establish the RLC entity as specified in TS 38.322 [4];
3>	for SRB2 (if it is resumed) and for SRB1:
4>	trigger the PDCP entity to perform SDU discard as specified in TS 38.323 [5];
3>	if sdt-MAC-PHY-CG-Config is configured:
[bookmark: _Hlk97714604]4>	configure the PCell with the configured grant resources for SDT and instruct the MAC entity to start the cg-SDT-TimeAlignmentTimer;
2>	if srs-PosRRC-Inactive is configured:
3>	apply the configuration and instruct MAC to start the inactivePosSRS-TimeAlignmentTimer;
NOTE 1b:	The Network should provide full configuration to UE for SRS for Positioning in RRC_INACTIVE.
2>	remove all the entries within the MCG and the SCG VarConditionalReconfig, if any;
2>	for each measId of the MCG measConfig and for each measId of the SCG measConfig, if configured, if the associated reportConfig has a reportType set to condTriggerConfig:
3>	for the associated reportConfigId:
4>	remove the entry with the matching reportConfigId from the reportConfigList within the VarMeasConfig;
3>	if the associated measObjectId is only associated to a reportConfig with reportType set to condTriggerConfig:
4>	remove the entry with the matching measObjectId from the measObjectList within the VarMeasConfig;
3>	remove the entry with the matching measId from the measIdList within the VarMeasConfig;
2>	if the UE is acting as L2 U2N Remote UE:
3>	if the PC5-RRC connection with the U2N Relay UE is determined to be released:
4>	indicate upper layers to trigger PC5 unicast link release;
3>	else (i.e., maintain the PC5 RRC connection):
4>	establish or re-establish (e.g. via release and add) SL RLC entity for SRB1;
2>	else:
3>	re-establish RLC entities for SRB1;
2>	if the RRCRelease message with suspendConfig was received in response to an RRCResumeRequest or an RRCResumeRequest1:
3>	stop the timer T319 if running;
3>	in the stored UE Inactive AS context:
4>	replace the KgNB and KRRCint keys with the current KgNB and KRRCint keys;
[bookmark: _Hlk95514979]4>	replace the nextHopChainingCount with the value of nextHopChainingCount received in the RRCRelease message;
4>	replace the cellIdentity with the cellIdentity of the cell the UE has received the RRCRelease message;
4>	if the suspendConfig contains the sl-UEIdentityRemote (i.e. the UE is a L2 U2N Remote UE):
5>	replace the C-RNTI with the value of the sl-UEIdentityRemote;
5>	replace the physical cell identity with the value of the sl-PhysCellId in sl-ServingCellInfo contained in the discovery message received from the connected L2 U2N Relay UE;
4> else:
5>	replace the C-RNTI with the C-RNTI used in the cell (see TS 38.321 [3]) the UE has received the RRCRelease message;
5>	replace the physical cell identity with the physical cell identity of the cell the UE has received the RRCRelease message;
[bookmark: _Hlk95514990]3>	replace the nextHopChainingCount with the value associated with the current KgNB;
3>	stop the timer T319a if running and consider SDT procedure is not ongoing;
2>	else:
[bookmark: _Hlk95515016]3>	store in the UE Inactive AS Context the nextHopChainingCount received in the RRCRelease message, the current KgNB and KRRCint keys, the ROHC state, the EHC context(s), the UDC state, the stored QoS flow to DRB mapping rules, the application layer measurement configuration, the C-RNTI used in the source PCell, the cellIdentity and the physical cell identity of the source PCell, the spCellConfigCommon within ReconfigurationWithSync of the NR PSCell (if configured) and all other parameters configured except for:
-	parameters within ReconfigurationWithSync of the PCell;
-	parameters within ReconfigurationWithSync of the NR PSCell, if configured;
-	parameters within MobilityControlInfoSCG of the E-UTRA PSCell, if configured;
-	servingCellConfigCommonSIB;
-	sl-L2RelayUE-Config, if configured;
-	sl-L2RemoteUE-Config, if configured;
NOTE 1c:	suspendConfig is not stored as part of UE Inactive AS Context, except for the fields explicitly specified.
3>	store any previously or subsequently received application layer measurement reports for which no segment, or full message, has been submitted to lower layers for transmission;
NOTE 2:	NR sidelink communication/discovery related configurations and logged measurement configuration are not stored as UE Inactive AS Context, when UE enters RRC_INACTIVE.
2>	suspend all SRB(s) and DRB(s) and multicast MRB(s), except SRB0 and broadcast MRBs;
2>	indicate PDCP suspend to lower layers of all DRBs and multicast MRBs;
2>	release the SRAP entity, if configured;
2>	if the t380 is included:
3>	start timer T380, with the timer value set to t380;
2>	if the RRCRelease message is including the waitTime:
3>	start timer T302 with the value set to the waitTime;
3>	inform upper layers that access barring is applicable for all access categories except categories '0' and '2';
2>	if T390 is running:
3>	stop timer T390 for all access categories;
3>	perform the actions as specified in 5.3.14.4;
2>	indicate the suspension of the RRC connection to upper layers;
2>	if the UE is capable of L2 U2N Remote UE:
3>	enter RRC_INACTIVE, and perform either cell selection as specified in TS 38.304 [20], or relay selection as specified in clause 5.8.15.3, or both;
2>	else:
3>	enter RRC_INACTIVE and perform cell selection as specified in TS 38.304 [20];
1>	else:
2>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with the release cause 'other'.
NOTE 3:	Whether to release the PC5 unicast link is left to L2 U2N Remote UE's implementation.
NOTE 4:	It is left to UE implementation whether to stop T430, if running, when going to RRC_INACTIVE.

<OMITTED>

[bookmark: _Toc60777111][bookmark: _Toc131064829]–	RRCRelease
The RRCRelease message is used to command the release of an RRC connection or the suspension of the RRC connection.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: Network to UE
RRCRelease message
-- ASN1START
-- TAG-RRCRELEASE-START

RRCRelease ::=                      SEQUENCE {
    rrc-TransactionIdentifier           RRC-TransactionIdentifier,
    criticalExtensions                  CHOICE {
        rrcRelease                          RRCRelease-IEs,
        criticalExtensionsFuture            SEQUENCE {}
    }
}

RRCRelease-IEs ::=                  SEQUENCE {
    redirectedCarrierInfo               RedirectedCarrierInfo                                                       OPTIONAL,   -- Need N
    cellReselectionPriorities           CellReselectionPriorities                                                   OPTIONAL,   -- Need R
    suspendConfig                       SuspendConfig                                                               OPTIONAL,   -- Need R
    deprioritisationReq                 SEQUENCE {
        deprioritisationType                ENUMERATED {frequency, nr},
        deprioritisationTimer               ENUMERATED {min5, min10, min15, min30}
    }                                                                                                               OPTIONAL,   -- Need N
    lateNonCriticalExtension                OCTET STRING                                                        OPTIONAL,
    nonCriticalExtension                    RRCRelease-v1540-IEs                                                OPTIONAL
}

RRCRelease-v1540-IEs ::=            SEQUENCE {
    waitTime                           RejectWaitTime                OPTIONAL, -- Need N
    nonCriticalExtension               RRCRelease-v1610-IEs          OPTIONAL
}

RRCRelease-v1610-IEs ::=            SEQUENCE {
    voiceFallbackIndication-r16        ENUMERATED {true}                  OPTIONAL, -- Need N
    measIdleConfig-r16                 SetupRelease {MeasIdleConfigDedicated-r16}    OPTIONAL, -- Need M
    nonCriticalExtension               RRCRelease-v1650-IEs               OPTIONAL
}

RRCRelease-v1650-IEs ::=            SEQUENCE {
    mpsPriorityIndication-r16          ENUMERATED {true}          OPTIONAL, -- Cond Redirection2
    nonCriticalExtension               RRCRelease-v1710-IEs       OPTIONAL
}

RRCRelease-v1710-IEs ::=            SEQUENCE {
    noLastCellUpdate-r17                ENUMERATED {true}         OPTIONAL,   -- Need S
    nonCriticalExtension                SEQUENCE {}               OPTIONAL
}

RRCRelease-v18xy-IEs ::=            SEQUENCE {
    t4xx-r18                            NCR-WakeupTimer-r18         OPTIONAL,   -- Need N
    nonCriticalExtension                SEQUENCE {}               OPTIONAL
}


RedirectedCarrierInfo ::=           CHOICE {
    nr                                  CarrierInfoNR,
    eutra                               RedirectedCarrierInfo-EUTRA,
    ...
}

RedirectedCarrierInfo-EUTRA ::=     SEQUENCE {
    eutraFrequency                      ARFCN-ValueEUTRA,
    cnType                              ENUMERATED {epc,fiveGC}                                             OPTIONAL    -- Need N
}

CarrierInfoNR ::=                   SEQUENCE {
    carrierFreq                         ARFCN-ValueNR,
    ssbSubcarrierSpacing                SubcarrierSpacing,
    smtc                                SSB-MTC                                                             OPTIONAL,      -- Need S
    ...
}

SuspendConfig ::=                   SEQUENCE {
    fullI-RNTI                          I-RNTI-Value,
    shortI-RNTI                         ShortI-RNTI-Value,
    ran-PagingCycle                     PagingCycle,
    ran-NotificationAreaInfo            RAN-NotificationAreaInfo       OPTIONAL,   -- Need M
    t380                                PeriodicRNAU-TimerValue        OPTIONAL,   -- Need R
    nextHopChainingCount                NextHopChainingCount,
    ...,
    [[
    sl-UEIdentityRemote-r17             RNTI-Value                     OPTIONAL, -- Cond L2RemoteUE
    sdt-Config-r17                      SetupRelease { SDT-Config-r17 }    OPTIONAL,   -- Need M
    srs-PosRRC-Inactive-r17             SetupRelease { SRS-PosRRC-Inactive-r17 }   OPTIONAL,   -- Need M
    ran-ExtendedPagingCycle-r17         ExtendedPagingCycle-r17        OPTIONAL    -- Cond RANPaging
    ]],
    [[
    ncd-SSB-RedCapInitialBWP-SDT-r17    SetupRelease {NonCellDefiningSSB-r17}  OPTIONAL    -- Need M
    ]]
}

PeriodicRNAU-TimerValue ::=         ENUMERATED { min5, min10, min20, min30, min60, min120, min360, min720}

<OMITTED>

NCR-WakeupTimer-r18 ::= ENUMERATED {5min, 10min, 20min, 30min, 60min, 120min, 240min, 480min}

-- TAG-RRCRELEASE-STOP
-- ASN1STOP

	RRCRelease-IEs field descriptions

	cellReselectionPriorities
Dedicated priorities to be used for cell reselection as specified in TS 38.304 [20]. The maximum number of NR carrier frequencies that the network can configure through FreqPriorityListNR and FreqPriorityListDedicatedSlicing together is eight. If the same frequency is configured in both FreqPriorityListNR and FreqPriorityListDedicatedSlicing, the frequency is only counted once.

	cnType
Indicate that the UE is redirected to EPC or 5GC.

	deprioritisationReq
Indicates whether the current frequency or RAT is to be de-prioritised.

	deprioritisationTimer
Indicates the period for which either the current carrier frequency or NR is deprioritised. Value minN corresponds to N minutes.

	measIdleConfig
Indicates measurement configuration to be stored and used by the UE while in RRC_IDLE or RRC_INACTIVE.

	mpsPriorityIndication
Indicates the UE can set the establishment cause to mps-PriorityAccess for a new connection following a redirect to NR. If the target RAT is E-UTRA, see TS 36.331 [10]. The gNB sets the indication only for UEs authorized to receive MPS treatment as indicated by ARP and/or QoS characteristics at the gNB, and it is applicable only for this instance of release with redirection to carrier/RAT included in the redirectedCarrierInfo field in the RRCRelease message.

	noLastCellUpdate
Presence of the field indicates that the last used cell for PEI shall not be updated. When the field is absent, the PEI-capable UE shall update its last used cell with the current cell. The UE shall not update its last used cell with the current cell if the AS security is not activated.

	srs-PosRRC-InactiveConfig
SRS for positioning configuration during RRC_INACTIVE state.

	suspendConfig
Indicates configuration for the RRC_INACTIVE state. The network does not configure suspendConfig when the network redirect the UE to an inter-RAT carrier frequency or if the UE is configured with a DAPS bearer.

	t4xx
Refers to the NCR wakeup timer that triggers RRC establishment. Value min5 corresponds to 5 minutes, value min10 corresponds to 10 minutes and so on.

	redirectedCarrierInfo
Indicates a carrier frequency (downlink for FDD) and is used to redirect the UE to an NR or an inter-RAT carrier frequency, by means of cell selection at transition to RRC_IDLE or RRC_INACTIVE as specified in TS 38.304 [20]. Based on UE capability, the network may include redirectedCarrierInfo in RRCRelease message with suspendConfig if this message is sent in response to an RRCResumeRequest or an RRCResumeRequest1 which is triggered by the NAS layer (see 5.3.1.4 in TS 24.501 [23]).

	voiceFallbackIndication
Indicates the RRC release is triggered by EPS fallback for IMS voice as specified in TS 23.502 [43].



<OMITTED>
---------------------------- 38.331 V17.4.0 TP ----------------------------


Idle mode TP

NCR-Fwd OFF if no suitable cell found
---------------------------- 38.304 V17.3.0 TP ----------------------------
[bookmark: _Toc29245219][bookmark: _Toc37298570][bookmark: _Toc46502332][bookmark: _Toc52749309][bookmark: _Toc124795024][bookmark: _Hlk513293914]5.2.7	Any Cell Selection state
This state is applicable for RRC_IDLE and RRC_INACTIVE state. In this state, the UE shall perform cell selection process to find a suitable cell. If the cell selection process fails to find a suitable cell after a complete scan of all RATs and all frequency bands supported by the UE, the UE not in SNPN Access Mode shall attempt to find an acceptable cell of any PLMN to camp on, trying all RATs that are supported by the UE and searching first for a high-quality cell, as defined in clause 5.1.1.2. If the cell selection process fails to find a suitable cell after a complete scan of all frequency bands supported by the UE, the UE in SNPN access mode shall attempt to find an acceptable cell of any SNPN to camp on.
The UE, which is not camped on any cell, shall stay in this state.
An NCR-MT that fails to find a suitable cell should further cease forwarding of NCR-Fwd. 
---------------------------- 38.304 V17.3.0 TP ----------------------------



Stage 2 corrections

---------------------------- 38.300 V17.4.0 TP ----------------------------
[bookmark: _Toc20387956][bookmark: _Toc29376035][bookmark: _Toc37231924][bookmark: _Toc46501979][bookmark: _Toc51971327][bookmark: _Toc52551310][bookmark: _Toc130938803]7.4		Access Control
NG-RAN supports overload and access control functionality such as RACH back off, RRC Connection Reject, RRC Connection Release and UE based access barring mechanisms.
One unified access control framework as specified in TS 22.261 [19] applies to all UE states (RRC_IDLE, RRC_INACTIVE and RRC_CONNECTED) for NR. NG-RAN broadcasts barring control information associated with Access Categories and Access Identities (in case of network sharing, the barring control information can be set individually for each PLMN). The UE determines whether an access attempt is authorized based on the barring information broadcast for the selected PLMN, and the selected Access Category and Access Identity(ies) for the access attempt:
-	For NAS triggered requests, NAS determines the Access Category and Access Identity(ies);
-	For AS triggered requests, RRC determines the Access Category while NAS determines the Access Identity(ies).
The gNB handles access attempts with establishment causes "emergency", "mps-PriorityAccess" and "mcs-PriorityAccess" (i.e. Emergency calls, MPS, MCS subscribers) with high priority and responds with RRC Reject to these access attempts only in extreme network load conditions that may threaten the gNB stability.
Unified access control does not apply to IAB-MTs or NCR-MTs.
<OMITTED>

[bookmark: _Toc20387963][bookmark: _Toc29376042][bookmark: _Toc37231932][bookmark: _Toc46501987][bookmark: _Toc51971335][bookmark: _Toc52551318][bookmark: _Toc130938811]8.1	UE Identities
In this clause, the identities used by NR connected to 5GC are listed. For scheduling at cell level, the following identities are used:
-	C-RNTI: unique UE identification used as an identifier of the RRC Connection and for scheduling;
-	CI-RNTI: identification of cancellation in the uplink;
-	CS-RNTI: unique UE identification used for Semi-Persistent Scheduling in the downlink or configured grant in the uplink;
-	INT-RNTI: identification of pre-emption in the downlink;
-	MCS-C-RNTI: unique UE identification used for indicating an alternative MCS table for PDSCH and PUSCH;
-	P-RNTI: identification of Paging and System Information change notification in the downlink;
-	SI-RNTI: identification of Broadcast and System Information in the downlink;
-	SP-CSI-RNTI: unique UE identification used for semi-persistent CSI reporting on PUSCH.
For power and slot format control, the following identities are used:
-	SFI-RNTI: identification of slot format;
-	TPC-PUCCH-RNTI: unique UE identification to control the power of PUCCH;
-	TPC-PUSCH-RNTI: unique UE identification to control the power of PUSCH;
-	TPC-SRS-RNTI: unique UE identification to control the power of SRS.
During the random access procedure, the following identities are also used:
-	RA-RNTI: identification of the Random Access Response in the downlink;
-	Temporary C-RNTI: UE identification temporarily used for scheduling during the random access procedure;
-	Random value for contention resolution: UE identification temporarily used for contention resolution purposes during the random access procedure.
For NR connected to 5GC, the following UE identity is used at NG-RAN level:
-	I-RNTI: used to identify the UE context in RRC_INACTIVE.
For UE power saving purpose during DRX, the following identity is used:
-	PS-RNTI: used to determine if the UE needs to monitor PDCCH on the next occurrence of the connected mode DRX on-duration.
For IAB the following identity is used:
-	AI-RNTI: identification of the DCI carrying availability indication for soft symbols of an IAB-DU.
For NCR the following identity is used:
-	NCR-RNTI: identification of the DCI carrying side control information.
For MBS, the following identities are used:
-	G-RNTI: Identifies dynamically scheduled PTM transmissions of MTCH(s);
-	G-CS-RNTI: Identifies configured scheduled PTM transmissions of MTCH(s) scheduled with configured grant;
-	MCCH-RNTI: Identifies transmissions of MCCH and MCCH change notification.

<OMITTED>

[bookmark: _Toc20387968][bookmark: _Toc29376048][bookmark: _Toc37231939][bookmark: _Toc46501994][bookmark: _Toc51971342][bookmark: _Toc52551325][bookmark: _Toc130938818]9.2.1	Mobility in RRC_IDLE
[bookmark: _Toc20387969][bookmark: _Toc29376049][bookmark: _Toc37231940][bookmark: _Toc46501995][bookmark: _Toc51971343][bookmark: _Toc52551326][bookmark: _Toc130938819]9.2.1.1	Cell Selection
The principles of PLMN selection in NR are based on the 3GPP PLMN selection principles. Cell selection is required on transition from RM-DEREGISTERED to RM-REGISTERED, from CM-IDLE to CM-CONNECTED and from CM-CONNECTED to CM-IDLE and is based on the following principles:
-	The UE NAS layer identifies a selected PLMN and equivalent PLMNs;
-	Cell selection is always based on CD-SSBs located on the synchronization raster (see clause 5.2.4):
-	The UE searches the NR frequency bands and for each carrier frequency identifies the strongest cell as per the CD-SSB. It then reads cell system information broadcast to identify its PLMN(s):
-	The UE may search each carrier in turn ("initial cell selection") or make use of stored information to shorten the search ("stored information cell selection").
-	The UE seeks to identify a suitable cell; if it is not able to identify a suitable cell it seeks to identify an acceptable cell. When a suitable cell is found or if only an acceptable cell is found it camps on that cell and commence the cell reselection procedure:
-	A suitable cell is one for which the measured cell attributes satisfy the cell selection criteria; the cell PLMN is the selected PLMN, registered or an equivalent PLMN; the cell is not barred or reserved and the cell is not part of a tracking area which is in the list of "forbidden tracking areas for roaming";
-	An acceptable cell is one for which the measured cell attributes satisfy the cell selection criteria and the cell is not barred.
-	The IAB-MT and NCR-MT applies the cell selection procedure as described for the UE with the following differences:
-	The IAB-MT and NCR-MT ignores cell-barring or cell-reservation indications contained in cell system information broadcast;
-	The IAB-MT only considers a cell as a candidate for cell selection if the cell system information broadcast indicates IAB support for the selected PLMN or the selected SNPN and NCR-MT only considers a cell as a candidate for cell selection if the cell system information broadcast indicates NCR support.

<OMITTED>

[bookmark: _Toc20388021][bookmark: _Toc29376101][bookmark: _Toc37231998][bookmark: _Toc46502056][bookmark: _Toc51971404][bookmark: _Toc52551387][bookmark: _Toc130938882]12.1	Overview
The 5G QoS model is based on QoS Flows (see TS 23.501 [3]) and supports both QoS Flows that require guaranteed flow bit rate (GBR QoS Flows) and QoS Flows that do not require guaranteed flow bit rate (non-GBR QoS Flows). At NAS level (see TS 23.501 [3]), the QoS flow is thus the finest granularity of QoS differentiation in a PDU session. A QoS flow is identified within a PDU session by a QoS Flow ID (QFI) carried in an encapsulation header over NG-U.
The QoS architecture in NG-RAN, both for NR connected to 5GC and for E-UTRA connected to 5GC, is depicted in the Figure 12-1 and described in the following:
-	For each UE, 5GC establishes one or more PDU Sessions;
-	Except for NB-IoT and , IAB-MT in SA mode and NCR-MT, for each UE, the NG-RAN establishes at least one Data Radio Bearers (DRB) together with the PDU Session and additional DRB(s) for QoS flow(s) of that PDU session can be subsequently configured (it is up to NG-RAN when to do so);
-	If NB-IoT UE supports NG-U data transfer, the NG-RAN may establish Data Radio Bearers (DRB) together with the PDU Session and one PDU session maps to only one DRB;
-	The NG-RAN maps packets belonging to different PDU sessions to different DRBs;
-	NAS level packet filters in the UE and in the 5GC associate UL and DL packets with QoS Flows;
-	AS-level mapping rules in the UE and in the NG-RAN associate UL and DL QoS Flows with DRBs.

---------------------------- 38.300 V17.4.0 TP ----------------------------
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