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	Reason for change:
	According to the current MAC, during the subsequent transmission of the ongoing CG-SDT procedure, if none of the SSB is above the RSRP threshold for CG-SDT SSB selection and there is data available for transmission for at least one RB configured for SDT, the UE will trigger the RA procedure. 
However, it is not clear whether that RA procedure is triggered for SDT or not as per the MAC text. Consequently, it is not clear whether the RA-SDT resource can be used during the subsequent transmission of the ongoing CG-SDT procedure. (i.e. the agreement that UE triggers legacy SR/RACH when there is UL data available when none of the SSB is above the RSRP threshold for CG-SDT SSB selection is not captured in the current MAC spec). So we propose this CR for clarification.

--------------------------------<TS 38.321 sub clause 5.8.2>-----------------------------
For an uplink grant configured for configured grant Type 1 for CG-SDT on the selected uplink carrier as in clause 5.27, when CG-SDT is triggered and not terminated, for each configured uplink grant valid according to TS 38.214 [7] for which the above formula is satisfied, the MAC entity shall:
1>	if, after initial transmission for CG-SDT with CCCH message has been performed according to clause 5.4.1, PDCCH addressed to the MAC entity's C-RNTI has not been received:
……
1>	else:
2>	consider this configured uplink grant as not valid.
2>	if PDCCH addressed to C-RNTI after the initial transmission of the CG-SDT with CCCH message has been received:
3>	if there is data available for transmission for at least one RB configured for SDT:
4>	initiate Random Access procedure in clause 5.1.

	
	

	Summary of change:
	Clarify that the set of Random Access resources configured with smallData set to true is considered as not available for the Random Access procedure which is not triggered for RA-SDT.
Impact analysis
Impacted 5G architecture options: 
NR standalone

Impacted functionality: 
RA procedure

Inter-operability: 
There is no inter-operability issue foreseen. 

	
	

	Consequences if not approved:
	Whether RA-SDT resources can be used during the ongoing CG-SDT procedure is not fully clear.
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START OF THE CHANGE
[bookmark: _Toc131023380]5.1.1c	Availability of the set of Random Access resources
The MAC entity shall for each set of configured Random Access resources for 4-step RA type and for each set of configured Random Access resources for 2-step RA type:
1>	if redCap is set to true for a set of Random Access resources:
2>	consider the set of Random Access resources as not available for a Random Access procedure for which RedCap is not applicable.
1>	if smallData is set to true for a set of Random Access resources:
2>	consider the set of Random Access resources as not available for the Random Access procedure which is not triggered for RA-SDT.
1>	if NSAG-List is configured for a set of Random Access resources:
2>	consider the set of Random Access resources as not available for the Random Access procedure unless it is triggered for any one of the NSAG-ID(s) in the NSAG-List.
1>	if msg3-Repetitions is set to true for a set of Random Access resources:
2>	consider the set of Random Access resources as not available for the Random Access procedure if Msg3 repetition is not applicable.
1>	if a set of Random Access resources is not configured with FeatureCombination:
2>	consider the set of Random Access resources to not associated with any feature.
END OF THE CHANGE

