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	Reason for change:
	The stage 2 specification of the UE behaviour when the UE NAS does not receive any NSAG information for Random Access is missing.

	
	

	Summary of change:
	It is clarified when the UE AS does not receive any NSAG information from NAS for Random Access, the UE does not apply the slice-based RACH configuration.
Impact analysis
Impacted functionality: Slice-based RA
Inter-operability: Implementation of this CR will not cause compatibility issues, as no change in the UE or network behaviour is expected due to this CR.

	
	

	Consequences if not approved:
	Unclear specification for the application of slice based RACH configuration.
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Resource isolation enables specialized customization and avoids one slice affecting another slice.
Hardware/software resource isolation is up to implementation. Each slice may be assigned with either shared, prioritized or dedicated radio resource up to RRM implementation and SLA as in TS 28.541 [49].
To enable differentiated handling of traffic for network slices with different SLA:
-	NG-RAN is configured with a set of different configurations for different network slices by OAM;
-	To select the appropriate configuration for the traffic for each network slice, NG-RAN receives relevant information indicating which of the configurations applies for this specific network slice.
Slice-based RACH configuration for RA isolation and prioritization can be included in SIB1 messages. The slice-based RACH configurations are associated to specific NSAG(s), and if not provided for a NSAG that UE considers for selecting the RACH configuration, then the UE does not consider the NSAG for selecting the slice-based RACH configuration. The UE determines the NSAG to be considered during RA as specified in TS 23.501 [3]. When the UE AS does not receive any NSAG information from NAS for Random Access, the UE does not apply the slice-based RACH configuration.
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