3GPP TSG RAN WG2#122                                                                                                R2-2306841
Incheon, Korea, 22nd – 26th May, 2023

Title:	LS on LPHAP
[bookmark: OLE_LINK57][bookmark: OLE_LINK58]Response to:	
[bookmark: OLE_LINK59][bookmark: OLE_LINK60][bookmark: OLE_LINK61]Release:	Rel-18
Work Item:	NR_pos_enh2

[bookmark: _Hlk131780278]Source:	RAN2
To:	RAN1, RAN3, RAN4
[bookmark: OLE_LINK45][bookmark: OLE_LINK46]Cc:	

Contact person:	Yinghao Guo
	yinghaoguo@huawei.com
Send any reply LS to:	3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org

Attachments:	NA
[bookmark: _GoBack]
1	Overall description
During the discussion on the eDRX cycle for eRedCap in RRC_INACTIVE, it was already agreed in eRedCap WI that the long eDRX cycle values are the same as idle eDRX (i.e., 2 hyperframes, 4 hyperframes, 8 hyperframes, 16 hyperframes, 32 hyperframes, 64 hyperframes, 128 hyperframes, 256 hyperframes, 512 hyperframes, 1024 hyperframes).
For the SRS configuration with validity area, RAN2 has agreed on the following: 
RAN2 consider that the LMF should determine the area-specific SRS configuration.  Details are up to RAN3.
2	Actions
To RAN1/RAN4:
ACTION: RAN2 respectfully asks RAN1/RAN4 to confirm whether the eRedCap agreed eDRX cycle lengths are sufficient for positioning in RRC_INACTIVE.
To RAN3:
ACTION: RAN2 respectfully asks RAN3 to take the RAN2 agreement on area-specific SRS configuration for LPHAP into consideration in the future work.
To RAN1:
ACTION: RAN2 respectfully asks RAN1 to work on the parameters for area-specific SRS configuration.
3	Dates of next RAN WG2 meetings
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