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[bookmark: _Toc37126952][bookmark: _Toc46492065][bookmark: _Toc46492173][bookmark: _Toc139052322][bookmark: _Toc12616340]5.2.3	Sidelink transmit operation
For NR sidelink transmission of the SLRB, the UE shall follow the procedures in clause 5.2.1 with following modification:
-	perform the header compression using ROHC as specified in clause 5.7.4, if SDU Type is IP;
-	set the PDCP SN of the PDCP Data PDU to TX_NEXT modulo 2[sl-PDCP-SN-Size];.
- 	if the transmitting PDCP entity is associated with two RLC entities [for sidelink DRB and for sidelink SRB1/2/3], consider PDCP duplication as activated and perform transmit operation for PDCP duplication as specified in clause 5.2.1 with the associated RLC entities.

Editor’s NOTE:	FFS whether the PDCP duplication is supported also for sidelink SRB3 (including the WA “Working assumption: SL CA/PDCP duplication is applied to PC5-RRC after SL link is established. FFS on exact time when it can be started”.
Editor’s NOTE: Applicability of SL PDCP duplication for sidelink SRB1/2.
Editor’s NOTE: FFS whether any transmit operation with primary and secondary leg distinction is needed for SL PDCP duplication (e.g. for PDCP control PDU transmission, etc.). 
Editor’s NOTE: Impact of TX profile to SL PDCP duplication, including “FFS whether to use PDCP duplication or not is up to UE implementation”.
	[bookmark: _Toc12616358][bookmark: _Toc37126972]NEXT CHANGE


[bookmark: _Toc12616360][bookmark: _Toc37126974][bookmark: _Toc46492087][bookmark: _Toc46492195][bookmark: _Toc139052344]5.11.2	Duplicate PDU discard
For the PDCP entity configured with pdcp-Duplication, the transmitting PDCP entity shall:
-	if the successful delivery of a PDCP Data PDU is confirmed by one of the associated AM RLC entities:
-	indicate to the other AM RLC entities to discard the duplicated PDCP Data PDU;
-	if the deactivation of PDCP duplication is indicated for the DRB:
-	indicate to the RLC entities other than the primary RLC entity to discard all duplicated PDCP Data PDUs;
-	if the deactivation of PDCP duplication is indicated for at least one associated RLC entities:
-	indicate to the RLC entities deactivated for PDCP duplication to discard all duplicated PDCP Data PDUs.
Editor’s NOTE: FFS whether ACK-based duplicate PDU discard operation also needs to be specified for a sidelink DRBs/SRBs associated with AM RLC entities for NR SL unicast.
	CHANGE END



